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1 Introduction

This contribution is a continuation of the notifcation methods alignment over all the interface. In the CallManager interface the methods changeNotification and getNotification methods are defined which are not present in the UIManager interface. This contribution provides an initial input to align the UIManager interface acordingly.

2 Notification methods IpUIManager

<<Interface>>

IpUIManager



createUI (appUI : in IpAppUIRef, userAddress : in TpAddress, userInteraction : out TpUIIdentifierRef) : TpResult

createUICall (appUI : in IpAppUICallRef, callIdentifier : in callcontrol::TpCallIdentifier, callLegIdentifier : in callcontrol::TpCallLegIdentifier, userInteraction : out TpUICallIdentifierRef) : TpResult

enableUINotification (appInterface : in IpAppUIManagerRef, eventCriteria : in TpUIEventCriteria, assignmentID : out TpAssignmentIDRef) : TpResult

disableUINotification (assignmentID : in TpAssignmentID) : TpResult

changeNotification (assignmentID : in TpAssignmentID, eventCriteria : in TpUIEventCriteria) : TpResult

getNotification (eventCriteria : out TpCallEventCriteriaResultSetRef) : TpResult


Method

changeNotification ()

This method is used by the application to change the event criteria introduced with createNotification method. Any stored notification request associated with the specified assignementID will be replaced with the specified events requested. 

Parameters

assignmentID : in TpAssignmentID 

Specifies the ID assigned by the manager interface for the event notification. 

eventCriteria : in TpUIEventCriteria 

Specifies the new set of event criteria used by the application to define the event required. Only events that meet these criteria are reported. 

Raises

TPGUISException, TpgeneralException 
Method

getCriteria ()

This method is used by the application to query the event criteria set with createNotification or changeNotification. 

Parameters

eventCriteria : out TpUIEventCriteriaResultSetRef 

Specifies the event specific criteria used by the application to define the event required. Only events that meet these criteria are reported.

Raises

TPGUISException, TpgeneralException 

3 UI Data Definitions
Following data types should be added to support the missing methods.

TpUIEventCriteriaResultSetRef
Defines a reference to TpUIEventCriteriaResultSet
TPUIEventCriteriaResultSet
Defines a set of TpUIEventCriteriaResult
TPUIEventCriteriaResult
Defines a sequence of data elements that specify a requested  event notification criteria with the associated assignmentID.
Sequence Element Name
Sequence Element Type
Sequence Element Description

EventCriteria
TpUIEventCriteria
The event criteria that were specified by the application.

AssignmentID
TpInt32
The associated assignmentID. This can be used to disable the notification.
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