Page 1
Draft prETS 300 ???: Month YYYY

Page 3

Temporary document  N5-010062
Joint 3GPP TSG_CN5/ ETSI SPAN 12/Parlay
06 till 08 February  2001
Helsinki, Finland

Source:
Alcatel

Title:
GM Notification methods renaming

Date:

06 February 2001

Document for:
API for Open Service Access.
Agenda item:


1 Introduction

This contribution is a continuation of the notifcation method names alignment over all the interface. The alligment was started with N5000344 for the CallManager interface. This contribution provides an initial input to align the method names for the MessagingManager interface. 

2 Notification methods renaming IpMessagingManager

<<Interface>>

IpMessagingManager



openMailbox(mailboxID : in TpAddress , authenticationInfo : in TpString , mailboxReference : out TpMailboxIdentifierRef ) :  TpResult 

createNotification(appInterface : in IpAppMessagingManagerRef , eventCriteria : in TpMessagingEventCriteria , assignmentID : out TpAssignmentIDRef) :  TpResult 

destroyNotification(assignmentID : in TpAssignmentID) :  TpResult 

Method

createNotification ()


This method is used by the application to install specified notification criteria, for which the reporting is implicitly activated. 
If the same application requests two notifications with exactly the same criteria but different callback references, the second callback will be treated as an additional callback. This means that the callback will only be used in case when the first callback specified by the application is unable to handle the reportNotification (e.g., due to overload or failure).
Parameters

appInterface : in IpAppMessagingManagerRef 

If this parameter is set (i.e. not NULL) it specifies a reference to the application interface, which is used for callbacks. If set to NULL, the application interface defaults to the interface specified via the setCallback() method. 

eventCriteria : in TpMessagingEventCriteria 

Specifies the event specific criteria used by the application to define the event required.  

assignmentID : out TpAssignmentIDRef 

Specifies the ID assigned by the generic messaging manager interface for this newly installed notification criteria. 

Method

destroyNotification ()

This method is used by the application to destroy previously installed notification criteria via the createNotification method. 

Parameters

assignmentID : in TpAssignmentID 

Specifies the assignment ID given by the generic messaging manager interface when the previous createNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs, the framework will return the error code P_INVALID_ASSIGNMENTID. 
3 Notification methods IpAppMessagingManager

<<Interface>>

IpAppMessagingManager



mailboxTerminated(mailbox : in IpMailboxRef , mailboxSessionID : in TpSessionID ) :  TpResult 

mailboxFaultDetected(mailbox : in IpMailboxRef , mailboxSessionID : in TpSessionID , fault : in TpMessagingFault ) :  TpResult 

reportNotification(messagingManager : in IpMessagingManagerRef , eventInfo : in TpMessagingEventInfo , assignmentID : in TpAssignmentID ) :  TpResult 

messagingNotificationTerminated() :  TpResult

Method

reportNotification ()


This method notifies the application of an occured network event which matches the criteria installed by the createNotification method.  

Parameters

messagingManager : in IpMessagingManagerRef 

Specifies the reference to the messaging manager interface to which the notification relates.  

eventInfo : in TpMessagingEventInfo 

Specifies data associated with this event.  

assignmentID : in TpAssignmentID 

Specifies the assignment id which was returned by the createNotification() method. The application can use assignment id to associate events with event specific criteria and to act accordingly. 
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