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1 Introduction

Currently the route method of the CallLeg is defined as a synchronous method. This means that the Parlay INAP gateway would have to wait till the Connect operation timer expires to return to the application. The consequence would be that the application will be blocked during this time. To overcome this it’s proposed to make the Route method asynchronous and to introduce a route error method for the AppCallLeg.

2 INAP mapping without route error, synchronous
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Figure 1: route ico successful INAP Connect
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Figure 2: route ico of INAP connect problem

3 INAP mapping with route error, asynchronous
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Figure 3: routeReq ico successful INAP connect
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Figure 4: routeReq ico of INAP connect problem

4 Interface Class IpCallLeg

<<Interface>>

IpCallLeg



routeReq (callLegSessionID : in TpSessionID) : TpResult

eventReportReq (callLegSessionID : in TpSessionID, eventReportsRequested : in TpCallReportRequestSet) : TpResult

release (callLegSessionID : in TpSessionID, cause : in TpCallReleaseCause) : TpResult

getInfoReq (callLegSessionID : in TpSessionID, callLegInfoRequested : in TpCallLegInfoType) : TpResult

getCall (callLegSessionID : in TpSessionID, callReference : out TpCallIdentifierRef) : TpResult

attachMedia (callLegSessionID : in TpSessionID) : TpResult

detachMedia (callLegSessionID : in TpSessionID) : TpResult

getLastRedirectedAddress (callLegSessionID : in TpSessionID, redirectingAddress : out TpAddressRef) : TpResult



Method

routeReq()



This asynchronous method requests routing of a connection to the destination party.

The extra address information (i.e., originalDestinationAddress, redirectingAddress, originatingAddress) is optional. If set to unavailable (i.e., the plan is set to P_ADDRESS_PLAN_NOT_PRESENT) the network or gateway provided addresses will be used.

Parameters 

callLegSessionID : in TpSessionID

Specifies the call leg session ID of the call leg.
Raises

TpGeneralException,TpGCCSException
5 Interface Class IpAppCallLeg

<<Interface>>

IpAppCallLeg



eventReportRes (callLegSessionID : in TpSessionID, eventReport : in TpCallReport) : TpResult

eventReportErr (callLegSessionID : in TpSessionID, errorIndication : in TpCallError) : TpResult

getInfoRes (callLegSessionID : in TpSessionID, callLegInfoReport : in TpCallLegInfoReport) : TpResult

getInfoErr (callLegSessionID : in TpSessionID, errorIndication : in TpCallError) : TpResult

routeErr (callLegSessionID : in TpSessionID, errorIndication : in TpCallError) : TpResult


Method

routeErr()

This asynchronous method indicates that the request to route a connection to a destination party was unsuccessful (for example, the network was unable to route the call, the parameters were incorrect, the request was refused, etc.). 

Parameters 

callLegSessionID : in TpSessionID

Specifies the call leg session ID of the call leg.
errorIndication : in TpCallError

Specifies the error which led to the original request failing.
Raises

TpGCCSException,TpGeneralException
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