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1 Introduction

This contribution is a continuation of the notifcation method names alignment over all the interface. The alligment was started with N5000344 for the CallManager interface. This contribution provides an initial input to align the method names for the UIManager interface. 

2 Notification methods renaming IpUIManager

<<Interface>>

IpUIManager



createUI (appUI : in IpAppUIRef, userAddress : in TpAddress, userInteraction : out TpUIIdentifierRef) : TpResult

createUICall (appUI : in IpAppUICallRef, callIdentifier : in callcontrol::TpCallIdentifier, callLegIdentifier : in callcontrol::TpCallLegIdentifier, userInteraction : out TpUICallIdentifierRef) : TpResult

createNotification (appInterface : in IpAppUIManagerRef, eventCriteria : in TpUIEventCriteria, assignmentID : out TpAssignmentIDRef) : TpResult

destroyNotification (assignmentID : in TpAssignmentID) : TpResult



Method

CreateNotification()


This method is used by the application to install specified notification criteria, for which the reporting is implicitly activated. If some application already requested notifications with criteria that overlap the specified criteria, the request is refused with P_GCCS_INVALID_CRITERIA.
The criteria are said to overlap if both originating and terminating ranges overlap and the same number plan is used and the same CallNotificationType is used.
If the same application requests two notifications with exactly the same criteria but different callback references, the second callback will be treated as an additional callback. This means that the callback will only be used in case when the first callback specified by the application is unable to handle the callEventNotify (e.g., due to overload or failure).
Parameters

appInterface : in IpAppUIManagerRef

If this parameter is set (i.e. not NULL) it specifies a reference to the application interface, which is used for callbacks. If set to NULL, the application interface defaults to the interface specified via the setCallback() method. 
eventCriteria : in TpUIEventCriteria

Specifies the event specific criteria used by the application to define the event required, like user address and service code.
assignmentID : out TpAssignmentIDRef

Specifies the ID assigned by the generic user interaction manager interface for this newly installed  notification criteria. 
Raises

TpGUISException,TpGeneralException
Method

destroyNotification()

This method is used by the application to destroy previously installed notification criteria via the createNotification method.  

Parameters

assignmentID : in TpAssignmentID

Specifies the assignment ID given by the generic user interaction manager interface when the previous enableNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs, the framework will return the error code P_INVALID_ASSIGNMENTID. 
Raises

TpGUISException,TpGeneralException
3 Notification methods renaming IpAppUIManager

<<Interface>>

IpAppUIManager



userInteractionAborted (userInteraction : in TpUIIdentifier) : TpResult

reportNotification(userInteraction : in TpUIIdentifier, eventInfo : in TpUIEventInfo, assignmentID : in TpAssignmentID, appInterface : out IpAppUIRefRef) : TpResult

userInteractionNotificationInterrupted () : TpResult

userInteractionNotificationContinued () : TpResult



Method

reportNotification()

This method notifies the application of an occured network event which matches the criteria installed by the createNotification method.  

Parameters

userInteraction : in TpUIIdentifier

Specifies the reference to the interface and the sessionID to which the notification relates.  
eventInfo : in TpUIEventInfo

Specifies data associated with this event. 
assignmentID : in TpAssignmentID

Specifies the assignment id which was returned by the enableNotification() method. The application can use assignment id to associate events with event specific criteria and to act accordingly. 
appInterface : out IpAppUIRefRef

Specifies a reference to the application interface, which implements the callback interface for the new user interaction. 
Raises

TpGUISException,TpGeneralException
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