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1 Introduction

This contribution is a continuation of the notifcation method names alignment over all the interface. The alligment was started with N5000344 for the CallManager interface. This contribution provides an initial input to align the method names for the EventNotification interface. 

2 Framework-to-Application Sequence Diagrams 

5.1 Event Notification Sequence Diagrams

5.1.1 Enable Event Notification
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1:
This message is used to receive a reference to the object implementing the IpEventNotification interface.

2:
If there is currently no object implementing the IpEventNotification interface, then one is created using this message.

3:
This message is used to create an object implementing the IpAppEventNotification interface.

4:
This message is used to start the notification mechanism so that subsequent framework events can be sent to the application.


3 Framework-to-Application Class Diagrams
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4 Event Notification Interface Classes

4.1 


Interface Class IpAppEventNotification 

Inherits from: IpInterface.
This interface is used by the services to inform the application of a generic service-related event.  The Event Notification Framework will invoke methods on the Event Notification Application Interface that is specified when the Event Notification interface is obtained. 

<<Interface>>

IpAppEventNotification



reportNotification(eventInfo : in TpFwEventInfo, assignmentID : in TpAssignmentID) : TpResult

notificationTerminated () : TpResult



Method

reportNotification()

This method notifies the application of the arrival of a generic event. 

Parameters

 eventInfo : in TpFwEventInfo

Specifies specific data associated with this event. 
 assignmentID : in TpAssignmentID

Specifies the assignment id which was returned by the framework during the  createNotification() method. The application can use assignment id to associate events with event specific criteria and to act accordingly.
Raises

 TpGeneralException,TpFWException
Method

notificationTerminated()

This method indicates to the application that all generic event notifications have been terminated (for example, due to faults detected). 

Parameters

No Parameters were identified for this method

Raises

 TpGeneralException,TpFWException






4.2


Interface Class IpEventNotification 

Inherits from: IpInterface.
The event notification mechanism is used to notify the application of generic service related events that have occurred. 

<<Interface>>

IpEventNotification



createNotification (eventCriteria : in TpFwEventCriteria, assignmentID : out TpAssignmentIDRef) : TpResult

destroyNotification (assignmentID : in TpAssignmentID) : TpResult



Method

createNotification()

This method is used to enable generic notifications so that events can be sent to the application. 

Parameters

 eventCriteria : in TpFwEventCriteria

Specifies the event specific criteria used by the application to define the event required. 
 assignmentID : out TpAssignmentIDRef

Specifies the ID assigned by the framework for this newly installed notification.
Raises

 TpGeneralException,TpFWException
Method

destroyNotification()

This method is used by the application to delete generic notifications from the framework.  

Parameters

assignmentID : in TpAssignmentID

Specifies the assignment ID given by the framework when the previous createNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs, the framework will return the error code P_INVALID_ASSIGNMENTID.
Raises

 TpGeneralException,TpFWException






5 Framework to Application State Transition Diagrams

5.1 Event Notification State Transition Diagrams
5.1.1 State Transition Diagrams for IpEventNotification 
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Figure : State Transition Diagram for IpEventNotification 
6 Framework to Service Class Diagrams
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Figure: Event Notification Package Overview

7 Framework to Service Interface Classes

7.1


Event Notification Interface Classes
7.1.1

Interface Class IpFwEventNotification 

Inherits from: IpInterface.
The event notification mechanism is used to notify the service of generic events that have occurred. 

<<Interface>>

IpFwEventNotification



createNotification (eventCriteria : in TpFwEventCriteria, assignmentID : out TpAssignmentIDRef) : TpResult

destroyNotification (assignmentID : in TpAssignmentID) : TpResult



Method

createNotification()

This method is used to install generic notifications so that events can be sent to the service. 

Parameters

 eventCriteria : in TpFwEventCriteria

Specifies the event specific criteria used by the service to define the event required.
 assignmentID : out TpAssignmentIDRef

Specifies the ID assigned by the framework for this newly installed event notification.
Raises

 TpGeneralException,TpFWException
Method

destroyNotification()

This method is used by the service to delete generic notifications from the framework. 

Parameters

 assignmentID : in TpAssignmentID

Specifies the assignment ID given by the framework when the previous createNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs, the framework will return the error code P_INVALID_ASSIGNMENT_ID.
Raises

 TpGeneralException,TpFWException






7.1.2

Interface Class IpSvcEventNotification 

Inherits from: IpInterface.
This interface is used by the framework to inform the service of a generic event.  The Event Notification Framework will invoke methods on the Event Notification Service Interface that is specified when the Event Notification interface is obtained. 

<<Interface>>

IpSvcEventNotification



reportNotification (eventInfo : in TpFwEventInfo, assignmentID : in TpAssignmentID) : TpResult

notificationTerminated () : TpResult



Method

 reportNotification()

This method notifies the service of the arrival of a generic event. 

Parameters

 eventInfo : in TpFwEventInfo

Specifies specific data associated with this event.
 assignmentID : in TpAssignmentID

Specifies the assignment id which was returned by the framework during the createNotification() method. The service can use the assignment id to associate events with event specific criteria and to act accordingly.
Raises

 TpGeneralException,TpFWException
Method

notificationTerminated()

This method indicates to the service that all generic event notifications have been terminated (for example, due to faults detected). 

Parameters

No Parameters were identified for this method

Raises

 TpGeneralException,TpFWException
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