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1 Introduction

This contribution defines the additional methods legCreated() and setLegCreationIndicaton() required for the support of method 1. The setLegCreationIndicaton will either disable or enable the sending of the legCreated() method. See a companion contribution illustrating the use of the legCreated() method.

2 Proposed legCreated() method

7.3.4
Interface Class IpAppMultiPartyCall 
Inherits from: IpInterface 
The Multi-Party call application interface is implemented by the client application developer and is used to handle call request responses and state reports. 
<<Interface>>

IpAppMultiPartyCall



getInfoRes (callSessionID : in TpSessionID, callInfoReport : in TpCallInfoReport) : TpResult

getInfoErr (callSessionID : in TpSessionID, errorIndication : in TpCallError) : TpResult

superviseRes (callSessionID : in TpSessionID, report : in TpCallSuperviseReport, usedTime : in TpDuration) : TpResult

superviseErr (callSessionID : in TpSessionID, errorIndication : in TpCallError) : TpResult

callFaultDetected (callSessionID : in TpSessionID, fault : in TpCallFault) : TpResult

callEnded (callSessionID : in TpSessionID, report : in TpCallEndedReport) : TpResult

createAndRouteCallLegErr (callSessionID : in TpSessionID, callLegReference : in TpCallLegIdentifier, errorIndication : in TpCallError) : TpResult
legCreated (callSessionID : in TpSessionID, callLegReference : in TpCallLegIdentifier, appCallLeg : out IpAppCallLegRefRef) : TpResult


Method

legCreated()

This method reports to the application that a new leg has been created. 

Parameters 

callSessionID : in TpSessionID

Specifies the call  session ID of the call.
callLegReference : in TpCallLegIdentifier

Specifies the reference to the callLeg interface to which the created leg relates.
appCallLeg : out IpAppCallLegRefRef

Specifies a reference to the application interface which implements the callback interface for the created call leg.
Raises

TpGeneralException,TpGCCSException
3
Proposed setLegCreationIndication() method

7.3.3
Interface Class IpMultiPartyCall 
Inherits from: IpService 
The Multi-Party Call provides the possibility to control the call routing, to request information from the call, control the charging of the call, to release the call and to supervise the call.  It also gives the possibiltiy to manage call legs explicitly.  Via the legs the application can also influence the media in multi-media calls.  If an application uses the multi-party call control interface it may call the createAndRouteCallLeg() operation several times without disconnecting already connected destination.  Therefore, an application may implicitly create more then one (destination) call leg. However, there can only be at most one call leg that owns the call ("call owner") at any time.  In contrast to the conference service it is not possible to move legs to another call object. 
<<Interface>>

IpMultiPartyCall



getCallLegs (callSessionID : in TpSessionID, callLegList : out TpCallLegIdentifierSetRef) : TpResult

createCallLeg (callSessionID : in TpSessionID, appCallLeg : in IpAppCallLegRef, targetAddress : in TpAddress, originatingAddress : in TpAddress, appInfo : in TpCallAppInfoSet, callLeg : out TpCallLegIdentifierRef, connectionProperties : in TpCallLegConnectionProperties) : TpResult

createAndRouteCallLegReq (callSessionID : in TpSessionID, eventsRequested : in TpCallEventRequestSet, targetAddress : in TpAddress, originatingAddress : in TpAddress, appInfo : in TpCallAppInfoSet, appLegInterface : in IpAppCallLegRef, callLegReference : out TpCallLegIdentifierRef) : TpResult

release (callSessionID : in TpSessionID, cause : in TpCallReleaseCause) : TpResult

deassignCall (callSessionID : in TpSessionID) : TpResult

getInfoReq (callSessionID : in TpSessionID, callInfoRequested : in TpCallInfoType) : TpResult

setChargePlan (callSessionID : in TpSessionID, callChargePlan : in TpCallChargePlan) : TpResult

setAdviceOfCharge (callSessionID : in TpSessionID, aOCInfo : in TpAoCInfo, tariffSwitch : in TpDuration) : TpResult

superviseReq (callSessionID : in TpSessionID, time : in TpDuration, treatment : in TpCallSuperviseTreatment) : TpResult
setLegCreationIndication (callSessionID : in TpSessionID, legCreationID : in TpLegCreationID) : TpResult



Method

setLegCreationIndication()

This method sets the leg creation indicator in order to enable or to disable the sending of the legCreated() message.. 

Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call.

legCreationID : in TpLegCreationID

Specifies the value to which the leg creation indicator must be set (either enable or disable).

Raises

TpGeneralException,TpGCCSException
7.6.2
Multi Party Call Control Data Definitions

TpLegCreationID

Defines the value to which the leg creation indicator must be set.

Name
Value
Description

P_LEG_CREATION_ID_ENABLE
0
Indicates that the sending of the legcreated() message is enabled .

P_LEG_CREATION_ID_DISABLE
1
Indicates that the sending of the legcreated() message is disabled 
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