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The following are some issues which need to be decided upon and implemented in a harmonised way, for all part of the OSA specification.

Some of these issues may already be decided upon, but not yet impelmented completely – most of them have already been discussed, if not decided

Unions:

1. Do we keep them or do we change them into Structs, as suggested by Nick Edwards?

2. If we keep them, do we systematically add the descriminator as an element of the Union?

3. If we keep them, do we systematically add a default Dummy to each Union, as has been done for Call Control?

AssignmentID

There is a data type TpAssignmentID in the Common Data.  However, throughout all of Call Control, any paramters called assignmentID are of type TpInt32 (TpAssignmentID is a typedef of TpInt32).

In the Mobiltiy SCF, TpSessionID is used for assignmentID parameters (TpSessionID is also a typedef of TpInt32)

Should we align these, or leave them as they are?

Exceptions

The whole issue of Exceptions needs to be decided finally.  Discussions started at the last meeting, and we really should have a complete proposal at the May meeting.  I’m prepared to implement what is decided throughout the model, but a decision is required first.  In working out a solution, we need to rename the TpGCCSException and P_GCCS_ exceptions to something like TpCCSException and P_CCS_…

Errors

The following are some data type errors which have been spotted in Call Control:

TpCallEventInfo

Defines the Sequence of Data Elements that specify the event report specific information. 
	Sequence Element Name
	Sequence Element Type

	CallEventType
	TpCallEventType

	AdditionalCallEventInfo
	TpCallAdditionalEventInfo

	CallMonitorMode
	TpCallMonitorMode

	CallEventTime
	TpDateAndTime


TpCallAdditionalTreatmentInfo

Defines the Tagged Choice of Data Elements that specify the information to be sent to a call party.
	
	Tag Element Type
	

	
	TpCallTreatmentType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_TREATMENT_DEFAULT
	NULL
	Undefined

	P_CALL_TREATMENT_RELEASE
	NULL
	Undefined

	P_CALL_TREATMENT_SIAR
	TpUIInfo
	InformationToSend


