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This document proposes to take certain of the data types in the GCCS Data Type Description of DES/SPAN-120070-4 and 29.198-4 and place them in a new Common Call Control Data Types section at the end of the document, to be numbered clause 10.  

These data types to be moved are used by both the GCCS and the MPCCS operations.  Making such a move in the Word documents allows us to clearly identify which data types are common to both GCCS and MPCCS, and which are used exclusively by GCCS.  At present this is not possible to easily identify.

In future, if there needs to be a divergence between the data type used in GCCS and that used in MPCCS, a copy of the data type can be placed in the GCCS clause.  But since most of these data types will remain unchanged, this is not immediately necessary.

Note that this re-grouping has already been performed in the Rational Rose UML model, and also on the level of the IDL files 


6.5 Generic Call Control Service Properties

The following table lists properties relevant for the Generic Call Control API.  

	Property
	Type
	Description / Interpretation

	P_TRIGGERING_EVENT_TYPES
	INTEGER_SET


	Indicates the static event types supported by the SCS. Static events are the events by which applications are initiated.

	P_DYNAMIC_EVENT_TYPES
	INTEGER_SET


	Indicates the dynamic event types supported by the SCS. Dynamic events are the events the application can request for during the context of a call.

	P_ADDRESSPLAN
	INTEGER_SET
	Indicates the supported address plan (defined in TpAddressPlan.) e.g. {P_ADDRESS_PLAN_E164, P_ADDRESS_PLAN_IP})

	P_UI_CALL_BASED
	BOOLEAN_SET
	Value = TRUE : User interaction can be performed on call level and a reference to a Call object can be used in the IpUIManager.createUICall() operation.

Value = FALSE: No User interaction on call level is supported.

	P_UI_AT_ALL_STAGES
	BOOLEAN_SET
	Value = TRUE: User Interaction can be performed at any stage during a call .

Value = FALSE: User Interaction can be performed in case there is only one party in the call.

	P_MEDIA_TYPE
	INTEGER_SET
	Specifies the media type used by the Service. Values are defined by data-type TpMediaType : P_AUDIO, P_VIDEO, P_DATA


The previous table lists properties related to capabilities of the SCS itself. The following table lists properties that are used in the context of the Service Level Agreement, e.g. to restrict the access of applications to the capabilities of the SCS.

	Property
	Type
	Description

	P_TRIGGERING_ADDRESSES
	ADDRESS_RANGE_SET
	Indicates for which numbers the notification may be set. For terminating notifications it applies to the terminating number, for originating notifications it applies only to the originating number.

	P_NOTIFICATION_TYPES
	INTEGER_SET
	Indicates whether the application is allowed to set oritginating and/or terminating triggers in the ECN. Set is:

P_ORIGINATING

P_TERMINATING

	P_MONITOR_MODE
	INTEGER_SET
	Indicates whether the application is allowed to monitor in interrupt and/or notify mode. Set is:

P_INTERRUPT

P_NOTIFY

	P_NUMBERS_TO_BE_CHANGED
	INTEGER_SET
	Indicates which numbers the application is allowed to change or fill for legs in an incoming call. Allowed value set:

{P_ORIGINAL_CALLED_PARTY_NUMBER,

P_REDIRECTING_NUMBER,

P_TARGET_NUMBER,

P_CALLING_PARTY_NUMBER}.

	P_CHARGEPLAN_ALLOWED
	INTEGER_SET
	Indicates which charging is allowed in the setCallChargePlan indicator. Allowed values:

{P_CHARGE_PER_TIME,

P_TRANSPARANT_CHARGING,

P_CHARGE_PLAN}

	P_CHARGEPLAN_MAPPING
	INTEGER_INTEGER_MAP
	Indicates the mapping of chargeplans (we assume they can be indicated with integers) to a logical network chargeplan indicator. When the chargeplan supports indicates P_CHARGE_PLAN then only chargeplans in this mapping are allowed.


6.6 Generic Call Control Data Definitions

This document provides the generic call control data definitions necessary to support the  API specification.

This document is written using Hypertext link, to aid navigation through the data structures. Underlined text represents Hypertext links.

The general format of a  data definition specification is described below.

· Data Type

This shows the name of the data type.

· Description

This describes the data type.

· Tabular Specification

This specifies the data types and values of the data type.

· Example

If relevant, an example is shown to illustrate the data type.

6.6.1 Generic Call Control Event Notification Data Definitions

TpCallEventName

Defines the names of event being notified. The following events are supported. The values may be combined by a logical 'OR' function when requesting the notifications. Additional events that can be requested / received during the call process are found in the TpCallReportType data-type. 

	Name
	Value
	Description

	P_EVENT_NAME_UNDEFINED
	0
	Undefined

	P_EVENT_GCCS_OFFHOOK_EVENT
	1
	GCCS – Offhook event
This can be used for hot-line features. In case this event is set in the TpCallEventCriteria, only the originating address(es) may be specified in the criteria.

	P_EVENT_GCCS_ADDRESS_COLLECTED_EVENT
	2
	GCCS – Address information collected
The network has collected the information from the A-party, but not yet analysed the information. The number can still be incomplete. Applications might set notifications for this event when part of the number analysis needs to be done in the application (see also the getMoreDialledDigits method on the call class).

	P_EVENT_GCCS_ADDRESS_ANALYSED_EVENT
	4
	GCCS – Address information is analysed
The dialled number is a valid and complete number in the network.

	P_EVENT_GCCS_CALLED_PARTY_BUSY
	8
	GCCS – Called party is busy

	P_EVENT_GCCS_CALLED_PARTY_UNREACHABLE
	16
	GCCS – Called party is unreachable  (e.g., the called party has a mobile telephone that is currently switched off).

	P_EVENT_GCCS_NO_ANSWER_FROM_CALLED_PARTY
	32
	GCCS – No answer from called party

	P_EVENT_GCCS_ROUTE_SELECT_FAILURE
	64
	GCCS – Failure in routing the call

	P_EVENT_GCCS_ANSWER_FROM_CALL_PARTY
	128
	GCCS – Party answered call.


TpCallNotificationType

Defines the type of notification. Indicates whether it is related to the originating of the terminating user in the call.

	Name
	Value
	Description

	P_ORIGINATING
	1
	Indicates that the notification is related to the originating user in the call.

	P_TERMINATING
	2
	Indicates that the notification is related to the terminating user in the call.




	
	
	

	
	
	

	
	
	

	
	
	


TpCallEventCriteria

Defines the Sequence of Data Elements that specify the criteria for a event notification.

Of the addresses only the Plan and the AddrString are used for the purpose of matching the notifications against the criteria.

	Sequence Element Name
	Sequence Element Type
	Description

	DestinationAddress
	TpAddressRange
	Defines the destination address or address range for which the notification is requested.

	OriginatingAddress
	TpAddressRange
	Defines the origination address or a address range for which the notification is requested.

	CallEventName
	TpCallEventName
	Name of the event(s)

	CallNotificationType
	TpCallNotificationType
	Indicates whether it is related to the originating or the terminating user in the call.

	MonitorMode
	TpCallMonitorMode
	Defines the mode that the call is in following the notification.
Monitor mode P_CALL_MONITOR_MODE_DO_NOT_MONITOR is not a legal value here.


TpCallEventInfo

Defines the Sequence of Data Elements that specify the information returned to the application in a Call event notification.

	Sequence Element Name
	Sequence Element Type

	DestinationAddress
	TpAddress

	OriginatingAddress
	TpAddress

	OriginalDestinationAddress
	TpAddress

	RedirectingAddress
	TpAddress

	CallAppInfo
	TpCallAppInfoSet

	CallEventName
	TpCallEventName

	CallNotificationType
	TpCallNotificationType

	MonitorMode
	TpCallMonitorMode


6.6.2 Generic Call Control Data Definitions

IpCall

Defines the address of an IpCall Interface.

IpCallRef

Defines a Reference to type IpCall.

IpAppCall

Defines the address of an IpAppCall Interface.

IpAppCallRef

Defines a Reference to type IpAppCall

IpAppCallRefRef

Defines a Reference to type IpAppCallRef.

TpCallIdentifierRef

Defines a Reference to type TpCallIdentifier.

TpCallIdentifier

Defines the Sequence of Data Elements that unambiguously specify the Generic Call object 

	Sequence Element Name
	Sequence Element Type
	Sequence Element Description

	CallReference
	IpCallRef
	This element specifies the interface reference for the call object.

	CallSessionID
	TpSessionID
	This element specifies the call session ID of the call.


IpAppCallControlManager

Defines the address of an IpAppCallControlManager Interface.

IpAppCallControlManagerRef

Defines a Reference to type IpAppCallControlManager.

IpCallControlManager

Defines the address of an IpCallControlManager Interface.

IpCallControlManagerRef

Defines a Reference to type IpCallControlManager.


TpCallAppInfo

Defines the Tagged Choice of Data Elements that specify application-related call information.

	
	Tag Element Type
	

	
	TpCallAppInfoType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_APP_ALERTING_MECHANISM
	TPCallAlertingMechanism
	CallAppAlertingMechanism

	P_CALL_APP_NETWORK_ACCESS_TYPE
	TpCallNetworkAccessType
	CallAppNetworkAccessType

	
	
	

	P_CALL_APP_TELE_SERVICE
	TpCallTeleService
	CallAppTeleService

	P_CALL_APP_BEARER_SERVICE
	TpCallBearerService
	CallAppBearerService

	P_CALL_APP_PARTY_CATEGORY
	TpCallPartyCategory
	CallAppPartyCategory

	P_CALL_APP_PRESENTATION_ADDRESS
	TpAddress
	CallAppPresentationAddress

	P_CALL_APP_GENERIC_INFO
	TpString
	CallAppGenericInfo

	P_CALL_APP_ADDITIONAL_ADDRESS
	TpAddress
	CallAppAdditionalAddress

	
	
	

	
	
	


TpCallAppInfoType

Defines the type of call application-related specific information.

	Name
	Value
	Description

	P_CALL_APP_UNDEFINED
	0
	Undefined

	P_CALL_APP_ALERTING_MECHANISM
	1
	The alerting mechanism or pattern to use

	P_CALL_APP_NETWORK_ACCESS_TYPE
	2
	The network access type (e.g. ISDN)

	
	
	

	P_CALL_APP_TELE_SERVICE
	3
	Indicates the tele-service (e.g. telephony) 

	P_CALL_APP_BEARER_SERVICE
	4
	Indicates the bearer service (e.g. 64kb/s unrestricted data).

	P_CALL_APP_PARTY_CATEGORY
	5
	The category of the calling party

	P_CALL_APP_PRESENTATION_ADDRESS
	6
	The address to be presented to other call parties

	P_CALL_APP_GENERIC_INFO
	7
	Carries unspecified service-service information

	P_CALL_APP_ADDITIONAL_ADDRESS
	8
	Indicates an additional address

	
	
	

	
	
	


TpCallAppInfoSet

Defines a Numbered Set of Data Elements of TpCallAppInfo.



	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	

	

	
	
	





















	
	
	

	
	
	


	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	




	
	

	
	

	
	

	
	




	
	
	

	
	
	


	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	


	
	
	





	
	
	

	
	
	


	
	
	




	
	
	

	
	
	

	
	
	

	
	
	


	
	
	


	
	
	

	
	
	





	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


TpCallReleaseCause

Defines the Sequence of Data Elements that specify the cause of the release of a call. 

	Sequence Element Name
	Sequence Element Type

	Value
	TpInt32

	Location
	TpInt32


Note: the Value and Location are specified as in ITU-T recommendation Q.850.



	
	

	
	

	
	




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	


TpCallReport

Defines the Sequence of Data Elements that specify the call report and call leg report specific information. 
	Sequence Element Name
	Sequence Element Type

	MonitorMode
	TpCallMonitorMode

	CallEventTime
	TpDateAndTime

	CallReportType
	TpCallReportType

	AdditionalReportInfo
	TpCallAdditionalReportInfo


TpCallAdditionalReportInfo

Defines the Tagged Choice of Data Elements that specify additional call report information for certain types of reports.. 
	
	Tag Element Type
	

	
	TpCallReportType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_REPORT_UNDEFINED
	NULL
	Undefined

	P_CALL_REPORT_PROGRESS
	NULL
	Undefined

	P_CALL_REPORT_ALERTING
	NULL
	Undefined

	P_CALL_REPORT_ANSWER
	NULL
	Undefined

	P_CALL_REPORT_BUSY
	TpCallReleaseCause
	Busy

	P_CALL_REPORT_NO_ANSWER
	NULL
	Undefined

	P_CALL_REPORT_DISCONNECT
	TpCallReleaseCause
	CallDisconnect

	P_CALL_REPORT_REDIRECTED
	TpAddress
	ForwardAddress

	P_CALL_REPORT_SERVICE_CODE
	TpCallServiceCode
	ServiceCode

	P_CALL_REPORT_ROUTING_FAILURE
	TpCallReleaseCause
	RoutingFailure

	
	
	


TpCallReportRequest

Defines the Sequence of Data Elements that specify the criteria relating to call report requests. 

	Sequence Element Name
	Sequence Element Type

	MonitorMode
	TpCallMonitorMode

	CallReportType
	TpCallReportType

	AdditionalReportCriteria
	TpCallAdditionalReportCriteria


TpCallAdditionalReportCriteria

Defines the Tagged Choice of Data Elements that specify specific criteria. 
	
	Tag Element Type
	

	
	TpCallReportType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_REPORT_UNDEFINED
	NULL
	Undefined

	P_CALL_REPORT_PROGRESS
	NULL
	Undefined

	P_CALL_REPORT_ALERTING
	NULL
	Undefined

	P_CALL_REPORT_ANSWER
	NULL
	Undefined

	P_CALL_REPORT_BUSY
	NULL
	Undefined

	P_CALL_REPORT_NO_ANSWER
	TpDuration
	NoAnswerDuration

	P_CALL_REPORT_DISCONNECT
	NULL
	Undefined

	P_CALL_REPORT_REDIRECTED
	NULL
	Undefined

	P_CALL_REPORT_SERVICE_CODE
	TpCallServiceCode
	ServiceCode

	P_CALL_REPORT_ROUTING_FAILURE
	NULL
	Undefined

	
	
	


TpCallReportRequestSet

Defines a Numbered Set of Data Elements of TpCallReportRequest.

TpCallReportType

Defines a specific call event report type.

	Name
	Value
	Description

	P_CALL_REPORT_UNDEFINED
	0
	Undefined

	P_CALL_REPORT_PROGRESS
	1
	Call routing progress event:an indication from the network that progress has been made in routing the call to the requested call party.

	P_CALL_REPORT_ALERTING
	2
	Call is alerting at the call party

	P_CALL_REPORT_ANSWER
	3
	Call answered at address

	P_CALL_REPORT_BUSY
	4
	Called address refused call due to busy

	P_CALL_REPORT_NO_ANSWER
	5
	No answer at called address

	P_CALL_REPORT_DISCONNECT
	6
	The call party has disconnected.

	P_CALL_REPORT_REDIRECTED
	7
	Call redirected to new address: an indication from the network that the call has been redirected to a new address.

	P_CALL_REPORT_SERVICE_CODE
	8
	Mid-call service code received

	P_CALL_REPORT_ROUTING_FAILURE
	9
	Call routing failed - re-routing is possible

	
	
	




	
	
	

	
	
	


	
	
	

	
	
	




	
	
	

	
	
	


	
	
	




	
	
	

	
	
	




	
	

	
	

	
	




	
	
	

	
	
	


	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	


TpCallEventCriteriaResultSetRef

Defines a refernce to TpCallEventCriteriaResultSet.

TpCallEventCriteriaResultSet

Defines a set of TpCallEventCriteriaResult.

TpCallEventCriteriaResult

Defines a sequence of data elements that specify a requested call event notification criteria with the associated assignmentID. 

	Sequence Element Name
	Sequence Element Type
	Sequence Element Description

	EventCriteria
	TpCallEventCriteria
	The event criteria that were specified by the application.

	AssignmentID
	TpInt32
	The associated assignmentID. This can be used to disable the notification.


7 MultiParty Call Control Service


7.5 Multi-Party Call Control Service Properties

The following table lists properties relevant for the Multi-Party Call Control API. These properties are additional to the properties of the generic Call Control, from which the Multi-Party Call Control is an extension.

	Property
	Type
	Description

	P_MAX_CALLLEGS_PER_CALL
	INTEGER_SET
	Indicates how many parties can be in one call.

	P_UI_CALLLEG_BASED
	BOOLEAN_SET
	Value = TRUE : User interaction can be performed on leg level and a reference to a CallLeg object can be used in the IpUIManager.createUICall() operation.

Value = FALSE : No user interaction on leg level is supported.

	P_ROUTING_WITH_CALLLEG_OPERATIONS
	BOOLEAN_SET
	Value = TRUE : the atomic operations for routing a CallLeg are supported {IpMultiPartyCall.createCallLeg(), IpCallLeg.eventReportReq(), IpCallLeg.route(), IpCallLeg.attachMedia()} 

Value = FALSE : the convenience function has to be used for routing a CallLeg.

	P_MEDIA_ATTACH_EXPLICIT
	BOOLEAN_SET
	Value = TRUE : the CallLeg must be explicitly attached to a Call.

Value = FALSE : the CallLeg is automatically attached to a Call, no IpCallLeg.attachMedia() is needed when a party answers.


7.6 Multi-Party Call Control Data Definitions

This document provides the generic call control data definitions necessary to support the  API specification.

This document is written using Hypertext link, to aid navigation through the data structures. Underlined text represents Hypertext links.

The general format of a  data definition specification is described below.

· Data Type

This shows the name of the data type.

· Description

This describes the data type.

· Tabular Specification

This specifies the data types and values of the data type.

· Example

If relevant, an example is shown to illustrate the data type.

7.6.1 Event Notification Data Definitions

No specific event notification data defined.

7.6.2 Multi-Party Call Control Data Definitions
IpCallLeg

Defines the address of an IpCallLeg Interface.

IpCallLegRef

Defines a Reference to type IpCallLeg.

IpCallLegRefRef

Defines a Reference to type IpCallLegRef.

IpAppCallLeg

Defines the address of an IpAppCallLeg Interface. 

IpAppCallLegRef

Defines a Reference to type IpAppCallLeg.

IpMultiPartyCall

Defines the address of an IpMultiPartyCall Interface.

IpMultiPartyCallRef

Defines a Reference to type IpMultiPartyCall.

IpAppMultiPartyCall

Defines the address of an IpMultiPartyCall Interface.

IpAppMultiPartyCallRef

Defines a Reference to type IpMultiPartyCall.

IpMultiPartyCallControlManager

Defines the address of an IpMultiPartyCall Interface.

IpMultiPartyCallControlManagerRef

Defines a Reference to type IpMultiPartyCall.

IpAppMultiPartyCallControlManager

Defines the address of an IpMultiPartyCall Interface.

IpAppMultiPartyCallControlManagerRef

Defines a Reference to type IpMultiPartyCall.

TpMultiPartyCallIdentifier

Defines the Sequence of Data Elements that unambiguously specify the Call Leg object 

	Sequence Element Name
	Sequence Element Type
	Sequence Element Description

	CallReference
	IpMultiPartyCallRef
	This element specifies the interface reference for the Multi-party call object.

	CallSessionID
	TpSessionID
	This element specifies the call session ID.


TpMultiPartyCallIdentifierRef

Defines a Reference to type TpCallLegIdentifier.

TpMultiPartyCallIdentifierSet

Defines a Numbered Set of Data Elements of TpMultiPartyCallIdentifier.
TpMultiPartyCallIdentifierSetRef

Defines a Reference to type TpMultiPartyCallIdentifierSet.

TpCallAppInfo

Defines the Tagged Choice of Data Elements that specify application-related call information.

	
	Tag Element Type
	

	
	TpCallAppInfoType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_APP_ALERTING_MECHANISM
	TPCallAlertingMechanism
	CallAppAlertingMechanism

	P_CALL_APP_NETWORK_ACCESS_TYPE
	TpCallNetworkAccessType
	CallAppNetworkAccessType

	
	
	

	P_CALL_APP_TELE_SERVICE
	TpCallTeleService
	CallAppTeleService

	P_CALL_APP_BEARER_SERVICE
	TpCallBearerService
	CallAppBearerService

	P_CALL_APP_PARTY_CATEGORY
	TpCallPartyCategory
	CallAppPartyCategory

	P_CALL_APP_PRESENTATION_ADDRESS
	TpAddress
	CallAppPresentationAddress

	P_CALL_APP_GENERIC_INFO
	TpString
	CallAppGenericInfo

	P_CALL_APP_ADDITIONAL_ADDRESS
	TpAddress
	CallAppAdditionalAddress

	P_CALL_APP_ORIGINAL_DESTINATION_ADDRESS
	TpAddress
	CallAppOriginalDestinationAddress

	P_CALL_APP_REDIRECTING_ADDRESS
	TpAddress
	CallAppRedirectingAddress


TpCallAppInfoType

Defines the type of call application-related specific information.

	Name
	Value
	Description

	P_CALL_APP_UNDEFINED
	0
	Undefined

	P_CALL_APP_ALERTING_MECHANISM
	1
	The alerting mechanism or pattern to use

	P_CALL_APP_NETWORK_ACCESS_TYPE
	2
	The network access type (e.g. ISDN)

	
	
	

	P_CALL_APP_TELE_SERVICE
	3
	Indicates the tele-service (e.g. telephony) 

	P_CALL_APP_BEARER_SERVICE
	4
	Indicates the bearer service (e.g. 64kb/s unrestricted data).

	P_CALL_APP_PARTY_CATEGORY
	5
	The category of the calling party

	P_CALL_APP_PRESENTATION_ADDRESS
	6
	The address to be presented to other call parties

	P_CALL_APP_GENERIC_INFO
	7
	Carries unspecified service-service information

	P_CALL_APP_ADDITIONAL_ADDRESS
	8
	Indicates an additional address

	P_CALL_APP_ORIGINAL_DESTINATION_ADDRESS
	9
	Contains the original address specified by the originating user when launching the call. 

	P_CALL_APP_REDIRECTING_ADDRESS
	10
	Contains the address of the user from which the call is diverting.


TpCallEventRequest

Defines the Sequence of Data Elements that specify the criteria relating to call report requests. 

	Sequence Element Name
	Sequence Element Type

	CallEventType
	TpCallEventType

	AdditionalCallEventCriteria
	TpAdditionalCallEventCriteria

	CallMonitorMode
	TpCallMonitorMode


TpCallEventRequestSet

Defines a Numbered Set of Data Elements of TpCallEventRequest.

TpCallEventType

Defines a specific call event report type.

	Name
	Value
	Description

	P_CALL_EVENT_UNDEFINED
	0
	Undefined

	P_CALL_EVENT_CALL_ATTEMPT
	1
	A Call attempt takes place (e.g. Offhook event)

	P_CALL_EVENT_ADDRESS_COLLECTED
	2
	The destination address has been collected

	P_CALL_EVENT_ADDRESS_ANALYSED
	3
	The destination address has been analysed

	P_CALL_EVENT_PROGRESS
	4
	Call routing progress event:an indication from the network that progress has been made in routing the call to the requested call party.

	P_CALL_EVENT_ALERTING
	5
	Call is alerting at the call party

	P_CALL_EVENT_ANSWER
	6
	Call answered at address

	P_CALL_EVENT_RELEASE
	7
	A Call has been released or the call could not be routed

	P_CALL_EVENT_REDIRECTED
	8
	Call redirected to new address: an indication from the network that the call has been redirected to a new address.

	P_CALL_EVENT_SERVICE_CODE
	9
	Mid-call service code received

	
	
	


The table below defines the disarming rules for dynamic events. In case such an event occurs the table shows which events are disarmed (are not monitored anymore) and should be re-armed by eventReportReq() in case the application is still interested in these events.

	Event Occured
	Events Disarmed

	P_CALL_EVENT_UNDEFINED
	Not Applicable

	P_CALL_EVENT_CALL_ATTEMPT
	Not applicable, can only be armed as trigger

	P_CALL_EVENT_ADDRESS_COLLECTED
	P_CALL_EVENT_ADDRESS_COLLECTED

	P_CALL_EVENT_ADDRESS_ANALYSED
	P_CALL_EVENT_ADDRESS_COLLECTED

P_CALL_EVENT_ADDRESS_ANALYSED

	P_CALL_EVENT_PROGRESS
	P_CALL_EVENT_ADDRESS_COLLECTED

P_CALL_EVENT_ADDRESS_ANALYSED

P_CALL_EVENT_PROGRESS

	P_CALL_EVENT_ALERTING
	P_CALL_EVENT_ADDRESS_COLLECTED

P_CALL_EVENT_ADDRESS_ANALYSED

P_CALL_EVENT_PROGRESS
P_CALL_EVENT_ALERTING

P_CALL_EVENT_RELEASE with criteria:

·  P_USER_NOT_AVAILABLE

·  P_BUSY

·  P_NOT_REACHABLE

·  P_ROUTING_FAILURE

·  P_CALL_RESTRICTED

·  P_UNAVAILABLE_RESOURCES



	P_CALL_EVENT_ANSWER
	P_CALL_EVENT_ADDRESS_COLLECTED

P_CALL_EVENT_ADDRESS_ANALYSED

P_CALL_EVENT_PROGRESS P_CALL_EVENT_ALERTING

P_CALL_EVENT_RELEASE with criteria:

·  P_USER_NOT_AVAILABLE

·  P_BUSY

·  P_NOT_REACHABLE

·  P_ROUTING_FAILURE

·  P_CALL_RESTRICTED

·  P_UNAVAILABLE_RESOURCES

·  P_NO_ANSWER

·  P_PREMATURE_DISCONNECT

P_CALL_EVENT_ANSWER

	P_CALL_EVENT_RELEASE
	All pending events are disarmed

	P_CALL_EVENT_REDIRECTED
	P_CALL_EVENT_REDIRECTED

	P_CALL_EVENT_SERVICE_CODE
	P_CALL_EVENT_SERVICE_CODE


TpAdditionalCallEventCriteria

Defines the Tagged Choice of Data Elements that specify specific criteria. 
	
	Tag Element Type
	

	
	TpCallEventType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_EVENT_UNDEFINED
	NULL
	Undefined

	P_CALL_EVENT_CALL_ATTEMPT
	NULL
	Undefined

	P_CALL_EVENT_ADDRESS_COLLECTED
	TpInt32
	MinAddressLength

	P_CALL_EVENT_ADDRESS_ANALYSED
	NULL
	Undefined

	P_CALL_EVENT_PROGRESS
	NULL
	Undefined

	P_CALL_EVENT_ALERTING
	NULL
	Undefined

	P_CALL_EVENT_ANSWER
	NULL
	Undefined

	P_CALL_EVENT_RELEASE
	TpCallReleaseCauseSet
	ReleaseCauseSet

	P_CALL_EVENT_REDIRECTED
	NULL
	Undefined

	P_CALL_EVENT_SERVICE_CODE
	TpCallServiceCode
	ServiceCode

	
	
	


TpCallReleaseCauseSet

Defines a Numbered Set of Data  Elements of TpCallReleaseCause.

TpCallEventInfo

Defines the Sequence of Data Elements that specify the event report specific information. 
	Sequence Element Name
	Sequence Element Type

	CallEventType
	TpCallEventType

	AdditionalCallEventInfo
	TpAdditionalCallEventInfo

	CallMonitorMode
	TpCallMonitorMode

	CallEventTime
	TpDateAndTime


TpCallAdditionalEventInfo

Defines the Tagged Choice of Data Elements that specify additional call event information for certain types of events. 
	
	Tag Element Type
	

	
	TpCallEventType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_EVENT_UNDEFINED
	NULL
	Undefined

	P_CALL_EVENT_CALL_ATTEMPT
	NULL
	Undefined

	P_CALL_EVENT_ADDRESS_COLLECTED
	TpAddress
	CollectedAddress

	P_CALL_EVENT_ADDRESS_ANALYSED
	TpAddress
	CalledAddress

	P_CALL_EVENT_PROGRESS
	NULL
	Undefined

	P_CALL_EVENT_ALERTING
	NULL
	Undefined

	P_CALL_EVENT_ANSWER
	NULL
	Undefined

	P_CALL_EVENT_RELEASE
	TpCallReleaseCause
	ReleaseCause

	P_CALL_EVENT_REDIRECTED
	TpAddress
	ForwardAddress

	P_CALL_EVENT_SERVICE_CODE
	TpCallServiceCode
	ServiceCode


TpCallNotificationRequest

Defines the Sequence of Data Elements that specify the criteria for an event notification

	Sequence Element Name
	Sequence Element Type
	Description

	CallNotificationScope
	TpCallNoficationScope
	Defines the scope of the nofication request.

	CallEventsRequested
	TpCallEventRequestSet
	Defines the events which are requested


TpCallNotificationScope 

Defines a the sequence of Data elements that specify the scope of a notification request. 

Of the addresses only the Plan and the AddrString are used for the purpose of matching the notifications against the criteria.

	Sequence Element Name
	Sequence Element Type
	Description

	DestinationAddress
	TpAddressRange
	Defines the destination address or address range for which the notification is requested.

	OriginatingAddress
	TpAddressRange
	Defines the origination address or address range for which the notification is requested.

	NotificationCallType
	TpNotificationCallType
	Defines wheter the notification is requested for a originating or terminating call.


TpNotificationCallType

Defines the type of call for which the notification is requested or reported.

	Name
	Value
	Description

	P_ORIGINATING
	1
	Indicates that the notification is related to the originating user in the call.

	P_TERMINATING
	2
	Indicates that the notification is related to the terminating user in the call.


TpCallNotificationInfo

Defines the Sequence of Data Elements that specify the information returned to the application in a Call notification report.

	Sequence Element Name
	Sequence Element Type
	Description

	CallNotificationReportScope
	TpCallNotificationReportScope
	Defines the scope of the notification report.

	CallAppInfo
	TpCallAppInfoSet
	Contains additonal call info.

	CallEventInfo
	TpCallEventInfo
	Contains the event which is reported.


TpCallNotificationReportScope

Defines the Sequence of Data Elements that specify the scope for which a notification report was sent.

	Sequence Element Name
	Sequence Element Type
	Description

	DestinationAddress
	TpAddress
	Contains the destination address of the call.

	OriginatingAddress
	TpAddress
	Contains the origination address of the call

	NotificationCallType
	TpNotificationCallType
	Indicates if the notification was reported for an originating or terminating call.


TpNotificationRequested 

Defines the Sequence of Data Elements that specify the criteria relating to event requests.

	Sequence Element Name
	Sequence Element Type

	AppCallNotificationRequest
	TpCallNotificationRequest

	AssignmentID
	TpInt32


TpNotificationsRequestedSet 

Defines a numbered Set of Data Elements of TpNotificationRequested

TpNotificationsRequestedSetRef 

Defines a reference to the type TpNotificationsRequestSet

TpCallReleaseCause

Defines the reason for which a call is released

	Name
	Value
	Description

	P_UNDEFINED
	0
	The reason of release isn’t known, because no info was received from the network.

	P_USER_NOT_AVAILBLE
	1
	The user isn’t available in the network. This means that the number isn’t allocated or that the user isn’t registered.

	P_BUSY
	2
	The user is busy.

	P_NO_ANSWER
	3
	No answer was received

	P_NOT_REACHABLE
	4
	The user terminal isn’t reachable

	P_ROUTING_FAILURE
	5
	A routing failure occurred. For example an invalid address was received

	P_PREMATURE_DISCONNECT
	6
	The user disconnected the call during setup phase.

	P_DISCONNECTED
	7
	Call disconnect by the end user.

	P_CALL_RESTRICTED
	8
	The call was subject of restrictions

	P_UNAVAILABLE_RESOURCE
	9
	No resources where available to establisch the call.

	P_GENERAL_FAILURE
	10
	A general network failure occurred.


TpCallLegIdentifier

Defines the Sequence of Data Elements that unambiguously specify the Call Leg object 

	Sequence Element Name
	Sequence Element Type
	Sequence Element Description

	CallLegReference
	IpCallLegRef
	This element specifies the interface reference for the callLeg object.

	CallLegSessionID
	TpSessionID
	This element specifies the callLeg session ID.


TpCallLegIdentifierRef

Defines a Reference to type TpCallLegIdentifier.

TpCallLegIdentifierSet

Defines a Numbered Set of Data Elements of TpCallLegIdentifier.
TpCallLegIdentifierSetRef

Defines a Reference to type TpCallLegIdentifierSet.

TpCallLegAttachMechanism

Defines how a CallLeg should be attached to the call.

	Name
	Value
	Description

	P_CALLLEG_ATTACH_IMPLICITLY
	0
	CallLeg should be attached implicitly to the call.

	P_CALLLEG_ATTACH_EXPLICITLY
	1
	CallLeg should be attached explicitly to the call by using the attachMedia() operation. This allows e.g. the application to do first user interaction to the party before he / she is placed in the call.


TpCallLegConnectionProperties

Defines the Sequence of Data Elements that specify the connection properties of the Call Leg object 

	Sequence Element Name
	Sequence Element Type
	Sequence Element Description

	AttachMechanism
	TpCallLegAttachMechanism
	Defines how a CallLeg should be attached to the call.


TpCallLegInfoReport

Defines the Sequence of Data Elements that specify the call leg information requested. 

	Sequence Element Name
	Sequence Element Type
	description

	CallLegInfoType
	TpCallLegInfoType
	The type of the call leg.

	CallLegStartTime
	TpDateAndTime
	The time and date when the call leg was started (i.e., the leg was routed).  

	CallLegConnectedToResourceTime
	TpDateAndTime
	The date and time when the call leg was connected to the resource. If no resource was connected the time is set to an empty string.

Either this element is valid or the CallConnectedToAddressTime is valid, depending on whether the report is sent as a result of user interaction.

	CallLegConnectedToAddressTime
	TpDateAndTime
	The date and time when the call leg was connected to the destination (i.e., when the destination answered the call). If the destination did not answer, the time is set to an empty string.

Either this element is valid or the CallConnectedToResourceTime is valid, depending on whether the report is sent as a result of user interaction.

	CallLegEndTime
	TpDateAndTime
	The date and time when the call leg was released.  

	ConnectedAddress
	TpAddress
	The address of the party associated with the leg. If during the call the connected address was received from the party then this is returned, otherwise the destination address (for legs connected to a destination) or the originating address (for legs connected to the origination) is returned. 

	CallLegReleaseCause
	TpCallReleaseCause
	The cause of the termination. May be present with P_CALL_LEG_INFO_RELEASE_CAUSE was specified.

	CallAppInfo
	TpCallAppInfoSet
	Additional information for the leg. May be present with P_CALL_LEG_INFO_APPINFO was specified.


TpCallLegInfoType

Defines the type of call leg information requested and reported. The values may be combined by a logical 'OR' function.

	Name
	Value
	Description

	P_CALL_LEG_INFO_UNDEFINED
	00h
	Undefined

	P_CALL_LEG_INFO_TIMES
	01h
	Relevant call times

	P_CALL_LEG_INFO_RELEASE_CAUSE
	02h
	Call leg release cause

	P_CALL_LEG_INFO_ADDRESS
	04h
	Call leg connected address

	P_CALL_LEG_INFO_APPINFO
	08h
	Call leg application related information


10
Common Call Control Data
TpCallAlertingMechanism

This data type is identical to a TpInt32, and defines the mechanism that will be used to alert a call party. The values of this data type are operator specific.
TpCallBearerService

This data type defines the type of call application-related specific information (Q.931: Information Transfer Capability, and 3G TS 22.002)
	Name
	Value
	Description

	P_CALL_BEARER_SERVICE_UNKNOWN
	0
	Bearer capability information unknown at this time

	P_CALL_BEARER_SERVICE_SPEECH
	1
	Speech

	P_CALL_BEARER_SERVICE_DIGITALUNRESTRICTED
	2
	Unrestricted digital information

	P_CALL_BEARER_SERVICE_DIGITALRESTRICTED
	3
	Restricted digital information

	P_CALL_BEARER_SERVICE_AUDIO
	4
	3.1 kHz audio

	P_CALL_BEARER_SERVICE_ DIGITALUNRESTRICTEDTONES
	5
	Unrestricted digital information with tomes/announcements

	P_CALL_BEARER_SERVICE_VIDEO
	6
	Video


TpCallChargePlan

Defines the Sequence of Data Elements that specify the charge plan for the call.

	Sequence Element Name
	Sequence Element Type
	Description

	ChargeOrderType
	TpCallChargeOrder
	Charge order

	Currency
	TpString


	Currency unit according to ISO-4217:1995

	AdditionalInfo
	TpString
	Descriptive string which is sent to the billing system without prior evaluation. Could be included in the ticket.


Valid Currencies are:

ADP, AED, AFA, ALL, AMD, ANG, AON, AOR, ARS, ATS, AUD, AWG, AZM, BAM, 

BBD, BDT, BEF, BGL, BGN, BHD, BIF, BMD, BND, BOB, BOV, BRL, BSD, BTN, 

BWP, BYB, BZD, CAD, CDF, CHF, CLF, CLP, CNY, COP, CRC, CUP, CVE, CYP, 

CZK, DEM, DJF, DKK, DOP, DZD, ECS, ECV, EEK, EGP, ERN, ESP, ETB, EUR, 

FIM, FJD, FKP, FRF, GBP, GEL, GHC, GIP, GMD, GNF, GRD, GTQ, GWP, GYD, 

HKD, HNL, HRK, HTG, HUF, IDR, IEP, ILS, INR, IQD, IRR, ISK, ITL, JMD, 

JOD, JPY, KES, KGS, KHR, KMF, KPW, KRW, KWD, KYD, KZT, LAK, LBP, LKR, 

LRD, LSL, LTL, LUF, LVL, LYD, MAD, MDL, MGF, MKD, MMK, MNT, MOP, MRO, 

MTL, MUR, MVR, MWK, MXN, MXV, MYR, MZM, NAD, NGN, NIO, NLG, NOK, NPR, 

NZD, OMR, PAB, PEN, PGK, PHP, PKR, PLN, PTE, PYG, QAR, ROL, RUB, RUR, 

RWF, SAR, SBD, SCR, SDD, SEK, SGD, SHP, SIT, SKK, SLL, SOS, SRG, STD, 

SVC, SYP, SZL, THB, TJR, TMM, TND, TOP, TPE, TRL, TTD, TWD, TZS, UAH, 

UGX, USD, USN, USS, UYU, UZS, VEB, VND, VUV, WST, XAF, XAG, XAU, XBA, 

XBB, XBC, XBD, XCD, XDR, XFO, XFU, XOF, XPD, XPF, XPT, XTS, XXX, YER, 

YUM, ZAL, ZAR, ZMK, ZRN, ZWD.

XXX is used for transactions where no currency is involved. 

TpCallChargeOrder

Defines the Tagged Choice of Data Elements that specify the charge plan for the call.

	
	Tag Element Type
	

	
	TpCallChargeOrderCategory
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_CHARGE_PER_TIME
	TpChargePerTime
	ChargePerTime

	P_CALL_CHARGE_NETWORK
	TpString
	NetworkCharge


TpCallChargeOrderCategory

Defines the type of charging to be applied

	Name 
	Value
	Description

	P_CALL_CHARGE_PER_TIME
	0
	Charge per time

	P_CALL_CHARGE_NETWORK
	1
	Operator specific charge plan specification, e.g. charging table name / charging table entry


TpCallEndedReport

Defines the Sequence of Data Elements that specify the reason for the call ending.
	Sequence Element Name
	Sequence Element Type
	

	CallLegSessionID
	TpSessionID
	The leg that initiated the release of the call.

If the call release was not initiated by the leg, then this value is set to –1.

	Cause
	TpCallReleaseCause
	The cause of  the call ending.


TpCallError

Defines the Sequence of Data Elements that specify the additional information relating to acall error. 

	Sequence Element Name
	Sequence Element Type

	ErrorTime
	TpDateAndTime

	ErrorType
	TpCallErrorType

	AdditionalErrorInfo
	TpCallAdditionalErrorInfo


TpCallAdditionalErrorInfo

Defines the Tagged Choice of Data Elements that specify additional call error and call error specific information. This is also used to specify call leg errors and information errors.

	
	Tag Element Type
	

	
	TpCallErrorType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_ERROR_UNDEFINED
	NULL
	Undefined

	
	
	

	
	
	

	P_CALL_ERROR_INVALID_ADDRESS
	TpAddressError
	CallErrorInvalidAddress

	P_CALL_ERROR_INVALID_STATE
	NULL
	Undefined

	
	
	


TpCallErrorType

Defines a specific call error.

	Name
	Value
	Description

	P_CALL_ERROR_UNDEFINED
	0
	Undefined; the method failed or was refused, but no specific reason can be given.

	
	
	

	
	
	

	P_CALL_ERROR_INVALID_ADDRESS
	1
	The operation failed because an invalid address was given

	P_CALL_ERROR_INVALID_STATE
	2
	The call was not in a valid state for the requested operation

	
	
	


TpCallFault

Defines the cause of the call fault detected.

	Name
	Value
	Description

	P_CALL_FAULT_UNDEFINED
	0
	Undefined

	
	
	

	P_CALL_TIMEOUT_ON_RELEASE
	1
	This fault occurs when the final report has been sent to the application, but the application did not explicitly release or deassign the call object, within a specified time.

The timer value is operator specific.

	P_CALL_TIMEOUT_ON_INTERRUPT
	2
	This fault occurs when the application did not instruct the gateway how to handle the call within a specified time, after the gateway reported an event that was requested by the application in interrupt mode.

The timer value is operator specific.


 TpCallInfoReport

Defines the Sequence of Data Elements that specify the call information requested. Information that was not requested is invalid. 
	Sequence Element Name
	Sequence Element Type
	Description

	CallInfoType
	TpCallInfoType
	The type of call report.

	CallInitiationStartTime
	TpDateAndTime
	The time and date when the call, or follow-on call, was started.  

	CallConnectedToResourceTime
	TpDateAndTime
	The date and time when the call was connected to the resource.  

This data element is only valid when information on user interaction is reported.

	CallConnectedToDestinationTime
	TpDateAndTime
	The date and time when the call was connected to the destination (i.e., when the destination answered the call). If the destination did not answer, the time is set to an empty string.

This data element is invalid when information on user interaction is reported with an intermediate report.

	CallEndTime
	TpDateAndTime
	The date and time when the call or follow-on call or user interaction was terminated.  

	Cause
	TpCallReleaseCause
	The cause of the termination.  


A callInfoReport will be generated at the end of user interaction and at the end of the connection with the associated address. This means that either the destination related information is present or the resource related information, but not both.

TpCallInfoType

Defines the type of call  information requested and reported. The values may be combined by a logical 'OR' function.

	Name
	Value
	Description

	P_CALL_INFO_UNDEFINED
	00h
	Undefined

	P_CALL_INFO_TIMES
	01h
	Relevant call times

	P_CALL_INFO_RELEASE_CAUSE
	02h
	Call release cause

	P_CALL_INFO_INTERMEDIATE
	04h
	Send only intermediate reports. When this is not specified the information report will only be sent when the call has ended. When intermediate reports are requested a report will be generated between follow-on calls, i.e., when a party leaves the call.


TpCallLoadControlMechanism

Defines the Tagged Choice of Data Elements that specify the applied mechanism and associated parameters.
	
	Tag Element Type
	

	
	TpCallLoadControlMechanismType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_LOAD_CONTROL_PER_INTERVAL
	TpCallLoadControlIntervalRate
	CallLoadControlPerInterval


TpCallLoadControlIntervalRate

Defines the call admission rate of the call load control mechanism used. This data type indicates the interval (in milliseconds) between calls that are admitted. 
	Name
	Value
	Description

	P_CALL_LOAD_CONTROL_ADMIT_NO_CALLS
	0
	Infinite interval

(do not admit any calls)

	
	1 - 60000
	Duration in milliseconds


TpCallLoadControlMechanismType

Defines the type of call load control mechanism to use.

	Name
	Value
	Description

	P_CALL_LOAD_CONTROL_PER_INTERVAL
	1
	admit one call per interval


TpCallMonitorMode

Defines the mode that the call will monitor for events, or the mode that the call is in following a detected event.

	Name
	Value
	Description

	P_CALL_MONITOR_MODE_INTERRUPT
	0
	The call event is intercepted by the call control service and call processing is interrupted. The application is notified of the event and call processing resumes following an appropriate API call or network event (such as a call release)

	P_CALL_MONITOR_MODE_NOTIFY
	1
	The call event is detected by the call control service but not intercepted. The application is notified of the event and call processing continues

	P_CALL_MONITOR_MODE_DO_NOT_MONITOR
	2
	Do not monitor for the event


TpCallNetworkAccessType

This data defines the bearer capabilities associated with the call. (3G TS 24.002) This information is network operator specific and may not always be available because there is no standard protocol to retrieve the information.

	Name
	Value
	Description

	P_CALL_NETWORK_ACCESS_TYPE_UNKNOWN
	0
	Network type information unknown at this time

	P_CALL_NETWORK_ACCESS_TYPE_POT
	1
	POTS

	P_CALL_NETWORK_ACCESS_TYPE_ISDN
	2
	ISDN

	P_CALL_NETWORK_ACCESS_TYPE_DIALUPINTERNET
	3
	Dial-up Internet

	P_CALL_NETWORK_ACCESS_TYPE_XDSL
	4
	xDLS

	P_CALL_NETWORK_ACCESS_TYPE_WIRELESS
	5
	Wireless


TpCallPartyCategory

This data type defines the category of a calling party. (Q.763: Calling Party Category / Called Party Category)

	Name
	Value
	Description

	P_CALL_PARTY_CATEGORY_UNKNOWN
	0
	calling party's category unknown at this time

	P_CALL_PARTY_CATEGORY_OPERATOR_F
	1
	operator, language French

	P_CALL_PARTY_CATEGORY_OPERATOR_E
	2
	operator, language English

	P_CALL_PARTY_CATEGORY_OPERATOR_G
	3
	operator, language German

	P_CALL_PARTY_CATEGORY_OPERATOR_R
	4
	operator, language Russian

	P_CALL_PARTY_CATEGORY_OPERATOR_S
	5
	operator, language Spanish

	P_CALL_PARTY_CATEGORY_ORDINARY_SUB
	6
	ordinary calling subscriber

	P_CALL_PARTY_CATEGORY_PRIORITY_SUB
	7
	calling subscriber with priority

	P_CALL_PARTY_CATEGORY_DATA_CALL
	8
	data call (voice band data)

	P_CALL_PARTY_CATEGORY_TEST_CALL
	9
	test call

	P_CALL_PARTY_CATEGORY_PAYPHONE
	10
	payphone


TpCallServiceCode

Defines the Sequence of Data Elements that specify the service code and type of service code received during a call. The service code type defines how the value string should be interpreted. 

	Sequence Element Name
	Sequence Element Type

	CallServiceCodeType
	TpCallServiceCodeType

	ServiceCodeValue
	TpString


TpCallServiceCodeType

Defines the different types of service codes that can be received during the call.

	Name
	Value
	Description

	P_CALL_SERVICE_CODE_UNDEFINED
	0
	The type of service code is unknown. The corresponding string is operator specific.

	P_CALL_SERVICE_CODE_DIGITS
	1
	The user entered a digit sequence during the call. The corresponding string is an ascii representation of the received digits.

	P_CALL_SERVICE_CODE_FACILITY
	2
	A facility information element is received. The corresponding string contains the facility information element as defined in ITU Q.932

	P_CALL_SERVICE_CODE_U2U
	3
	A user-to-user message was received. The associated string contains the content of the user-to-user information element.

	P_CALL_SERVICE_CODE_HOOKFLASH
	4
	The user performed a hookflash, optionally followed by some digits. The corresponding string is an ascii representation of the entered digits.

	P_CALL_SERVICE_CODE_RECALL
	5
	The user pressed the register recall button, optionally followed by some digits. The corresponding string is an ascii representation of the entered digits.


TpCallSuperviseReport

Defines the responses from the call control service for calls that are supervised. The values may be combined by a logical 'OR' function.

	Name
	Value
	Description

	P_CALL_SUPERVISE_TIMEOUT
	01h
	The call supervision timer has expired

	P_CALL_SUPERVISE_CALL_ENDED
	02h
	The call has ended, either due to timer expiry or call party release. In case the called party disconnects but a follow-on call can still be made also this indication is used.

	P_CALL_SUPERVISE_TONE_APPLIED
	04h
	A warning  tone has been applied. This is only sent in combination with P_CALL_SUPERVISE_TIMEOUT

	P_CALL_SUPERVISE_UI_FINISHED
	08h
	The user interaction has finished.


TpCallSuperviseTreatment

Defines the treatment of the call by the call control service when the call supervision timer expires. The values may be combined by a logical 'OR' function.

	Name
	Value
	Description

	P_CALL_SUPERVISE_RELEASE
	01h
	Release the call when the call supervision timer expires

	P_CALL_SUPERVISE_RESPOND
	02h
	Notify the application when the call supervision timer expires

	P_CALL_SUPERVISE_APPLY_TONE
	04h
	Send a warning tone to the originating  party when the call supervision timer expires. If call release is requested, then the call will be released following the tone after an administered time period 


TpCallTeleService

This data type defines the tele-service associated with the call. (Q.763: User Teleservice Information, Q.931: High Layer Compatitibility Information, and 3G TS 22.003)

	Name
	Value
	Description

	P_CALL_TELE_SERVICE_UNKNOWN
	0
	Teleservice information unknown at this time

	P_CALL_TELE_SERVICE_TELEPHONY
	1
	Telephony

	P_CALL_TELE_SERVICE_FAX_2_3
	2
	Facsimile Group 2/3

	P_CALL_TELE_SERVICE_FAX_4_I
	3
	Facsimile Group 4, Class I

	P_CALL_TELE_SERVICE_FAX_4_II_III
	4
	Facsimile Group 4, Classes II and III

	P_CALL_TELE_SERVICE_VIDEOTEX_SYN
	5
	Syntax based Videotex

	P_CALL_TELE_SERVICE_VIDEOTEX_INT
	6
	International Videotex interworking via gateways or interworking units

	P_CALL_TELE_SERVICE_TELEX
	7
	Telex service

	P_CALL_TELE_SERVICE_MHS
	8
	Message Handling Systems

	P_CALL_TELE_SERVICE_OSI
	9
	OSI application

	P_CALL_TELE_SERVICE_FTAM
	10
	FTAM application

	P_CALL_TELE_SERVICE_VIDEO
	11
	Videotelephony

	P_CALL_TELE_SERVICE_VIDEO_CONF
	12
	Videoconferencing

	P_CALL_TELE_SERVICE_AUDIOGRAPH_CONF
	13
	Audiographic conferencing

	P_CALL_TELE_SERVICE_MULTIMEDIA
	14
	Multimedia services

	P_CALL_TELE_SERVICE_CS_INI_H221
	15
	Capability set of initial channel of H.221

	P_CALL_TELE_SERVICE_CS_SUB_H221
	16
	Capability set of subsequent channel of H.221

	P_CALL_TELE_SERVICE_CS_INI_CALL
	17
	Capability set of initial channel associated with an active 3.1 kHz audio or speech call.

	P_CALL_TELE_SERVICE_DATATRAFFIC
	18
	Data traffic.

	P_CALL_TELE_SERVICE_EMERGENCY_CALLS
	19
	Emergency Calls

	P_CALL_TELE_SERVICE_SMS_MT_PP
	20
	Short message MT/PP

	P_CALL_TELE_SERVICE_SMS_MO_PP
	21
	Short message MO/PP

	P_CALL_TELE_SERVICE_CELL_BROADCAST
	22
	Cell Broadcast Service

	P_CALL_TELE_SERVICE_ALT_SPEECH_FAX_3
	23
	Alternate speech and facsimile group 3

	P_CALL_TELE_SERVICE_AUTOMATIC_FAX_3
	24
	Automatic Facsimile group 3

	P_CALL_TELE_SERVICE_VOICE_GROUP_CALL
	25
	Voice Group Call Service

	P_CALL_TELE_SERVICE_VOICE_BROADCAST
	26
	Voice Broadcast Service


TpCallTreatment

Defines the Sequence of Data Elements that specify the the treatment for calls that will be handled only by the network (for example, call which are not admitted by the call load control mechanism).
	Sequence Element Name
	Sequence Element Type

	ReleaseCause
	TpCallReleaseCause

	AdditionalTreatmentInfo
	TpCallAdditionalTreatmentInfo


TpCallTreatmentType

Defines the treatment for calls that will be handled only by the network.
	Name
	Value
	Description

	P_CALL_TREATMENT_DEFAULT
	0
	Default treatment

	P_CALL_TREATMENT_RELEASE
	1
	Release the call

	P_CALL_TREATMENT_SIAR
	2
	Send information to the user, and release the call (Send Info & Release)


TpCallAdditionalTreatmentInfo

Defines the Tagged Choice of Data Elements that specify the information to be sent to a call party.
	
	Tag Element Type
	

	
	TpCallTreatmentType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_TREATMENT_DEFAULT
	NULL
	Undefined

	P_CALL_TREATMENT_RELEASE
	NULL
	Undefined

	P_CALL_TREATMENT_SIAR
	TpUICallInfoID
	InformationToSend


