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Introduction

The Call Control APIs allow the registration of two callback interfaces for the same event criteria. The second one, referred to as additional callback interface, may be installed for redundancy on the application

side. However, it is not clear how to deal with it, because the specification is inconsistent:

The Interface descriptions (sections 6.3.1 and 7.3.1) read:

"... the callback will only be used in case when the first callback specified by the application is unable to handle the callEventNotify (e.g., due to overload or failure)."

whereas the sequence diagram's description (section 6.1.1) reads:

"The gateway may have different policies on how to handle additional callbacks, e.g., always first try the first registered or use some kind of round robin scheme."

It should be clarified how to deal with the redundant callback interface. The proposal is to strictly use it in a switch-over fashion if the first callback fails. 

Interface Class IpCallControlManager 
Inherits from: IpService 
This interface is the 'service manager' interface for the Generic Call Control Service.  The generic call control manager interface provides the management functions to the generic call control service. The application programmer can use this interface to provide overload control functionality, create call objects and to enable or disable call-related event notifications. 
<<Interface>>

IpCallControlManager



createCall (appCall : in IpAppCallRef, callReference : out TpCallIdentifierRef) : TpResult

enableCallNotification (appCallControlManager : in IpAppCallControlManagerRef, eventCriteria : in TpCallEventCriteria, assignmentID : out TpAssignmentIDRef) : TpResult

disableCallNotification (assignmentID : in TpAssignmentID) : TpResult

setCallLoadControl (duration : in TpDuration, mechanism : in TpCallLoadControlMechanism, treatment : in TpCallTreatment, addressRange : in TpAddressRange, assignmentID : out TpAssignmentIDRef) : TpResult

changeCallNotification (assignmentID : in TpAssignmentID, eventCriteria : in TpCallEventCriteria) : TpResult

getCriteria (eventCriteria : out TpCallEventCriteriaResultSetRef) : TpResult



Method

createCall()

This method is used to create a new  call object. 

Parameters 

appCall : in IpAppCallRef

Specifies the application interface for callbacks from the call created.
callReference : out TpCallIdentifierRef

Specifies the interface reference and sessionID of the call created.
Raises

TpGCCSException,TpGeneralException
Method

enableCallNotification()

This method is used to enable call notifications so that events can be sent to the application. If some application already requested notifications with criteria that overlap the specified criteria, the request is refused with P_GCCS_INVALID_CRITERIA.

The criteria are said to overlap if both originating and terminating ranges overlap and the same number plan is used and the same CallNotificationType is used.

If the same application requests two notifications with exactly the same criteria but different callback references, the second callback will be treated as an additional callback. Both notifications will share the same assignmentID. The gateway will always use the most recent callback. In case this most recent callback fails the second most recent is used. 
In case the enableCallNotification contains no callback, at the moment the application needs to be informed the gateway will use as callback the callback that has been registered by setCallback() . 
Parameters

appCallControlManager : in IpAppCallControlManagerRef

If this parameter is set (i.e. not NULL) it specifies a reference to the application interface, which is used for callbacks. If set to NULL, the application interface defaults to the interface specified via the setCallback() method.
eventCriteria : in TpCallEventCriteria

Specifies the event specific criteria used by the application to define the event required. Only events that meet these criteria are reported. Examples of events are "incoming call attempt reported by network", "answer", "no answer", "busy". Individual addresses or address ranges may be specified for destination and/or origination. 
assignmentID : out TpAssignmentIDRef

Specifies the ID assigned by the generic call control manager interface for this newly-enabled event notification.
Raises

TpGCCSException,TpGeneralException
Method

disableCallNotification()

This method is used by the application to disable call notifications.  

Parameters 

assignmentID : in TpAssignmentID

Specifies the assignment ID given by the generic call control manager interface when the previous enableNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs, the framework will return the error code P_INVALID_ASSIGNMENTID. If two callbacks have been registered under this assignment ID both of them will be disabled.
Raises

TpGCCSException,TpGeneralException
Method

setCallLoadControl()

This method imposes or removes load control on calls made to a particular address range within the generic call control service. The address matching mechanism is similar as defined for TpCallEventCriteria. 

Parameters 

duration : in TpDuration

Specifies the duration for which the load control should be set.
A duration of 0 indicates that the load control should be removed.
A duration of -1 indicates an infinite duration (i.e., until disabled by the application)
A duration of -2 indicates the network default duration.
mechanism : in TpCallLoadControlMechanism

Specifies the load control mechanism to use (for example, admit one call per interval), and any necessary parameters, such as the call admission rate. The contents of this parameter are ignored if the load control duration is set to zero.
treatment : in TpCallTreatment

Specifies the treatment of calls that are not admitted. The contents of this parameter are ignored if the load control duration is set to zero.
addressRange : in TpAddressRange

Specifies the address or address range to which the overload control should be applied or removed.
assignmentID : out TpAssignmentIDRef

Specifies the assignmentID assigned by the gateway to this request. This assignementID can be used to correlate the callOverlloadEncountered and callOverloadCeased methods with the request.
Raises

TpGeneralException,TpGCCSException
Method

changeCallNotification()

This method is used by the application to change the event criteria introduced with enableCallNotification. Any stored criteria associated with the specified assignementID will be replaced with the specified criteria. 

Parameters 

assignmentID : in TpAssignmentID

Specifies the ID assigned by the generic call control manager interface for the event notification. If two callbacks have been registered under this assignment ID both of them will be changed.
eventCriteria : in TpCallEventCriteria

Specifies the new set of event specific criteria used by the application to define the event required. Only events that meet these criteria are reported.
Raises

TpGeneralException,TpGCCSException
Method

getCriteria()

This method is used by the application to query the event criteria set with enableCallNotification or changeCallNotification. 

Parameters 

eventCriteria : out TpCallEventCriteriaResultSetRef

Specifies the event specific criteria used by the application to define the event required. Only events that meet these criteria are reported.
Raises

TpGeneralException,TpGCCSException
7.3.1 Interface Class IpMultiPartyCallControlManager 
Inherits from: IpService 
This interface is the 'service manager' interface for the Multi-party Call Control Service.  The multi-party call control manager interface provides the management functions to the multi-party call control service. The application programmer can use this interface to provide overload control functionality, create call objects and to enable or disable call-related event notifications. 
<<Interface>>

IpMultiPartyCallControlManager



createCall (appCall : in IpAppMultiPartyCallRef, callReference : out TpMultiPartyCallIdentifierRef) : TpResult

createNotification (appCallControlManager : in IpAppMultiPartyCallControlManagerRef, notificationRequest : in TpCallNotificationRequest, assignmentID : out TpAssignmentIDRef) : TpResult

destroyNotification (assignmentID : in TpAssignmentID) : TpResult

changeNotification (assignmentID : in TpAssignmentID, notificationRequest : in TpCallNotificationRequest) : TpResult

getNotification (notificationsRequested : out TpNotificationRequestedSetRef) : TpResult

setCallLoadControl (duration : in TpDuration, mechanism : in TpCallLoadControlMechanism, treatment : in TpCallTreatment, addressRange : in TpAddressRange, assignmentID : out TpAssignmentIDRef) : TpResult



Method

createCall()

This method is used to create a new  call object. 

Parameters 

appCall : in IpAppMultiPartyCallRef

Specifies the application interface for callbacks from the call created.
callReference : out TpMultiPartyCallIdentifierRef

Specifies the interface reference and sessionID of the call created.
Raises

TpGCCSException,TpGeneralException
Method

createNotification()

This method is used to enable call notifications so that events can be sent to the application. If some application already requested notifications with criteria that overlap the specified criteria, the request is refused with P_GCCS_INVALID_CRITERIA.

The criteria are said to overlap if both originating and terminating ranges overlap and the same number plan is used and the same NotificationCallType is used.

If the same application requests two notifications with exactly the same criteria but different callback references, the second callback will be treated as an additional callback. Both notifications will share the same assignmentID. The gateway will always use the most recent callback. In case this most recent callback fails the second most recent is used. 

In case the enableCallNotification contains no callback, at the moment the application needs to be informed the gateway will use as callback the callback that has been registered by setCallback() .
Parameters 

appCallControlManager : in IpAppMultiPartyCallControlManagerRef

If this parameter is set (i.e. not NULL) it specifies a reference to the application interface, which is used for callbacks. If set to NULL, the application interface defaults to the interface specified via the setCallback() method.
notificationRequest : in TpCallNotificationRequest

Specifies the event specific criteria used by the application to define the event required. Only events that meet these criteria are reported. Examples of events are "incoming call attempt reported by network", "answer", "no answer", "busy". Individual addresses or address ranges may be specified for destination and/or origination. 
assignmentID : out TpAssignmentIDRef

Specifies the ID assigned by the generic call control manager interface for this newly-enabled event notification.
Raises

TpGCCSException,TpGeneralException
Method

destroyNotification()

This method is used by the application to disable call notifications.  

Parameters 

assignmentID : in TpAssignmentID

Specifies the assignment ID given by the generic call control manager interface when the previous createNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs, the framework will return the error code P_INVALID_ASSIGNMENTID. If two callbacks have been registered under this assignment ID both of them will be disabled.
Raises

TpGCCSException,TpGeneralException
Method

changeNotification()

This method is used by the application to change the event criteria introduced with createNotification. Any stored criteria associated with the specified assignementID will be replaced with the specified criteria. 

Parameters 

assignmentID : in TpAssignmentID

Specifies the ID assigned by the generic call control manager interface for the event notification. If two callbacks have been registered under this assignment ID both of them will be changed.
notificationRequest : in TpCallNotificationRequest

Specifies the new set of event specific criteria used by the application to define the event required. Only events that meet these criteria are reported.
Raises

TpGeneralException,TpGCCSException
Method

getNotification()

This method is used by the application to query the event criteria set with createNotification or changeNotification. 

Parameters 

notificationsRequested : out TpNotificationRequestedSetRef

Specifies the nofications that have been requested by the application.
Raises

TpGeneralException,TpGCCSException
Method

setCallLoadControl()

This method imposes or removes load control on calls made to a particular address range within the generic call control service. The address matching mechanism is similar as defined for TpCallEventCriteria. 

Parameters 

duration : in TpDuration

Specifies the duration for which the load control should be set.
A duration of 0 indicates that the load control should be removed.
A duration of -1 indicates an infinite duration (i.e., until disabled by the application)
A duration of -2 indicates the network default duration.
mechanism : in TpCallLoadControlMechanism

Specifies the load control mechanism to use (for example, admit one call per interval), and any necessary parameters, such as the call admission rate. The contents of this parameter are ignored if the load control duration is set to zero.
treatment : in TpCallTreatment

Specifies the treatment of calls that are not admitted. The contents of this parameter are ignored if the load control duration is set to zero.
addressRange : in TpAddressRange

Specifies the address or address range to which the overload control should be applied or removed.
assignmentID : out TpAssignmentIDRef

Specifies the assignmentID assigned by the gateway to this request. This assignementID can be used to correlate the callOverlloadEncountered and callOverloadCeased methods with the request.
Raises

TpGeneralException,TpGCCSException
� Contact information: gert.markwardt@bln1.siemens.de





