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1 Introduction

The reportNotification() method specifies presently only the IpAppMultiPartyCallRefRef.  For the multiparty calls the notifications are always related to the creation of a call leg object. The setCallBack() method could be used in order to reference the callback interface for the new call leg. It is proposed that for the out parameter in the reportNotification() method also the possibility exists for specifying  a reference to the application interface which implements the callback interface for the new call leg(s) which are created when a report notification is initiated. This is performed by having a tagged choice of application call back interface references. 

2 Proposed changes to the reportNotification() method

7.3.2 
Interface Class IpAppMultiPartyCallControlManager 
Inherits from: IpInterface 
The Multi-Party call control manager application interface provides the application call control management functions to the Multi-Party call control service. 

<<Interface>>

IpAppMultiPartyCallControlManager



reportNotification (callReference : in TpMultiPartyCallIdentifier, callLegReferenceSet : in TpCallLegIdentifierSet, notificationInfo : in TpCallNotificationInfo, assignmentID : in TpAssignmentID, appCallBack : out TpAppMultiPartyCallBackRef) : TpResult

callAborted (callReference : in TpSessionID) : TpResult

callNotificationInterrupted () : TpResult

callNotificationContinued () : TpResult

callOverloadEncountered (assignmentID : in TpAssignmentID) : TpResult

callOverloadCeased (assignmentID : in TpAssignmentID) : TpResult



Method

reportNotification()

This method notifies the application of the arrival of a call-related event. 

Parameters 

callReference : in TpMultiPartyCallIdentifier

Specifies the reference to the call interface to which the notification relates.
callLegReferenceSet : in TpCallLegIdentifierSet

Specifies the set of all call leg references. First in the set is the reference to the originating callLeg. It indicates the call leg related to the originating party. In case there is a destination call leg this will be second in the set. From the notificationInfo can be found on who’s behalf the notification was sent.

notificationInfo : in TpCallNotificationInfo

Specifies data associated with this event.
assignmentID : in TpAssignmentID

Specifies the assignment id which was returned by the createNotification() method. The application can use assignment id to associate events with event specific criteria and to act accordingly.
appCallBack : out TpAppMultiPartyCallBackRef

Specifies  references to the application interface which implements the callback interface for the new call and /or new call leg.
Raises

TpGCCSException,TpGeneralException
7.6.2
Multi Party Call Control Data Definitions

IpMultiPartyCall

Defines the address of an IpMultiPartyCall Interface.

IpMultiPartyCallRef

Defines a Reference to type IpMultiPartyCall.

IpAppMultiPartyCall

Defines the address of an IpAppMultiPartyCall Interface.

IpAppMultiPartyCallRef

Defines a Reference to type IpAppMultiPartyCall.

IpMultiPartyCallControlManager

Defines the address of an IpMultiPartyCallControlManager Interface.

IpMultiPartyCallControlManagerRef

Defines a Reference to type IpMultiPartyCallControlManagerCall.

IpAppMultiPartyCallControlManager

Defines the address of an IpAppMultiPartyCallControlManager Interface.

IpAppMultiPartyCallControlManagerRef

Defines a Reference to type IpAppMultiPartyCallControlManager.

TpMultiPartyCallIdentifier

Defines the Sequence of Data Elements that unambiguously specify the Call  object 

Sequence Element Name
Sequence Element Type
Sequence Element Description

CallReference
IpMultiPartyCallRef
This element specifies the interface reference for the Multi-party call object.

CallSessionID
TpSessionID
This element specifies the call session ID.

TpMultiPartyCallIdentifierRef

Defines a Reference to type TpMultiPartyCallIdentifier.

TpAppMultiPartyCallBackRef

Defines the Tagged Choice of Data Elements that references the application callback  interfaces

Tag Element Type



TpAppMultiPartyCallBackRefType


Tag Element Value
Choice Element Type
Choice Element Name

P_APP_CALLBACK_UNDEFINED
NULL
Undefined

P_APP MULTIPARTY-CALL_CALLBACK
IpAppMultiPartyCallRef
appMultiPartyCall

P_APP_CALL-LEG_CALLBACK
IpAppCallLegRef
appCallLeg

P_APP_CALL_AND_CALL-LEG_CALLBACK
TpAppCallLegCallBack
AppMultiPartyCallAndCallLeg

TpAppMultiPartyCallBackRefType

Defines the type application call back interface. 

Name
Value
Description

P_APP_CALLBACK_UNDEFINED
0
Application Call back interface undefined

P_APP MULTIPARTY-CALL_CALLBACK
1
Application Multi-Party Call interface referenced

P_APP_CALL-LEG_CALLBACK
2
Application CallLeg interface referenced

P_APP_CALL_AND_CALL-LEG_CALLBACK
3
Application Multi-Party Call and CallLeg interface referenced





TpAppCallLegCallBack
Defines the Sequence of Data Elements that references a call and  a call leg application interface.
Sequence Element Name
Sequence Element Type


appMultiPartyCall
IpAppMultiPartyCallRef


appCallLegSet
IpAppCallLegRefSet
Specifies the set of all call leg call back references. First in the set is the reference to the call back of the originating callLeg.  In case there is a call back to a destination call leg this will be second in the set.









IpAppCallLegRefSet
Defines a Numbered Set of Data Elements  of  IpAppCallLegRef.

IpAppCallLegRef
Defines a Reference to type IpAppCallLegRef.

IpAppMultiPartyCallRef
Defines a Reference to type IpAppMultiPartyCallRef.

� Comment: the changes to original Alcatel contribution N5-010288 are made by Ericsson. 
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