3GPP TSG_CN5 (Open Service Access – OSA) 
N5-010712
Meeting #12, Sophia Antipolis, FRANCE, 16 – 19 July 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	29.198-3
	CR
	CRNum
	(

rev
	-
	(

Current version:
	4.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	Removal of P_SERVICE_ACCESS_TYPE

	
	

	Source:
(

	Andy Bennett, Gareth Carroll, Tip Apaseesod, (Lucent)

	
	

	Work item code:
(

	OSA1
	
	Date: (

	20 July 2001

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	29.198-3 contains a P_SERVICE_ACCESS_TYPE exception that has an identical description to that of P_INVALID_ACCESS_TYPE.  No method in the framework is capable of throwing this exception, and the exception wasn’t in Parlay 2.1.

	
	

	Summary of change:
(

	To remove the P_SERVICE_ACCESS_TYPE exception from 29.198-3.
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16 Exception Classes

The following are the list of exception classes which are used in this interface of the API.

	Name
	Description

	P_ACCESS_DENIED
	The client is not currently authenticated with the framework

	P_APPLICATION_NOT_ACTIVATED
	An application is unauthorised to access information and request services with regards to users that have deactivated that particular application.

	P_DUPLICATE_PROPERTY_NAME
	A dupilcate property name has been received

	P_ILLEGAL_SERVICE_ID
	Illegal Service ID

	P_ILLEGAL_SERVICE_TYPE
	Illegal Service Type

	P_INVALID_ACCESS_TYPE
	The framework does not support the type of access interface requested by the client.

	P_INVALID_ACTIVITY_TEST_ID
	ID does not correspond to a valid activity test request

	P_INVALID_AGREEMENT_TEXT
	Invalid agreement text

	P_INVALID_AUTH_CAPABILITY
	Invalid authentication capability

	P_INVALID_AUTH_TYPE
	Invalid type of authentication mechanism

	P_INVALID_CLIENT_APP_ID
	Invalid Client Application ID

	P_INVALID_DOMAIN_ID
	Invalid client ID

	P_INVALID_ENT_OP_ID
	Invalid Enterprise Operator ID

	P_INVALID_PROPERTY
	The framework does not recognise the property supplied by the client

	P_INVALID_SAG_ID
	Invalid Subscription Assignment Group ID

	P_INVALID_SERVICE_CONTRACT_ID
	Invalid Service Contract ID

	P_INVALID_SERVICE_ID
	Invalid service ID

	P_INVALID_SERVICE_PROFILE_ID
	Invalid service profile ID

	P_INVALID_SERVICE_TOKEN
	The service token has not been issued, or it has expired.

	P_INVALID_SERVICE_TYPE
	Invalid Service Type

	P_INVALID_SIGNATURE
	Invalid digital signature

	P_INVALID_SIGNING_ALGORITHM
	Invalid signing algorithm

	P_MISSING_MANDATORY_PROPERTY
	Mandatory Property Missing

	P_NO_ACCEPTABLE_AUTH_CAPABILITY
	An authentication mechanism, which is acceptable to the framework, is not supported by the client 

	P_PROPERTY_TYPE_MISMATCH
	Property Type Mismatch

	P_SERVICE_ACCESS_DENIED
	The client application is not allowed to access this service.

	
	

	P_SERVICE_NOT_ENABLED
	The service ID does not correspond to a service that has been enabled

	P_UNKNOWN_SERVICE_ID
	Unknown Sevice ID

	P_UNKNOWN_SERVICE_TYPE
	Unknown Service Type
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