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1
Opening and approval agenda
470
Proposed agenda
N5 chairman
Mapping meeting Wednesday afternoon partly joint with SPAR group

Approved


2
Allocation of documents
471
Document allocation
N5 chairman



3
Reporting






3.1
CN5/SPAN12/Parlay
256
Report San Diego
N5 chairman
Approved


3.2
CN#12 plenary

Plenary Report

CR’s

ToR

Return parameter approach

WID










4
Liaison Statements








480
LS from SA5 to CN5 (cc: SA1(OSA Ad-Hoc), SA2(OSA Ad-Hoc), SPAN12) on OSA Management
SA5
Possible overlap of activities identified

Chelo will present our work to their next meeting (September), representing CN5 
(Email communication to prepare and announce)

At their present meeting a SA1 representative will discuss requirements

Chelo will distribute outcome of SA1-visit-to-SA5

Frans will prepare draft answer liaison, will be discussed during content-based charging discussion (and outgoing liaisons)




481
LS reply from SA5 to SA1's LS “regarding User Profile” (cc: SA, SA2, SA3, SA4, T2, T3, CN4, CN5)
SA5
Consolidaion of requirements on User Profile ongoing between SA1, SA2, SA3, SA5




616
LS from SA2 to CN1, CN2, CN5, CN4 (cc: CN3, CN) on ISC (IMS Service Control interface)
SA2
Sent 7/7

Representative needed for 23.218 discussions (dresden CN1-4 meeting request), ensuring alignment with OSA work.
Jane can be point of contact, in Brighton we see what it implies

Need to ensure that the OSA-SIP mapping we produce takes into account the SIP discussions (extensions) in 3GPP (CN1).
Mapping of CC-APIs to the SIP (comparable to API-to-CAP mapping)






620
LS from SA2 to SA1, SA3, SA5, CN1, CN3, CN4, RAN3 (cc: SA4, CN5, RAN1, RAN2, T1, T2, T3) on "WI on the End-to-End QoS Architecture for Release 5" (S2-011098)
SA2 (Bonnie CHEN - Motorola)
Sent 11/7

For information for us.
We need to see whether there is a link with Connectivity Management / Policy Management




636
LS from SA3 to CN1 (cc: SA2, SA5, CN4, CN5) on "Progressing the work in SA3 and CN1 on the IP Multimedia core network subsystem" (S3-010404)
SA3 (Mike WALKER - Vodafone)
Sent 11 Jul 2001

Noted. 
Further coordination in Brighton meeting.

SA2 is our main coordination body concerning architecture, assume SA3 coordinates via SA2 as well




637
LS from ETSI SPAN11 WP NAR to ETSI EP M-COMM and 3GPP on Mobile and Electronic Commerce
ETSI SPAN11 WP NAR (Trevor KENT - SPAN11 Chairman)
Sent 11 Jul 2001

Not considered part of our activities. Misdirected?


















5
CN5 chairman election








483
3GPP CN5 Voting List valid for CN5#12 meeting
MCC





484
Nomination of Mr. Ard-Jan Moerdijk (Ericsson) for the position as chairman of the 3GPP TSG CN Working Group 5 (OSA)
Ericsson



6
API interfaces OSA version 1






6.1
status 12070








482
N5-010482_29198-340-Rel99_status_2001-06.zip
MCC
noted




486
N5-010486_29198-Rel4_status_2001-06.zip
MCC
29198-06 updated in N5-010639

noted




639
29198-06-411-Rel4_status_2001-07 (29198-06-410.zip archive was packaged with the wrong accompanying IDL. zip file, which should be mm.idl and not Call Control IDLs (04).)
MCC
noted












488
Draft EN 201 915-1 v.0.0.5 - Return parameter changes
Ultan MULLIGAN
Agreed (others as well)




489
Draft EN 201 915-2 v.0.0.4 - Return parameter changes
Ultan MULLIGAN





490
Draft EN 201 915-3 v.0.0.5 - Return parameter changes
Ultan MULLIGAN





491
Draft EN 201 915-4 v.0.0.6 - Return parameter changes
Ultan MULLIGAN





492
Draft EN 201 915-5 v.0.0.6 - Return parameter changes
Ultan MULLIGAN





493
Draft EN 201 915-6 v.0.0.4 - Return parameter changes
Ultan MULLIGAN





494
Draft EN 201 915-7 v.0.0.5 - Return parameter changes
Ultan MULLIGAN





495
Draft EN 201 915-8 v.0.0.6 - Return parameter changes
Ultan MULLIGAN





496
Draft EN 201 915-9 v.0.0.2 - Return parameter changes
Ultan MULLIGAN





497
Draft EN 201 915-10 v.0.0.3 - Return parameter changes
Ultan MULLIGAN





498
Draft EN 201 915-11 v.0.0.7 - Return parameter changes
Ultan MULLIGAN





499
Draft EN 201 915-12 v.0.0.5 - Return parameter changes
Ultan MULLIGAN





500
Draft EN 201 915-12 v.0.0.5 - Return parameter changes
Ultan MULLIGAN





561
CR to TS 29.198-1 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN
Agreed (all others as well)




562
CR to TS 29.198-2 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





563
CR to TS 29.198-3 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





564
CR to TS 29.198-4 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





565
CR to TS 29.198-5 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





566
CR to TS 29.198-6 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





567
CR to TS 29.198-7 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





568
CR to TS 29.198-8 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





569
CR to TS 29.198-11 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN





570
CR to TS 29.198-12 :  Replacing Out Parameters with Return Types in OSA R4
Ultan MULLIGAN




















Common Data
655
CR 29.198-2 : Clarification of common exceptions
Ericsson (Ard-Jan MOERDIJK)
Agreed, with the change of ‘user’ into ‘user identity’

Updated in 658




656
CR 29.198-2 : invalid parameter value for SLA violation
Ericsson (Ard-Jan MOERDIJK)
Updated in 659, with agreed changes.
(Cover sheet needs to be completed)

Updated with P_Unauthorized_parameter_value,

And ONLY applicable to SLA violations in the clarification (normal incorrect values captured by underlying system, Corba exceptions)




530

Lucent
Agreed, will be incorporated in 658




517

BT
Intention is to be non-distinctive in address criteria, e.g particular originating address, all destination addresses  (all types)

Questioned why the requirement can not be covered by the existing address-types using ‘star’-wild-cards, using the same address-type of the ANR (in case of non-distinctive BNR)?

(SIP address would e.g. cover all telephony application addresses anyway)

Not agreed




518





6.2
Framework








505
How to trust an SCS
Alcatel





506
Alignment of Framework Access Session Interfaces
Alcatel





507

Alcatel





508
Working Document on Initial Access for trusted and non-trusted clients
Alcatel





524
CR 29.198-3 : On the usefullness of abortAuthentication
Ericsson (Ard-Jan MOERDIJK)





525
Addition of listInterfaces() method
Lucent (Andy Bennett)





526
Replacement of disable/enableLoadControl
Lucent (Andy Bennett)





527
Remove the createEntOpAccount method
Lucent (Andy Bennett)





528
Introduction of TpSubjectType
Lucent (Andy Bennett)





529
Addition of listClientAppMembership() method
Lucent (Andy Bennett)





573
Addition of listServiceContracts method
Lucent (Gareth CARROLL)





574
An addition of listServiceProfiles()
Lucent (Gareth CARROLL)





575
List client applications associated with a service profile
Lucent (Gareth CARROLL)





576
Addition of IpServiceTypeManagement interface
Lucent (Gareth CARROLL)





577
Contribution on Service Instance Lifecycle Management
Lucent (Gareth CARROLL)





578
Description of service subscription
Lucent (Gareth CARROLL)





579
Framework Heartbeat Mechanism
Lucent (Gareth CARROLL)





580
Ent. Op. should provide IpAppAPILevelAuthentication
Lucent (Gareth CARROLL)





581
Some methods on the IpApp interfaces should throw exceptions
Lucent (Gareth CARROLL)





582
P_SERVICE_ACCESS_DENIED thrown if non-accessable serviceID is provided
Lucent (Gareth CARROLL)













584
Add a releaseInterface() method to IpAccess
Lucent (Gareth CARROLL)





585
P_SERVICE_ACCESS_TYPE should be removed
Lucent (Gareth CARROLL)





586
Addition of tokenExpired() to IpAppAccess interface
Lucent (Gareth CARROLL)





587
Removal of serviceID from queryAppLoadReq()
Lucent (Gareth CARROLL)





588
Update to the definitions of svcUnavailableInd
Lucent (Gareth CARROLL)





589
The meaning of prescribedMethod seems confused
Lucent (Gareth CARROLL)





590
A client should only have one instance of a given service
Lucent (Gareth CARROLL)





593
Only one subject per method invocation for fault and load mgmt.
Lucent (Gareth CARROLL)













595
Fault management is missing *Err methods
Lucent (Gareth CARROLL)





596
Issues surrounding the combining of IpSvc/IpApp and IpFw/Ip interfaces
Lucent (Gareth CARROLL)





597
Methods’ consistency on Fault management interfaces
Lucent (Gareth CARROLL)





598
Introduction and use of new Service Instance ID
Lucent (Gareth CARROLL)





599
Additional Authentication Sequence Diagrams
Lucent (Gareth CARROLL)





600
Property Matching
Lucent (Gareth CARROLL)





604
FW – Change the sequence of the Service Access
Stephanie DITHURBIDE (Ulticom)





605
FW – Specify that authentication and signature TpString shall be created using Base64 algorithm.
Stephanie DITHURBIDE (Ulticom)





643
CR 29.198-3 : TpOctetSets in authentication and access
Ericsson (Ard-Jan MOERDIJK)





644
FW-Svc authentication and TpOctetSet
Ericsson (Ard-Jan MOERDIJK)





645
Multi-vendor ship in 3GPP OSA
Ericsson (Ard-Jan MOERDIJK)





646
Note on allowed methods
Ericsson (Ard-Jan MOERDIJK)





657
CR 29.198-3 : Signing algorithm selection
Ericsson (Ard-Jan MOERDIJK)



















6.3
Call Control








510
N5-010510Alc1SetChargePlan.zip
Alcatel (Frans HAERENS)
Contentbased charging: 
no tariff switch functionality agreed

Session tariff switching, does it need to be part of content-based-charging functionality? 
This contribution proposes to include this in content-based charging…

Concerns that at this moment difficult to be future proof  (SIP charging?)

Concerns on complication of tariff switching functionality in call control API (for application developers). If the only possibility is to use the call control API with the full charging API functionality as proposed. Separating charging from call control could be a way out.

Proposed to remove chargePerTime and currency for the present release.
Agreed.

630 is the updated document




511
N5-010511Alc2PartyToCharge.zip
Alcatel (Frans HAERENS)
Clarification requested on ‘connected’. Will not be always available, who pays in that case? Can it be used by application, is it aware?

Translated, concerns, should an application have to worry about number translation taking place later in the call path.


agreed, but with originating, destination, special parties only
DataType will be restructured still to match convention.

Updated in 631




512
N5-010512Alc3AddOnCharge.zip
Alcatel (Frans HAERENS)
To be discussed in version 2

Can in principle be done via content-based charging as well, links can be via correlationID. Overhead if only done for add-on charge…

Possibly use setChargePlan for it as well?




513
N5-010513Alc4ChargeInfo.zip
Alcatel (Frans HAERENS)
To be discussed in version 2




514
N5-010514Alc5SetAdvice.zip
Alcatel (Frans HAERENS)





515
N5-010515-CR29.198-4: Corrections to OSA API Rel 4, Call Control
AePONA
Agreed

However, application-side TpCommon exceptions will be removed

Update in 663




516
N5-010516-CR29.198-4: Corrections to OSA API Rel 4, Call Control – Missing Exceptions
AePONA
Agreed




520
Clarifications to disarming table in MPCC Data Definitions
Ericsson (Ard-Jan MOERDIJK)
Use of table disputed, can it be captured in STD? See 606

Table itself, validity:

Answer/alerting  events: no originating call leg events, should be corrected

Redirecting; also 592. Will NOT be disarmed.

Queued event not there in disarming rules, since it should not be disarmed

CallAttempt  and CallAttemptAuthorized for both legs, include note that both legs are covered

CallAttempt, ‘trigger’ should be ‘ initial notification’

Behaviour agreed with these notes.




521
Introduction of Call LEG STDs and action tables
Ericsson (Ard-Jan MOERDIJK)
GetMedia; agreed that this reflects actual state in the network, not only the requested value (via setMedia) when it has not yet been set up in the network.
Question on whether getMedia should be removed… 
to be resolved later this meeting

Disarming rules will stay

In STD the condition of changing state is NOT whether an event is armed (as indicated in the STD), but whether the event happens in the network (as indicated by the note).  If armed, event should be sent up to application.

7.4.2.5 setChargePlan on call, dependency on callLeg states?

Active state, number of events can occur

Table column: eventNotifications in principle superfluous. What is needed to complement the state behaviour is still the dynamic events.
Defined already clearly what an application can do.

Update to 662




522
MPCC service sequence Diagrams
Ericsson (Ard-Jan MOERDIJK)
Introduction text should be made more generic. 
A note will be added to indicate that e.g. in case of CAPv3 not the whole MPCC capabilities will be supported.
General guideline is that technology specifics should be in mapping documents.


Update 664 will be provided, text will be revisited.

MSD:

Add more info on parameters (e.g. for routeReq) in 7.4.6 (11) 

Comment on 12 of 7.4.6
ContinueProcessing would be possibilitity as well, according to the definition of continueProcessing method.

In MSD change method to continueProcessing (add note that deassign is possible as well, in case you are not interested in events) 

Comment on 13 of 7.4.6
Should be removed.

Clarify note on 28.




523
CR 29.198-4 : Storing eventCriteria
Ericsson (Ard-Jan MOERDIJK)
New data type (tpAddressRange) also used in part 5.
Should go to commonData

Subaddress IS needed still for getCriteria.
Name should also stay as criteria? (related to any-name contribution from BT)

Suggestion:

TpAddress unchanged
TpAddressRange change by removing screening and presentation

Update to be provided as 665, and to be seen by meeting still




541
CR 29.198-4 : Corrections to GCC STD
Nokia (Matti SAARENPÄÄ)
Change 4.1.1.1, transition to ‘finished’ state instead

Agreed; update 660

Set Advice of Charge in active state also applies to common specification.




591
CallNotificationType should not be a part of the event criteria
Lucent (Gareth CARROLL)
DataType indicates on which party the application is acting. For most notifications originating/terminating is already implied by the eventName. In case of common events like CallAttempt(authorized), Released, midCall events, the callNotificationType is needed explicitly to indicate whether the application is interested in terminating or orginating party.

Independent service instances can work on originating and terminating parties

Contribution not agreed

Suggested now, after this discussion, to remove the callNotificationType, and make the eventName explicit for terminating/orginating where applicable (see above), e.g. OrginatingCallAttempt

Will be included in the draft resulting from 521/606, and brought back to the meeting (662) (only for MPCC)




592

Lucent
Agreed not to disarm the ‘redirected’ event

Application initiated call redirection; with immutable legs we agreed that an application creates a new callLeg and routes it.

In case of Call Redirection initiated by the network, if the Gateway creates a new CallLeg for such scenarios as well, and an application does not arm the ‘redirected’ event, the control of the call is lost without the application being aware.

This contribution proposes to change only the address on the callLeg, in case of network initiated callLeg redirection. This approach is agreed.

Sequence diagram also agreed




606
Introduction of the Call Leg STD
Telcordia (John-Luc BAKKER)
Covered with 521




607
Missing TpCallAppInfoSet description
Telcordia (John-Luc BAKKER)
Agreed (was in IDL already)




608
Clarify Redirection support
Telcordia (John-Luc BAKKER)
Application initiated case agreed, with the note changed into:

“In case the application intends to redirect a call, rather than to create a new call leg, it should include a value for the field P_CALL_APP_ORIGINAL_DESTINATION_ADDRESS of TpCallAppInfo”

Network initiated call forwarding/direrting, not accepted, 
1.1.3 and onward, not accepted. 




594
addition of text descriptions to methods enableCallNotification and createNotification
Lucent (Gareth CARROLL)
Proposal to define order as well, first handle pure call notifications before call notifications in interupt mode

This addition not agreed, contribution is agreed

532 will be proposal in CR format




583
Specify behaviour when call leg times out
Lucent (Gareth CARROLL)
Premature disconnect should refer to call leg as well.

Agreed. Needs to be brought into CR format, update in 533




609
Removal of FAULTY state
Telcordia (John-Luc BAKKER)
Timer expiry reported via callEnded method, so callFaultdetected method not needed anymore.

Question whether TpCallFault still needed for GCC. Yes, it is. Therefore move dataType back to GCC data type section instead of removing it.

Agreed with this change. Update in 542.




610
Clarification of continueProcessing usage
Telcordia (John-Luc BAKKER)
Covered in discussion already….




611
Addition to allowed methods tables
Telcordia (John-Luc BAKKER)
Covered in discussion already…




629
Charging Related Issues
Alcatel (Frans HAERENS)





640
CR 29.198-4 : Final reporting
Ericsson (Ard-Jan MOERDIJK)
Agreed




641
CR 29.198-4 : Additional call errors
Ericsson (Ard-Jan MOERDIJK)
agreed




642
CR 29.198-4 : Additional UI errors
Ericsson (Ard-Jan MOERDIJK)
Withdrawn; covered already via resource_unavailable




648
CR 29.198-4 : Inclusion of TpMediaType in TS 29.198 - 4
Ericsson (Ard-Jan MOERDIJK)
Agreed

Put it in common call control data section (and consequenctly delete from multimedia section in ETSI document)




651
CR 29.198-4 : Exception for multiple address requests
Ericsson (Ard-Jan MOERDIJK)
In brackets not needed

Why not use invalid address?

Agreed to use invalid address exception instead?
Or need distrinction between invalid address (invalid format) and non-allocated address (no subscriber behind correct number)?

After discussion became clear that unknown_subscriber covers more, also application not authorized to use (so made unknown to application)

Comment:

Invalid address should be covered in addition where unknown subscriber already is there (if not already there)

However, after discussion it became clear that 

Call notifications are defined only in address ranges rather than explicit addresses (a set of addresses), it will be difficult to identify non-authorized numbers WITHIN that range

Contribution therefore withdrawn. Discussion relevant for Mobility however…












622

Alcatel





623

Alcatel





624

Alcatel





625

Alcatel





626

Alcatel





627

Alcatel











6.4
User Interaction








652
CR 29.198-5 : Exception for multiple address requests
Ericsson (Ard-Jan MOERDIJK)



















6.5
Mobility








649
CR 29.198-6 : Additional mobility exceptions
Ericsson (Ard-Jan MOERDIJK)





650
Additional exceptions in emergency user location
Ericsson (Ard-Jan MOERDIJK)











6.6
Data Session Control








653
CR 29.198-8 : Exception for multiple address requests
Ericsson (Ard-Jan MOERDIJK)



6.7
Terminal Capabilties














6.8
Content-based charging








500
N5-010500-CR-Error-Correction-Charging
Ericsson (Koen Schilders)





501
N5-010501-CR-Changed-Semantics-Of-CloseReservation-Paramter
Ericsson (Koen Schilders)





502
N5-010502-CR-Additional-Errors
Ericsson (Koen Schilders)





503
N5-010503-CR-Move-correlationID-into-TpAppInformation
Ericsson (Koen Schilders)





504
N5-010504-CR-Clarification-of-Unit-Reservation
Ericsson (Koen Schilders)





548
29.198-12: Supplement to TpCHSParameterSet and TpVolumeSet
Siemens (Karsten Luettge)





549
29.198-12: Changes in: Incorporation of TDoc #441, Removal of Out Parameters
Siemens (Karsten Luettge)





550
29.198-12: Editorial Changes
Siemens (Karsten Luettge)





556
N5-010556-CR-Addition-of-Request-Number-in-Result-Methods
Ericsson (Koen Schilders)





654
CR 29.198-11 : Exception for multiple address requests
Ericsson (Ard-Jan MOERDIJK)



















6.9
Other Interfaces






















7
Outgoing liaisons














8
OSA version 1 mapping






8.1
status of 12075








487
N5-010487_29998-Rel4_status_2001-06.zip
MCC











8.2
contributions








540
CR 29.998-4-1 : Updates and corrections to data mapping to CAP
Nokia (Matti SAARENPÄÄ)





647
Correction of logical entity in message flows from mapping documents
Ericsson (Ard-Jan MOERDIJK)











8.3
SPAN OSA version 1 mapping








621
N5-010621Alc6SPAR_API.zip
Alcatel (Frans HAERENS)



































9 
Approval off DES/SPAN-120070














10
Preparation of input draft for creation of STF for DES/SPAN-120070 conformance specification work














11
Technical discussions OSA version 2








509
Overview of Rel5 OSA and VHE requirements
CN5 vice-chair











































12
Organizational aspects






12.1
Review of 3GPP OSA workplan






12.2
3GPP OSA Work Item Description
485
Rel5 OSA Stage 3 - Draft Building Block level Work Item Description
SA5 Vice Chair/ MCC



12.3
further work on 12076






























12.4
further work on 12075






12.5
Future meetings














13
AOB














































