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Introduction

While reviewing v4.0.0 of the Charging Specification, Ericsson came accross the following issues:

· In the Charging API specification, section 4.2, the sequence diagram lists methods for debitAmountReq() and debitAmountRes(). These should however be replaced by directDebitAmoutReq() and directDebitAmountRes().

· During the meeting in San Diego, the type for the application description was changed from TpString to TpApplicationDescription (contribution N5-010441 from Siemens A.G.). This type can hold a set of descriptive items (such as the actual text and a timestamp). This type has been changed in the methods of the IpChargingSession class but not in the methods of the IpChargingManager class. Method createChargingSession() should have an applicationDescription parameter of type TpAppInformation instead of TpString.

Ericsson kindly requests the meeting to consider this change and approve it for inclusion into the Charging API.

Proposed Changes

See the proposed changes below (with revision marks).
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createChargingSession (appChargingSession : in IpAppChargingSession, applicationDescription : in TpAppInformation, merchantAccount : in TpMerchantAccountID, user : in TpAddress, correlationID : in TpCorrelationID, chargingSession : out TpChargingSessionID) : TpResult
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Method


createChargingSession
()


This method creates an instance of the IpChargingSession interface to handle the charging events related to the specified user and to the application invoking this method.
 

Parameters




appChargingSession
 : 
in IpAppChargingSession


Callback interface for the session in the application




applicationDescription
 : 
in TpAppInformation


Descriptive text for informational purposes (e.g. text presented on the bill and used in communication towards the user).




merchantAccount
 : 
in TpMerchantAccountID


Identifies the account of the party providing the application to be used.




user
 : 
in TpAddress


Specifies the user that is using the application. This may or may not be the user that will be charged. The Charging service will determine the charged user. When this method is invoked the Charging service shall determine if charging is allowed for this application for this subscriber. An exception shall be thrown if this type of charging is not allowed.




correlationID
 : 
in TpCorrelationID


This value can be used to correlate the charging to network activity.




chargingSession
 : 
out TpChargingSessionID


Defines the session.




<Parameter.Name>
 : 
<Parameter.Type>


<Parameter.Documentation>




No Parameters were identified for this method




Raises


TpCommonExceptions,P_CHS_INVALID_USER,P_CHS_INVALID_ACCOUNT

( Contact: Koen Schilders (Koen.Schilders@eln.ericsson.se)
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