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1 Introduction

This contribution proposes the adoption of media streams instead of channels to be included into the OSA draft ETSI ES 201 915-4 section 8.2. 

2 Call Control issues related to the Media channel monitoring

The following two issues were raised during previous discussions based on contributions to the Joint 3GPP CN5/SPAN12/PARLAY October 2000 Vienna and November 2000 Sophia Antipolis meeting 

i)
A media stream is defined in SIP/SDP and Megaco as bi-directional while in H.245 it is defined as an unidirectional logic channel. Would it not be advantageous to define bi-directional streams and control send/receive, send only and receive only. As an example Megaco defines the following for the stream descriptor: A Stream descriptor specifies the parameters of a single bi-directional stream. These parameters are structured into three descriptor: one that contains termination properties specific to a stream and one each for the local and remote flows.

ii)
How is the monitoring performed for media channels which are unidirectional, this means that if bi-directional RTP streams are established by SIP/SDP then the monitoring has to be forked to unidirectional media channels in PARLAY (logical channels in H.245)..

This contribution proposes to line up with the concept of media stream and indicates the various changes required in section 8.2 to achieve this gaol. This section replaces entirely section 8.2 of Draft ETSI ES 201 915-4 V0.0.05 (2001-06)

8.1
Class Diagrams

[image: image1.wmf]IpMultiMediaCallControlMa

nager

createMediaNotification()

destroyMediaNotification()

changeMediaNotification()

getMediaNotification()

(from mmccs)

<<Interface>>

IpMultiMediaCall

superviseVolumeReq()

(from mmccs)

<<Interface>>

IpMultiMediaCallLeg

mediaStreamAllow()

mediaStreamMonitorReq()

getMediaStreams()

(from mmccs)

<<Interface>>

IpMultiMediaStream

subtract()

(from mmccs)

<<Interface>>

IpCallLeg

routeReq()

eventReportReq()

release()

getInfoReq()

getCall()

attachMedia()

detachMedia()

getLastRedirectedAddress()

continueProcessing()

getMoreDialledDigitsReq()

setChargePlan()

setAdviceOfCharge()

superviseReq()

deassign()

(from mpccs)

<<Interface>>

IpMultiPartyCall

getCallLegs()

createCallLeg()

createAndRouteCallLegReq()

release()

deassignCall()

getInfoReq()

setChargePlan()

setAdviceOfCharge()

superviseReq()

(from mpccs)

<<Interface>>

IpMultiPartyCallControlManager

createCall()

createNotification()

destroyNotification()

changeNotification()

getNotification()

setCallLoadControl()

(from mpccs)

<<Interface>>

1

0..n

1

0..n

1

0..n


Figure 8.2.1: Application Interfaces
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Figure 8.2.2: Service Interfaces
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