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4.1 TpUIError

Defines the UI error codes.
Name
Value
Description

P_UI_ERROR_UNDEFINED
0
Undefined error

P_UI_ERROR_ILLEGAL_INFO
1
The specified information (InfoId, InfoData, or InfoAddress) is invalid

P_UI_ERROR_ID_NOT_FOUND
2
A legal InfoId is not known to the the User Interaction service

P_UI_ERROR_RESOURCE_UNAVAILABLE
3
The information resources used by the User Interaction service are unavailable, e.g. due to an overload situation.

P_UI_ERROR_ILLEGAL_RANGE
4
The values for minimum and maximum collection length are out of range

P_UI_ERROR_IMPROPER_USER_RESPONSE
5
Improper user response

P_UI_ERROR_ABANDON
6
The specified leg is disconnected before the send information completed

P_UI_ERROR_NO_OPERATION_ACTIVE
7
There is no active User Interaction for the specified leg. Either the application did not start any User Interaction or the User Interaction was already finished when the abortAction_Req() was called.

P_UI_ERROR_NO_SPACE_AVAILABLE
8
There is no more storage capacity to record the message when the recordMessage() operation was called

P_UI_ERROR_RESOURCE_TIMEOUT
9
The request has been accepted by the resource but it did not report a result.

P_UI_ERROR_CONNECTION_TO_IVR_FAILED
10
The connection to the interactive voice response (IVR) system failed.

The call User Interaction object will be automatically de-assigned if the error P_UI_ERROR_ABANDON is reported, as a corresponding call or call leg object no longer exists. 

5 Exception Classes

The following are the list of exception classes which are used in this interface of the API.

Name
Description

P_ILLEGAL_ID
Information id specified is invalid

P_ID_NOT_FOUND
A legal information id is not known to the User Interaction Service

P_ILLEGAL_RANGE
The values for minimum and maximum collection length are out of range.

P_INVALID_COLLECTION_CRITERIA
Invalid collection criteria specified

P_CONNECTION_TO_IVR_FAILED
The connection to the interactive voice response (IVR) system failed.

Each exception class contains the following structure:

Structure Element Name
Structure Element Type
Structure Element Description

extraInformation
TpString
Carries extra information to help identify the source of  the exception, e.g. a parameter name




�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

