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TpCallSuperviseReport

Defines the responses from the call control service for calls that are supervised. The values may be combined by a logical 'OR' function.

	Name
	Value
	Description

	P_CALL_SUPERVISE_TIMEOUT
	01h
	The call supervision timer has expired

	P_CALL_SUPERVISE_CALL_ENDED
	02h
	The call has ended, either due to timer expiry or call party release. In case the called party disconnects but a follow-on call can still be made also this indication is used.

	P_CALL_SUPERVISE_TONE_APPLIED
	04h
	A warning  tone has been applied. This is only sent in combination with P_CALL_SUPERVISE_TIMEOUT

	P_CALL_SUPERVISE_UI_FINISHED
	08h
	The user interaction has finished.


TpCallSuperviseTreatment

Defines the treatment of the call by the call control service when the call supervision timer expires. The values may be combined by a logical 'OR' function.

	Name
	Value
	Description

	P_CALL_SUPERVISE_RELEASE
	01h
	Release the call when the call supervision timer expires

	P_CALL_SUPERVISE_RESPOND
	02h
	Notify the application when the call supervision timer expires

	P_CALL_SUPERVISE_APPLY_TONE
	04h
	Send a warning tone to the originating  party when the call supervision timer expires. If call release is requested, then the call will be released following the tone after an administered time period 


TpCallTeleService

This data type defines the tele-service associated with the call. (Q.763: User Teleservice Information, Q.931: High Layer Compatitibility Information, and 3G TS 22.003)

	Name
	Value
	Description

	P_CALL_TELE_SERVICE_UNKNOWN
	0
	Teleservice information unknown at this time

	P_CALL_TELE_SERVICE_TELEPHONY
	1
	Telephony

	P_CALL_TELE_SERVICE_FAX_2_3
	2
	Facsimile Group 2/3

	P_CALL_TELE_SERVICE_FAX_4_I
	3
	Facsimile Group 4, Class I

	P_CALL_TELE_SERVICE_FAX_4_II_III
	4
	Facsimile Group 4, Classes II and III

	P_CALL_TELE_SERVICE_VIDEOTEX_SYN
	5
	Syntax based Videotex

	P_CALL_TELE_SERVICE_VIDEOTEX_INT
	6
	International Videotex interworking via gateways or interworking units

	P_CALL_TELE_SERVICE_TELEX
	7
	Telex service

	P_CALL_TELE_SERVICE_MHS
	8
	Message Handling Systems

	P_CALL_TELE_SERVICE_OSI
	9
	OSI application

	P_CALL_TELE_SERVICE_FTAM
	10
	FTAM application

	P_CALL_TELE_SERVICE_VIDEO
	11
	Videotelephony

	P_CALL_TELE_SERVICE_VIDEO_CONF
	12
	Videoconferencing

	P_CALL_TELE_SERVICE_AUDIOGRAPH_CONF
	13
	Audiographic conferencing

	P_CALL_TELE_SERVICE_MULTIMEDIA
	14
	Multimedia services

	P_CALL_TELE_SERVICE_CS_INI_H221
	15
	Capability set of initial channel of H.221

	P_CALL_TELE_SERVICE_CS_SUB_H221
	16
	Capability set of subsequent channel of H.221

	P_CALL_TELE_SERVICE_CS_INI_CALL
	17
	Capability set of initial channel associated with an active 3.1 kHz audio or speech call.

	P_CALL_TELE_SERVICE_DATATRAFFIC
	18
	Data traffic.

	P_CALL_TELE_SERVICE_EMERGENCY_CALLS
	19
	Emergency Calls

	P_CALL_TELE_SERVICE_SMS_MT_PP
	20
	Short message MT/PP

	P_CALL_TELE_SERVICE_SMS_MO_PP
	21
	Short message MO/PP

	P_CALL_TELE_SERVICE_CELL_BROADCAST
	22
	Cell Broadcast Service

	P_CALL_TELE_SERVICE_ALT_SPEECH_FAX_3
	23
	Alternate speech and facsimile group 3

	P_CALL_TELE_SERVICE_AUTOMATIC_FAX_3
	24
	Automatic Facsimile group 3

	P_CALL_TELE_SERVICE_VOICE_GROUP_CALL
	25
	Voice Group Call Service

	P_CALL_TELE_SERVICE_VOICE_BROADCAST
	26
	Voice Broadcast Service
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