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15.3.7           TpInterfaceName

This data type is identical to a TpString, and is defined as a string of characters that identify the names of the Framework SCFs that are to be supported by the OSA API. Other Network operator specific SCFs may also be used, but should be preceded by the string "SP_".  The following values are defined.

	Character String Value
	Description

	P_DISCOVERY
	The name for the Discovery interface.

	P_EVENT_NOTIFICATION
	The name for the Event Notification interface.

	P_OAM
	The name for the OA&M interface.

	P_LOAD_MANAGER
	The name for the Load Manager interface.

	P_FAULT_MANAGER
	The name for the Fault Manager interface.

	P_HEARTBEAT_MANAGEMENT
	The name for the Heartbeat Management interface.

	P_SERVICE_AGREEMENT_MANAGEMENT
	The name of the Service Agreement Management interface.

	P_REGISTRATION
	The name for the Service Registration interface.

	P_ENT_OP_ACCOUNT_MANAGEMENT
	The name for the Service Subscription: Enterprise Operator Account Management interface.

	P_ENT_OP_ACCOUNT_INFO_QUERY
	The name for the Service Subscription: Enterprise Operator Account Information Query interface.

	P_SVC_CONTRACT_MANAGEMENT
	The name for the Service Subscription: Service Contract Management interface.

	P_SVC_CONTRACT_INFO_QUERY
	The name for the Service Subscription: Service Contract Information Query interface.

	P_CLIENT_APP_MANAGEMENT
	The name for the Service Subscription: Client Application Management interface.

	P_CLIENT_APP_INFO_QUERY
	The name for the Service Subscription: Client Application Information Query interface.

	P_SVC_PROFILE_MANAGEMENT
	The name for the Service Subscription: Service Profile Management interface.

	P_SVC_PROFILE_INFO_QUERY
	The name for the Service Subscription: Service Profile Information Query interface.
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