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Mobility

8.1.1 Interface Class IpUserLocation 

Inherits from: IpService.
This interface is the 'service manager' interface for the User Location Service.  

The user location interface provides the management functions to the user location service. The application programmer can use this interface to obtain the geographical location of users. 

<<Interface>>

IpUserLocation



locationReportReq (appLocation : in IpAppUserLocationRef, users : in TpAddressSet) : TpSessionID

extendedLocationReportReq (appLocation : in IpAppUserLocationRef, users : in TpAddressSet, request : in TpLocationRequest) : TpSessionID

periodicLocationReportingStartReq (appLocation : in IpAppUserLocationRef, users : in TpAddressSet, request : in TpLocationRequest, reportingInterval : in TpDuration) : TpSessionID

periodicLocationReportingStop (stopRequest : in TpMobilityStopAssignmentData) : void



Method

locationReportReq()

Request of a report on the location for one or several users. 

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

P_UNKNOWN_SUBSCRIBER

The end-user is not subscribed to the application.

P_APPLICATION_NOT_ACTIVATED

The end-user has de-activated the application.

P_INFORMATION_NOT_AVAILABLE

The requests violates the end-user's privacy setting.

Returns: assignmentId 

Specifies the assignment ID of the location-report request. 

Parameters

appLocation : in IpAppUserLocationRef

Specifies the application interface for callbacks from the User Location service.
users : in TpAddressSet

Specifies the user(s) for which the location shall be reported.
Returns

TpSessionID

Raises

TpCommonExceptions, P_APPLICATION_NOT_ACTIVATED, P_INFORMATION_NOT_AVAILABLE, P_UNKNOWN_SUBSCRIBER, P_INVALID_INTERFACE_TYPE
Method

extendedLocationReportReq()

Advanced request of report on the location for one or several users.

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

P_UNKNOWN_SUBSCRIBER

The end-user is not subscribed to the application.

P_APPLICATION_NOT_ACTIVATED

The end-user has de-activated the application.

P_INFORMATION_NOT_AVAILABLE

The requests violates the end-user's privacy setting.

Returns: assignmentId 

Specifies the assignment ID of the extended location-report request. 

Parameters

appLocation : in IpAppUserLocationRef

Specifies the application interface for callbacks from the User Location service.
users : in TpAddressSet

Specifies the user(s) for which the location shall be reported
request : in TpLocationRequest

Specifies among others the requested location type, accuracy, response time and priority.
Returns

TpSessionID

Raises

TpCommonExceptions,P_APPLICATION_NOT_ACTIVATED,P_REQUESTED_ACCURACY_CANNOT_BE_DELIVERED,P_REQUESTED_RESPONSE_TIME_CANNOT_BE_DELIVERED,P_UNKNOWN_SUBSCRIBER,P_INFORMATION_NOT_AVAILABLE, P_INVALID_INTERFACE_TYPE
Method

periodicLocationReportingStartReq()

Request of periodic reports on the location for one or several users.

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

P_UNKNOWN_SUBSCRIBER

The end-user is not subscribed to the application.

P_APPLICATION_NOT_ACTIVATED

The end-user has de-activated the application.

P_INFORMATION_NOT_AVAILABLE

The requests violates the end-user's privacy setting.

Returns: assignmentId 

Specifies the assignment ID of the periodic location-reporting request. 

Parameters

appLocation : in IpAppUserLocationRef

Specifies the application interface for callbacks from the User Location service.
users : in TpAddressSet

Specifies the user(s) for which the location shall be reported.
request : in TpLocationRequest

Specifies among others the requested location type, accuracy, response time and priority.
reportingInterval : in TpDuration

Specifies the requested interval in seconds between the reports.
Returns

TpSessionID

Raises

TpCommonExceptions, P_INVALID_REPORTING_INTERVAL, P_REQUESTED_ACCURACY_CANNOT_BE_DELIVERED, P_REQUESTED_RESPONSE_TIME_CANNOT_BE_DELIVERED, P_UNKNOWN_SUBSCRIBER, P_APPLICATION_NOT_ACTIVATED, P_INFORMATION_NOT_AVAILABLE, P_INVALID_INTERFACE_TYPE
Method

periodicLocationReportingStop()

Termination of periodic reports on the location for one or several users.

Raises the following exceptions:

P_INVALID_ASSIGNMENT_ID

The assignment ID does not correspond to one of a valid assignment. 

Parameters

stopRequest : in TpMobilityStopAssignmentData

Specifies how the assignment shall be stopped, i.e. if whole or just parts of the assignment should be stopped.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID
8.1.3 Interface Class IpTriggeredUserLocation 

Inherits from: IpUserLocation.
This interface can be used as an extended version of the User Location: Service Interface.  

The triggered user location interface represents the interface to the triggered user location functions. The application programmer can use this interface to request user location reports that are triggered by location change. 

<<Interface>>

IpTriggeredUserLocation



triggeredLocationReportingStartReq (appLocation : in IpAppUserLocationRef, users : in TpAddressSet, request : in TpLocationRequest, triggers : in TpLocationTriggerSet) : TpSessionID

triggeredLocationReportingStop (stopRequest : in TpMobilityStopAssignmentData) : void



Method

triggeredLocationReportingStartReq()

Request for user location reports when the location is changed (reports are triggered by location change).

Returns: assignmentId 

Specifies the assignment ID of the triggered location-reporting request. 

Parameters

appLocation : in IpAppUserLocationRef

Specifies the application interface for callbacks from the User Location service.
users : in TpAddressSet

Specifies the user(s) for which the location shall be reported.
request : in TpLocationRequest

Specifies among others the requested location type, accuracy, response time and priority.
triggers : in TpLocationTriggerSet

Specifies the trigger conditions.
Returns

TpSessionID

Raises

TpCommonExceptions,P_REQUESTED_ACCURACY_CANNOT_BE_DELIVERED,P_REQUESTED_RESPONSE_TIME_CANNOT_BE_DELIVERED,P_TRIGGER_CONDITIONS_NOT_SUBSCRIBED,P_UNKNOWN_SUBSCRIBER,P_APPLICATION_NOT_ACTIVATED,P_INFORMATION_NOT_AVAILABLE, P_INVALID_INTERFACE_TYPE
Method

triggeredLocationReportingStop()

Stop triggered user location reporting. 

Parameters

stopRequest : in TpMobilityStopAssignmentData

Specifies how the assignment shall be stopped, i.e. if whole or just parts of the assignment should be stopped.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID
8.2.1 Interface Class IpUserLocationCamel 

Inherits from: IpService.
This interface is the 'service manager' interface for ULC. 

<<Interface>>

IpUserLocationCamel



locationReportReq (appLocationCamel : in IpAppUserLocationCamelRef, users : in TpAddressSet) : TpSessionID

periodicLocationReportingStartReq (appLocationCamel : in IpAppUserLocationCamelRef, users : in TpAddressSet, reportingInterval : in TpDuration) : TpSessionID

periodicLocationReportingStop (stopRequest : in TpMobilityStopAssignmentData) : void

triggeredLocationReportingStartReq (appLocationCamel : in IpAppUserLocationCamelRef, users : in TpAddressSet, trigger : in TpLocationTriggerCamel) : TpSessionID

triggeredLocationReportingStop (stopRequest : in TpMobilityStopAssignmentData) : void



Method

locationReportReq()

Request for mobile-related location information on one or several camel users.

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

P_UNKNOWN_SUBSCRIBER

The end-user is not subscribed to the application.

P_APPLICATION_NOT_ACTIVATED

The end-user has de-activated the application.

P_INFORMATION_NOT_AVAILABLE

The requests violates the end-user's privacy setting.

Returns: assignmentId 

Specifies the assignment ID of the location-report request. 

Parameters

appLocationCamel : in IpAppUserLocationCamelRef

Specifies the application interface for callbacks from the User Location Camel service.
users : in TpAddressSet

Specifies the user(s) for which the location shall be reported.
Returns

TpSessionID

Raises

TpCommonExceptions, P_UNKNOWN_SUBSCRIBER, P_APPLICATION_NOT_ACTIVATED, P_INFORMATION_NOT_AVAILABLE, P_INVALID_INTERFACE_TYPE
Method

periodicLocationReportingStartReq()

Request for periodic mobile location reports on one or several users.

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

P_UNKNOWN_SUBSCRIBER

The end-user is not subscribed to the application.

P_APPLICATION_NOT_ACTIVATED

The end-user has de-activated the application.

P_INFORMATION_NOT_AVAILABLE

The requests violates the end-user's privacy setting.

Returns: assignmentId 

Specifies the assignment ID of the periodic location-reporting request. 

Parameters

appLocationCamel : in IpAppUserLocationCamelRef

Specifies the application interface for callbacks from the User Location Camel service.
users : in TpAddressSet

Specifies the user(s) for which the location shall be reported.
reportingInterval : in TpDuration

Specifies the requested interval in seconds between the reports.
Returns

TpSessionID

Raises

TpCommonExceptions, P_INVALID_REPORTING_INTERVAL, P_REQUESTED_ACCURACY_CANNOT_BE_DELIVERED, P_REQUESTED_RESPONSE_TIME_CANNOT_BE_DELIVERED, P_UNKNOWN_SUBSCRIBER, P_APPLICATION_NOT_ACTIVATED, P_INFORMATION_NOT_AVAILABLE, P_INVALID_INTERFACE_TYPE
Method

periodicLocationReportingStop()

This method stops the sending of periodic mobile location reports for one or several users.

Raises the following exceptions:

P_INVALID_ASSIGNMENT_ID

The assignment ID does not correspond to one of a valid assignment. 

Parameters

stopRequest : in TpMobilityStopAssignmentData

Specifies how the assignment shall be stopped, i.e. if whole or just parts of the assignment should be stopped.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID
Method

triggeredLocationReportingStartReq()

Request for user location reports, containing mobile related information, when the location is changed (the report is triggered by the location change).

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

P_UNKNOWN_SUBSCRIBER

The end-user is not subscribed to the application.

P_APPLICATION_NOT_ACTIVATED

The end-user has de-activated the application.

P_INFORMATION_NOT_AVAILABLE

The requests violates the end-user's privacy setting.

Returns: assignmentId 

Specifies the assignment ID of the triggered location-reporting request. 

Parameters

appLocationCamel : in IpAppUserLocationCamelRef

Specifies the application interface for callbacks from the User Location Camel service.
users : in TpAddressSet

Specifies the user(s) for which the location shall be reported.
trigger : in TpLocationTriggerCamel

Specifies the trigger conditions.
Returns

TpSessionID

Raises

TpCommonExceptions,P_UNKNOWN_SUBSCRIBER,P_APPLICATION_NOT_ACTIVATED,P_INFORMATION_NOT_AVAILABLE, P_INVALID_INTERFACE_TYPE
Method

triggeredLocationReportingStop()

Request that triggered mobile location reporting should stop.

Raises the following exceptions:

P_INVALID_ASSIGNMENT_ID

The assignment ID does not correspond to one of a valid assignment. 

Parameters

stopRequest : in TpMobilityStopAssignmentData

Specifies how the assignment shall be stopped, i.e. if whole or just parts of the assignment should be stopped.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID
8.3.1 Interface Class IpUserLocationEmergency 

Inherits from: IpService.
The application programmer can use this interface to obtain the location of users who initiate emergency calls. 

<<Interface>>

IpUserLocationEmergency



emergencyLocationReportReq (appEmergencyLocation : in IpAppUserLocationEmergencyRef, request : in TpUserLocationEmergencyRequest) : TpSessionID

subscribeEmergencyLocationReports (appEmergencyLocation : in IpAppUserLocationEmergencyRef) : TpSessionID

unSubscribeEmergencyLocationReports (assignmentId : in TpSessionID) : void



Method

emergencyLocationReportReq()

Request of report on the location for one user that is making an emergency call.

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

Returns: assignmentId 

Specifies the assignment ID of the emergency location-report request. 

Parameters

appEmergencyLocation : in IpAppUserLocationEmergencyRef

Specifies the application interface for callbacks from the User Location Emergency service.
request : in TpUserLocationEmergencyRequest

Specifies among others the identity of the user or terminal, requested location type, accuracy, response time and priority.
Returns

TpSessionID

Raises

TpCommonExceptions, P_UNKNOWN_SUBSCRIBER, P_INFORMATION_NOT_AVAILABLE, P_APPLICATION_NOT_ACTIVATED, P_INVALID_INTERFACE_TYPE
Method

subscribeEmergencyLocationReports()

Subscribe to network initiated emergency user location reports.

A method parameter has an invalid value.

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

Returns: assignmentId 

Specifies the assignment ID of the subscription. 

Parameters

appEmergencyLocation : in IpAppUserLocationEmergencyRef

Specifies the application interface for callbacks from the User Location Emergency service.
Returns

TpSessionID

Raises

TpCommonExceptions, P_INVALID_INTERFACE_TYPE
Method

unSubscribeEmergencyLocationReports()

This method cancels a subscription to network initiated emergency user location reports.

Raises the following exceptions:

P_INVALID_ASSIGNMENT_ID

The assignment ID does not correspond to one of a valid assignment. 

Parameters

assignmentId : in TpSessionID

Specifies the assignment ID of the subscription.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID

8.4.2 Interface Class IpUserStatus 

Inherits from: IpService.
The application programmer can use this interface to obtain the status of fixed, mobile and IP-based telephony users. 

<<Interface>>

IpUserStatus



statusReportReq (appStatus : in IpAppUserStatusRef, users : in TpAddressSet) : TpSessionID

triggeredStatusReportingStartReq (appStatus : in IpAppUserStatusRef, users : in TpAddressSet) : TpSessionID

triggeredStatusReportingStop (stopRequest : in TpMobilityStopAssignmentData) : void



Method

statusReportReq()

Request for a report on the status of one or several users.

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

Returns: assignmentId 

Specifies the assignment ID of the status-report request. 

Parameters

appStatus : in IpAppUserStatusRef

Specifies the application interface for callbacks from the User Status service.
users : in TpAddressSet

Specifies the user(s) for which the status shall be reported.
Returns

TpSessionID

Raises

TpCommonExceptions, P_UNKNOWN_SUBSCRIBER, P_INFORMATION_NOT_AVAILABLE, P_APPLICATION_NOT_ACTIVATED, P_INVALID_INTERFACE_TYPE
Method

triggeredStatusReportingStartReq()

Request for triggered status reports when one or several user's status is changed. The user status service will send a report when the status changes.

Raises the following exceptions:

P_NO_CALLBACK_ADDRESS_SET

The requested method has been refused, because no callback address is set.

P_RESOURCES_UNAVAILABLE

The required resources in the network are not available.  The application may try to invoke the method at a later time.

Returns: assignmentId 

Specifies the assignment ID of the triggered status-reporting request. 

Parameters

appStatus : in IpAppUserStatusRef

Specifies the application interface for callbacks from the User Status service.
users : in TpAddressSet

Specifies the user(s) for which the status changes shall be reported.
Returns

TpSessionID

Raises

TpCommonExceptions, P_UNKNOWN_SUBSCRIBER, P_INFORMATION_NOT_AVAILABLE, P_APPLICATION_NOT_ACTIVATED, P_INVALID_INTERFACE_TYPE
Method

triggeredStatusReportingStop()

This method stops the sending of status reports for one or several users.

Raises the following exceptions:

P_INVALID_ASSIGNMENT_ID

The assignment ID does not correspond to one of a valid assignment. 

Parameters

stopRequest : in TpMobilityStopAssignmentData

Specifies how the assignment shall be stopped, i.e. if whole or just parts of the assignment should be stopped.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID
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