3GPP TSG_CN5 (Open Service Access – OSA)

Meeting #14, Brighton, UK, 16 – 19 October 2001
N5-011020

Source:
Lucent Technologies, andybennett@lucent.com
Title:
Call Control Editorials
Agenda Item:

Document for:
Decision/Approval

Category:

Work Item ID:
OSA1
Doc Summary:
This document contains a list of editorial corrections that need to be made to the ETSI 120070 series of specifications.
Specs involved:
120070
This document contains a list of editorial changes that should be made to the ETSI 120070.  Lucent feels that these changes are necessary in order to provide a clearer, understandable and readable specification.

120070-4
- CALL CONTROL

6.1.11 Prepaid Sequence Diagram -  last sentence of second paragraph says "will received".

6.3.1 setCallLoadControl.  Typos in second paragraph: "assignementID" and "callOverlloadEncountered" - too many l's in overload!


6.3.2  callNotificationInterrupted.  "temporary" should be "temporarily".

6.3.2, 6.3.4, 7.3.2, 7.3.6   All references to P_MONITOR_MODE_INTERRUPTED and P_MONITOR_MODE_INTERRUPT  should be P_CALL_MONITOR_MODE_INTERRUPT.

6.4.1.1  Active State:  Typo "applicatoin".

6.4.2.11 Application Released State: "possilbe".

7
Remove references to 3GPP Rel 4 and CAMEL.

7.1.1 Application Initiated Call Setup: "reqiested".

7.3
Reword the first paragraph to avoid referring to MPCCS enhancing GCCS functionality, or at least make it clear that this doesn’t imply inheritance.

7.3.1 createNotification(): typo on last sentence: "thye" should be "the".

7.3.1 changeNotification(): typo in parameters section "assigment".

7.3.1 setCallLoadControl(): Typos in second paragraph: "assignementID" and "callOverlloadEncountered" - too many l's in overload!

7.3.2  managerInterrupted.  "temporary" should be "temporarily".

7.3.3 createAndRouteCallLegReq(): eventsRequested parameter contains a typo "adress analysed".

7.3.5 setChargePlan(): Typo in "... for the cal leg".

7.4.2
STD for IpMultiPartyCall shows deassign instead of deassignCall.

7.4.2.4  some of the method names start with a capital letter.

7.4.3.1.1 Note 1: "intitial"

7.4.3.1.3  The first sentence of the first exit event contains a double "and".

7.6.2  TpCallNotificationRequest contains a typo in the element name for scope (yet the IDL is correct!)

7.6.2  TpCallAppInfo - the element type for P_CALL_APP_ALERTING_MECHANISM is called "TP..." instead of "Tp...".

7.6.2 TpReleaseCause - P_USER_NOT_AVAILABLE is misspelt.

8.1.3 1) typo in AppMultiMediaCallControlManager.

8.1.4  destroyMediaNotification references "enable..Notification" which should be "enableMediaNotification".

8.5.1 TpMediaStreamEventType, the description for SUBTRACTED has a typo "substracted".

Typo in the IDL for TpMediaStreamEventType: P_MEDIA_STREAM_SUBSTRACTED.  This is odd because the actual name is correct in the spec!

9.3 penultimate bullet point: typo in "reserveration".

9.3 final bullet point, the sentence should end with "... using the createConference method in the IpConferenceCallControlManager interface."

9.3.1 reserveResources, appInterface description, second sentence: "applicaiton".

9.3.5  bullet point 3) references "subconfernece"

9.5.2 TpConfPolicyType - last paragraph, typos in "mulit-media" and in "multi-meda".  Also "mulit-media" in the description of P_CONFERENCE_POLICY_MULTIMEDIA.

10  TpCallBearerService - the description for P_CALL_BEARER_SERVICE_DIGITALUNRESTRICTEDTONES states "Unrestricted digital information with tomes/announcements", containing a typo: "tomes" should be "tones".

10  TpCallNetworkAccessType.  The name says P_CALL_NETWORK_ACCESS_TYPE_XDSL, but the description transposes the "L" and the "S": xDLS

