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The chairSelection and floorRequest methods need to provide the leg session ID to indicate which call leg is making the request. 
Specs involved:
120070_4
9.3.6 Interface Class IpAppSubConfCall 
Inherits from: IpAppMultiMediaCall 
The Sub Conference Call application interface allows the application to handle call responses and state reports from a sub conference. 
<<Interface>>

IpAppSubConfCall



chairSelection (subConferenceSessionID : in TpSessionID, callLegSessionID : in TpSessionID) :  void
floorRequest (subConferenceSessionID : in TpSessionID, callLegSessionID : in TpSessionID) :  void


Method

chairSelection()

This method is used to inform the application about the chair selection requests from the network. It is used to interwork with H.323 conference signalling. The application can grant the request by calling the selectChair method on the subconference.


Parameters 

subConferenceSessionID : in TpSessionID

Specifies the session ID of the subconference where the chair request originates.
callLegSessionID : in TpSessionID

Specifies the session ID of the call leg making the chair request.
Returns

mpccs::TpCallLegIdentifier

Method

floorRequest()

This method is used to inform the application about the floor requests from the network. It is used to interwork with H.323 conference signalling. The application can grant the request by calling the appointSpeaker method.


Parameters 

subConferenceSessionID : in TpSessionID

Specifies the session ID of the subconference where the floor request originates.
callLegSessionID : in TpSessionID

Specifies the session ID of the call leg making the floor request.

Returns

mpccs::TpCallLegIdentifier
