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4.1.1 Interface Class IpAppMultiPartyCall 
Inherits from: IpInterface 
The Multi-Party call application interface is implemented by the client application developer and is used to handle call request responses and state reports. 
<<Interface>>

IpAppMultiPartyCall



getInfoRes (callSessionID : in TpSessionID, callInfoReport : in TpCallInfoReport) : void

getInfoErr (callSessionID : in TpSessionID, errorIndication : in TpCallError) : void

superviseRes (callSessionID : in TpSessionID, report : in TpCallSuperviseReport, usedTime : in TpDuration) : void

superviseErr (callSessionID : in TpSessionID, errorIndication : in TpCallError) : void

callEnded (callSessionID : in TpSessionID, report : in TpCallEndedReport) : void

createAndRouteCallLegErr (callSessionID : in TpSessionID, callLegSessionID : in TpSessionID, errorIndication : in TpCallError) : void



Method

getInfoRes()

This asynchronous method reports time information of the finished call or call attempt as well as release cause depending on which information has been requested by getInfoReq. This information may be used e.g. for charging purposes. The call information will possibly be sent after reporting of all cases where the call or a leg of the call has been disconnected or a routing failure has been encountered.


 

Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call.
callInfoReport : in TpCallInfoReport

Specifies the call information requested.
Method

getInfoErr()

This asynchronous method reports that the original request was erroneous, or resulted in an error condition. 

Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call.
errorIndication : in TpCallError

Specifies the error which led to the original request failing.
Method

superviseRes()

This asynchronous method reports a call supervision event to the application when it has indicated it's interest in these kind of events.

It is also called when the connection is terminated before the supervision event occurs. Furthermore, this method is invoked as a response to the request also when a tariff switch happens in the network during an active call. 

Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call
report : in TpCallSuperviseReport

Specifies the situation which triggered the sending of the call supervision response.
usedTime : in TpDuration

Specifies the used time for the call supervision (in milliseconds).
Method

superviseErr()

This asynchronous method reports a call supervision error to the application. 

Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call.
errorIndication : in TpCallError

Specifies the error which led to the original request failing.
Method

callEnded()

This method indicates to the application that the call has terminated in the network. 

Note that the event that caused the call to end might have been received separately if the application was monitoring for it. 

Parameters 

callSessionID : in TpSessionID

Specifies the call sessionID.
report : in TpCallEndedReport

Specifies the reason the call is terminated.
Method

createAndRouteCallLegErr()

This asynchronous method indicates that the request to route the call to the destination party was unsuccessful - the call could not be routed to the destination party (for example, the network was unable to route the call, the parameters were incorrect, the request was refused, etc.). Note that the event cases that can be monitored and correspond to an unsuccessful setup of a connection (e.g. busy, no_answer) will be reported by eventReportRes() and not by this operation. 

Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call.
callLegSessionID : in TpSessionID
Specifies the reference to the CallLeg interface that was created.
errorIndication : in TpCallError

Specifies the error which led to the original request failing.
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