Page 1



3GPP TSG_CN5 (Open Service Access – OSA) 
N5-0111064
Meeting #14, Brighton, UK, 16 – 19 October 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	29.198-4
	CR
	CRNum
	(

rev
	-
	(

Current version:
	4.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	Correction to TpCallAppInfo and TpReleaseCause Data Definitions

	
	

	Source:
(

	Lucent Technologies / ETSI

	
	

	Work item code:
(

	OSA1
	
	Date: (

	17th October 2001

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	Three data definitions are incorrect due to typing errors which result in technical errors

	
	

	Summary of change:
(

	TpCallAppInfo (GCC and MPCC) and TpReleaseCause updated

	
	

	Consequences if 
(

not approved:
	The IDL will be incorrect or out of sync with the Word document

	
	

	Clauses affected:
(

	7.6.2

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


**** FIRST MODIFIED SECTION ****
6.6.2
Generic Call Control Data Definitions
TpCallAppInfo

Defines the Tagged Choice of Data Elements that specify application-related call information.

	
	Tag Element Type
	

	
	TpCallAppInfoType
	


	Tag Element

Value
	Choice Element

Type
	Choice Element Name

	P_CALL_APP_ALERTING_MECHANISM
	TpCallAlertingMechanism
	CallAppAlertingMechanism

	P_CALL_APP_NETWORK_ACCESS_TYPE
	TpCallNetworkAccessType
	CallAppNetworkAccessType

	P_CALL_APP_TELE_SERVICE
	TpCallTeleService
	CallAppTeleService

	P_CALL_APP_BEARER_SERVICE
	TpCallBearerService
	CallAppBearerService

	P_CALL_APP_PARTY_CATEGORY
	TpCallPartyCategory
	CallAppPartyCategory

	P_CALL_APP_PRESENTATION_ADDRESS
	TpAddress
	CallAppPresentationAddress

	P_CALL_APP_GENERIC_INFO
	TpString
	CallAppGenericInfo

	P_CALL_APP_ADDITIONAL_ADDRESS
	TpAddress
	CallAppAdditionalAddress


**** NEXT MODIFIED SECTION ****
7.6.2
Multi-Party Call Control Data Definitions
TpCallAppInfo

Defines the Tagged Choice of Data Elements that specify application-related call information.

	
	Tag Element Type
	

	
	TpCallAppInfoType
	


	Tag Element

Value
	Choice Element

Type
	Choice Element

Name

	P_CALL_APP_ALERTING_MECHANISM
	TpCallAlertingMechanism
	CallAppAlertingMechanism

	P_CALL_APP_NETWORK_ACCESS_TYPE
	TpCallNetworkAccessType
	CallAppNetworkAccessType

	P_CALL_APP_TELE_SERVICE
	TpCallTeleService
	CallAppTeleService


TpReleaseCause

Defines the reason for a release.

	Name
	Value
	Description

	P_UNDEFINED
	0
	The reason of release isn’t known, because no info was received from the network.

	P_USER_NOT_AVAILABLE
	1
	The user isn’t available in the network. This means that the number isn’t allocated or that the user isn’t registered.

	P_BUSY
	2
	The user is busy.

	P_NO_ANSWER
	3
	No answer was received

	P_NOT_REACHABLE
	4
	The user terminal isn’t reachable

	P_ROUTING_FAILURE
	5
	A routing failure occurred. For example an invalid address was received

	P_PREMATURE_DISCONNECT
	6
	The user disconnected the call / call leg during the setup phase.

	P_DISCONNECTED
	7
	A disconnect was received.

	P_CALL_RESTRICTED
	8
	The call was subject of restrictions

	P_UNAVAILABLE_RESOURCE
	9
	The request could not be carried out as no resources were available.

	P_GENERAL_FAILURE
	10
	A general network failure occurred.

	P_TIMER_EXPIRY
	11
	The call / call leg was released because an activity timer expired.
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