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6.3.1 Interface Class IpCallControlManager 
Inherits from: IpService 
This interface is the 'service manager' interface for the Generic Call Control Service.  The generic call control manager interface provides the management functions to the generic call control service. The application programmer can use this interface to provide overload control functionality, create call objects and to enable or disable call-related event notifications. 
…

Method

disableCallNotification()

This method is used by the application to disable call notifications.  

Parameters 

assignmentID : in TpAssignmentID

Specifies the assignment ID given by the generic call control manager interface when the previous enableNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs exception P_INVALID_ASSIGNMENTID will be raised. If two callbacks have been registered under this assignment ID both of them will be disabled.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID

7.3.1 Interface Class IpMultiPartyCallControlManager 
Inherits from: IpService 
This interface is the 'service manager' interface for the Multi-party Call Control Service.  The multi-party call control manager interface provides the management functions to the multi-party call control service. The application programmer can use this interface to provide overload control functionality, create call objects and to enable or disable call-related event notifications.  The action table associated with the STD shows in what state the IpMultiPartyCallControlManager must be if a method can successfully complete.  In other words, if the IpMultiPartyCallControlManager is in another state the method will throw an exception immediately.

…

Method

destroyNotification()

This method is used by the application to disable call notifications.  

Parameters 

assignmentID : in TpAssignmentID

Specifies the assignment ID given by the generic call control manager interface when the previous enableNotification() was called. If the assignment ID does not correspond to one of the valid assignment IDs the exception P_INVALID_ASSIGNMENTID will be raised. If two callbacks have been registered under this assignment ID both of them will be disabled.
Raises

TpCommonExceptions, P_INVALID_ASSIGNMENT_ID

8.3.1 Interface Class IpMultiMediaCallControlManager 
Inherits from: IpMultiPartyCallControlManager 
The Multi Media Call Control Manager is the factory interface for creating multimedia calls. The multi-media call control manager interface provides the management functions to the multi-media call control service.  The application programmer can use this interface to create, destroy, change and get media stream related notifications.

…

Method

destroyMediaNotification()

This method is used by the application to disable Multi Media Channel notifications 

Parameters 

assignmentID : in TpAssignmentID

Specifies the assignment ID given by the Multi Media call control manager interface when the previous enable..Notification was called. If the assignment ID does not correspond to one of the valid assignment IDs the exception code P_INVALID_ASSIGNMENTID will be raised.
Raises

TpCommonExceptions
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