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1.
Introduction

During the updating of ES 201 915-4 to take account of the changes agreed in the Munich and Brighton meetings, a number of errors were discovered among the data types.  These are typographical errors, but they are not editorial, in that they change names of elements in Enumerated, Sequence, and Tagged Element types.

This document proposes to correct these errors within the Parlay 3.1 timeframe.  Not correcting them for Parlay 3.1 could lead to backward compatibility problems if they were left to Parlay 4.0 to be corrected.

A corresponding CR has been produced to cover these corrections which are within the scope of 3GPP.

2.
Detailed Changes

2.1 Multi Party Call Control

The following data types are proposed to be corrected in clause 7.6.2

TpAppMultiPartyCallBack

Defines the Tagged Choice of Data Elements that references the application callback  interfaces

	
	Tag Element Type
	

	
	TpAppMultiPartyCallBackRefType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_APP_CALLBACK_UNDEFINED
	NULL
	Undefined

	P_APP_MULTIPARTY_CALL_CALLBACK
	IpAppMultiPartyCallRef
	AppMultiPartyCall

	P_APP_CALL_LEG_CALLBACK
	IpAppCallLegRef
	AppCallLeg

	P_APP_CALL_AND_CALL_LEG_CALLBACK
	TpAppCallLegCallBack
	AppMultiPartyCallAndCallLeg


TpAppCallLegCallBack

Defines the Sequence of Data Elements that references a call and  a call leg application interface.  

	Sequence Element Name
	Sequence Element Type
	

	AppMultiPartyCall
	IpAppMultiPartyCallRef
	

	AppCallLegSet
	TpAppCallLegRefSet
	Specifies the set of all call leg call back references. First in the set is the reference to the call back of the originating callLeg.  In case there is a call back to a destination call leg this will be second in the set.


2.2 Multi Media Call Control

The following data types are proposed to be corrected in clause 8.5.2

TpAppMultiMediaCallBack

Defines the Tagged Choice of Data Elements that references the application callback  interfaces

	
	Tag Element Type
	

	
	TpAppMultiMediaCallBackRefType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_APP_CALLBACK_UNDEFINED
	NULL
	Undefined

	P_APP_MULTIMEDIA_CALL_CALLBACK
	IpAppMultiMediaCallRef
	AppMultiMediaCall

	P_APP_CALL_LEG_CALLBACK
	IpAppMultiMediaCallLegRef
	AppMultiMediaCallLeg

	P_APP_CALL_AND_CALL_LEG_CALLBACK
	TpAppMultiMediaCallLegCallBack
	AppMultiMediaCallAndCallLeg


TpAppMultiMediaCallBackRefType

Defines the type application call back interface. 

	Name
	Value
	Description

	P_APP_CALLBACK_UNDEFINED
	0
	Application Call back interface undefined

	P_APP_MULTIMEDIA_CALL_CALLBACK
	1
	Application Multi-Media Call interface referenced

	P_APP_CALL_LEG_CALLBACK
	2
	Application Multi-Media CallLeg interface referenced

	P_APP_CALL_AND_CALL_LEG_CALLBACK
	3
	Application Multi-Media Call and CallLeg interface referenced


TpAppMultiMediaCallLegCallBack

Defines the Sequence of Data Elements that references a call and  a call leg application interface.
	Sequence Element Name
	Sequence Element Type
	

	AppMultiMediaCall
	IpAppMultiMediaCallRef
	

	AppCallLegSet
	TpAppMultiMediaCallLegRefSet
	Specifies the set of all call leg call back references. First in the set is the reference to the call back of the originating callLeg.  In case there is a call back to a destination call leg this will be second in the set.


TpMediaNotificationRequested 

Defines the Sequence of Data Elements that specify the criteria relating to event requests.

	Sequence Element Name
	Sequence Element Type

	AppNotificationMediaRequest
	TpNotificationMediaRequest

	AssignmentID
	TpInt32


2.3 Conference Call Control

The following data types are proposed to be corrected in clause 9.5.2

TpConfSearchCriteria

Defines the Sequence of Data Elements that specify the criteria for doing a search for available conference resources.

	Sequence Element Name
	Sequence Element Type

	StartSearch
	TpDateAndTime

	StopSearch
	TpDateAndTime

	RequestedResources
	TpInt32

	RequestedDuration
	TpDuration


