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	Reason for change:
(

	Method routeReq() in interface IpCallLeg has a parameter called targetAddess, when it should be called targetAddress.
The equivalent parameter in IpMultiPartyCall.createAndRouteCallLegReq() is correctly spelt targetAddress.

Method setAdviceOfCharge() in the same interface has a parameter called tarrifSwitch, when it should be called tariffSwitch.  
The equivalent parameter in IpMultiPartyCall.setAdviceOfCharge is correctly spelt tariffSwitch.

	
	

	Summary of change:
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	Change parameter targetAddess in IpCallLeg.routeReq() to targetAddress.
Change parameter tarrifSwitch in IpCallLeg.setAdviceOfCharge to tariffSwitch.
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not approved:
	This change has a direct impact on implementation code.  If it is not corrected in the specifications, some implementors might correct this, others will follow the specification, and interworking problems will result.  
There should be no room in a specification of this sort for interpretation by implementors.  
Correcting this in later releases will have an impact on backward compatibility.
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7.3.5 Interface Class IpCallLeg 
Inherits from: IpService 
The call leg interface represents the logical call leg associating a call with an address. The call leg tracks its own states and allows charging summaries to be accessed. The leg represents the signalling relationship between the call and an address.  An application that uses the IpCallLeg interface to set up connections has good control, e.g. by defining leg specific event request and can obtain call leg specific report and events. 
	<<Interface>>

IpCallLeg

	

	routeReq (callLegSessionID : in TpSessionID, targetAddress : in TpAddress, originatingAddress : in TpAddress, appInfo : in TpCallAppInfoSet, connectionProperties : in TpCallLegConnectionProperties) : void

eventReportReq (callLegSessionID : in TpSessionID, eventsRequested : in TpCallEventRequestSet) : void

release (callLegSessionID : in TpSessionID, cause : in TpReleaseCause) : void

getInfoReq (callLegSessionID : in TpSessionID, callLegInfoRequested : in TpCallLegInfoType) : void

getCall (callLegSessionID : in TpSessionID) : TpMultiPartyCallIdentifier

attachMediaReq (callLegSessionID : in TpSessionID) : void

detachMediaReq (callLegSessionID : in TpSessionID) : void

getCurrentDestinationAddress (callLegSessionID : in TpSessionID) : TpAddress

continueProcessing (callLegSessionID : in TpSessionID) : void

setChargePlan (callLegSessionID : in TpSessionID, callChargePlan : in TpCallChargePlan) : void

setAdviceOfCharge (callLegSessionID : in TpSessionID, aOCInfo : in TpAoCInfo, tariffSwitch : in TpDuration) : void

superviseReq (callLegSessionID : in TpSessionID, time : in TpDuration, treatment : in TpCallLegSuperviseTreatment) : void

deassign (callLegSessionID : in TpSessionID) : void
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