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The following three slides are taken from the revised 3GPP work plan as approved at TSG plenary #15.

This contribution is intended for the SA1 OSA SWG and CN5 joint session.

It should result in a common understanding of outstanding work to be done for harmonised deliveries in the Release 5 timeframe.

Further work should be discussed and, if needed, additional joint sessions could be agreed.

OSA related slides from the 3GPP work plan:
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OSA (1/3)

Feature re-structured

.

.

Stage 1 is completed — CRs on:
— Security requirements on User Profile Management
— OSA support of a Generic Network Interface Function (CN
question: for Rel-6 ?->not for rel-5)
— Retrieval of IP Session Information (CN question: for Rel-6 ? -
>not for rel-5)
— Charging Requirements
->Stage 1 should be aligned
Note: OSA WID for “OSA Rel-6” or “OSA enhancements
2” approved at SA#15

.
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A GLOBAL INITIATIVE

OSA (2/3) — BBs on schedule

 All the Items below are targeted June 2002
— OSA APIs for Multi-media : 70 % completed

— Retrieval of Terminal Capabilities: completed except for IMS
aspects, still to be addressed by SA2.

— Framework: Stage 3: 65 % (ongoing dialogue between N5 and SA3).

— Generic User Interaction: Stage 2: architectural mapping in
CS/PS/IMS still needs to be documented, Stage 3: 65 %

— Charging: work ready (Stage 3: 95%), CR in 06/2002

— Policy Management: work ready (Stage 3: 95%), CR in 06/2002

— Presence & Availability Management: work ready (Stage 3: 90%),
subset for 3GPP needs still to be created and reviewed, CR in
06/2002

— Call Control mapping to ISC: Stage 3: 70%

— WSDL APIs for HTTP/SOAP transport: 90% (automatic mapping
rules from UML created, WSDL APIs generated, CRs need to be
produced)
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Keeping the slides in mind there are several question to SA1 and the search for some clarifications:

1. Is the requirement on Generic Interface Function for Release 5?

Proposed answer from SA1:

No, it is not required for Release 5, possibly Release 6.

2. Is the requirement on IP session information retrieval for Release 5?

Proposed answer from SA1:

No, it is not required for Release 5, possibly Release 6.

3. What is needed to align charging requirements in stage 1 from CN5 point of view?

Answer from CN5 expected:

4. There are two OSA WI: “OSA – Rel 6” and “OSA enhancements 2”. Are the WID´s identical or different, how is the owner?

Proposed answer:

5. What are the security concerns in the Framework requirements and what is the progress on the CN5 to SA3 dialogue?

Answer from CN5 expected:

6. Can we remove the Journaling function from Rel 5?

LS from CN5 to SA1 available.

During the discussion in SA1 SWG OSA#12, the Journalling Functions was reviewed. As a result, SA1 SWG OSA felt the current requirements misleading and insufficient. SA1 SWG OSA agreed to re-study the Journalling function and remove it form the Release 5 list of requirements. For Release 6 it should be re-introduced with a clearer requirements  and scope. This information will be part of a LS back to CN5 in S1-020863.

7. Can we remove the User profile management function from Rel 5?

Proposed answer from SA1:

A proposal to delete it was submitted to SA1 SWG OSA. UPM is indicated in the SA1  ranking of all R5 OSA features with a low priority. 

8. Can we remove the Information Service function from Rel 5?

Proposed answer from SA1:

A proposal to delete it was submitted to SA1 SWG OSA. IS is indicated in the SA1  ranking of all R5 OSA features with a low priority.
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Which clarifications are needed to complete the Network Capability Retrieval Function?

A CR on the subject was approved at SA#15; 

Answer from CN5 expected:

Align future work between SA1 OSA (and SA2 VHE) and CN5?

Meeting dates in 2002:

	SA1 OSA
	SA2 VHE
	CN5
	CN SA plenary
	

	
	22 – 26 April
	
	
	

	13 – 17 May
	
	13 – 17 May 
	
	Completion of R5

	
	
	
	5 – 13 June
	

	
	24 – 28 June
	
	
	

	8 – 12 July
	
	8 – 12 July 
	
	

	12 – 16 August
	
	
	
	

	
	19 – 23 August
	
	
	

	
	
	
	4 – 12 September
	

	14 – 18 October
	14 – 18 October
	
	
	

	11 – 15 November
	11 – 15 November
	
	
	

	
	
	
	4 – 12 December
	


Possible dates for joint sessions:

· In the week between 24 and 28 of June or

· Late July
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