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Introduction

In the CN5#17 meeting in Sophia Antipolis a spelling error was identified when discussion N5-020246. The meeting report, and the ToDo list item nr. 20, indicate this was agreed to be corrected. This contribution implements the agreed correction.

Detailed Change

**** FIRST MODIFIED SECTION ****
6.17 TpRelaseCause, mapping to SIP response
Table 6‑17: TpReleaseCause Table mapping to SIP

	From: TpReleaseCause

	To: SIP
	Remark

	P_UNDEFINED
	N/A
See Note 3
	

	P_USER_NOT_AVAILABLE
	480 Temporarily Unavailable
	The callee is currently unavailable.
Normal call clearing, unspecified reason.

Note: No support for inclusion of additional information in the Retry-After header.
This header in the response may indicate a better time to call. 

	P_BUSY
	486 Busy Here
	The callee is currently not willing or able to take additional calls (user busy).

Note: No support for include additional information in the Retry-After header.
This header in the response may indicate a better time to call.

	P_NO_ANSWER
	603 Decline
	The callee explicitly does not wish to or cannot participate in the call.

Note: No support for include additional information in the Retry-After header.
This header in the response may indicate a better time to call.

	P_NOT_REACHABLE
	480 Temporarily Unavailable


	The callee is currently unavailable.
The user is absent or not reachable e.g. MS turned off or out of coverage area.

	P_ROUTING_FAILURE
	404 Not Found
	The user does not exist at the domain specified in the Request-URI. This status is also returned if the domain in the Request-URI does not match any of the domains handled by the recipient of the request.

	P_PREMATURE_DISCONNECT
	N/A
See Note 3
 
	

	P_DISCONNECTED
	N/A 

See Note2.
See Note 3
	Normal call clearing.

Recommended value when an established session is to be released.


	P_CALL_RESTRICTED
	403 Forbidden

	

	P_UNAVAILABLE_RESOURCE
	503 Service Unavailable
	

	P_GENERAL_FAILURE
	500 Server Internal Error

	

	P_TIMER_EXPIRY
	408 Request Timeout
	 

	P_Unsupported_media
	415 Unsupported Media Type
	The media type is not supported, or not allowed to be used by the user.

	Note 1 : SIP CANCEL will be sent if any pending invitations (INVITE) to be cancelled in response to the release() method  independent of TpReleaseCause value

Note 2: SIP BYE will be sent if an established session (SIP leg) is to be released in response to the release()  method independent of TpReleaseCause value. However, the recommended value is in this case P_DISCONNECTED. 

Note 3: Where no mapping is defined, a default mapping to 480 Temporarily Unavailable is recommended.
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