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7.3.3

Integrity Management Interface Classes
7.3.3.1

Interface Class IpAppFaultManager 

Inherits from: IpInterface.
This interface is used to inform the application of events that affect the integrity of the Framework, Service or Client Application.  The Fault Management Framework will invoke methods on the Fault Management Application Interface that is specified when the client application obtains the Fault Management interface: i.e. by use of the obtainInterfaceWithCallback operation on the IpAccess interface 

	<<Interface>>

IpAppFaultManager

	

	activityTestRes (activityTestID : in TpActivityTestID, activityTestResult : in TpActivityTestRes) : void

appActivityTestReq (activityTestID : in TpActivityTestID) : void

fwFaultReportInd (fault : in TpInterfaceFault) : void

fwFaultRecoveryInd (fault : in TpInterfaceFault) : void

svcUnavailableInd (serviceID : in TpServiceID, reason : in TpSvcUnavailReason) : void

genFaultStatsRecordRes (faultStatistics : in TpFaultStatsRecord, serviceIDs : in TpServiceIDList) : void

fwUnavailableInd (reason : in TpFwUnavailReason) : void

activityTestErr (activityTestID : in TpActivityTestID) : void

genFaultStatsRecordErr (faultStatisticsError : in TpFaultStatisticsError, serviceIDs : in TpServiceIDList) : void

<< deprecated >> appUnavailableInd () : void
appUnavailableIndication (serviceID: in TpServiceID) : void
genFaultStatsRecordReq (timePeriod : in TpTimeInterval) : void




Method

activityTestRes()

The framework uses this method to return the result of a client application-requested activity test. 

Parameters

activityTestID : in TpActivityTestID

Used by the client application to correlate this response (when it arrives) with the original request.
activityTestResult : in TpActivityTestRes

The result of the activity test.
Method

appActivityTestReq()

The framework invokes this method to test that the client application is operational. On receipt of this request, the application must carry out a test on itself, to check that it is operating correctly.  The application reports the test result by invoking the appActivityTestRes method on the IpFaultManager interface. 

Parameters

activityTestID : in TpActivityTestID

The identifier provided by the framework to correlate the response (when it arrives) with this request.
Method

fwFaultReportInd()

The framework invokes this method to notify the client application of a failure within the framework. The client application must not continue to use the framework until it has recovered (as indicated by a fwFaultRecoveryInd).  

Parameters

fault : in TpInterfaceFault

Specifies the fault that has been detected by the framework.
Method

fwFaultRecoveryInd()

The framework invokes this method to notify the client application that a previously reported fault has been rectified.  The application may then resume using the framework.  

Parameters

fault : in TpInterfaceFault

Specifies the fault from which the framework has recovered.
Method

svcUnavailableInd()

The framework invokes this method to inform the client application that it can no longer use its instance of the indicated service. On receipt of this request, the client application must act to reset its use of the specified service (using the normal mechanisms, such as the discovery and authentication interfaces, to stop use of this service instance and begin use of a different service instance). 

Parameters

serviceID : in TpServiceID

Identifies the affected service.
reason : in TpSvcUnavailReason

Identifies the reason why the service is no longer available
Method

genFaultStatsRecordRes()

This method is used by the framework to provide fault statistics to a client application in response to a genFaultStatsRecordReq method invocation on the IpFaultManager interface.  

Parameters

faultStatistics : in TpFaultStatsRecord

The fault statistics record.
serviceIDs : in TpServiceIDList

Specifies the framework or services that are included in the general fault statistics record.  If the serviceIDs parameter is an empty list, then the fault statistics are for the framework.
Method

fwUnavailableInd()

The framework invokes this method to inform the client application that it is no longer available. 

Parameters

reason : in TpFwUnavailReason

Identifies the reason why the framework is no longer available
Method

activityTestErr()

The framework uses this method to indicate that an error occurred during an application-initiated activity test.  

Parameters

activityTestID : in TpActivityTestID

Used by the application to correlate this response (when it arrives) with the original request.
Method

genFaultStatsRecordErr()

This method is used by the framework to indicate an error fulfilling the request to provide fault statistics, in response to a genFaultStatsRecordReq method invocation on the IpFaultManager interface. 

Parameters

faultStatisticsError : in TpFaultStatisticsError

The fault statistics error.
serviceIDs : in TpServiceIDList

Specifies the framework or services that were included in the general fault statistics record request.  If the serviceIDs parameter is an empty list, then the fault statistics were requested for the framework.
Method

appUnavailableInd()

The framework invokes this method to indicate to the application that the service instance has detected that it is not responding.  On receipt of this indication, the application must end its current session with the service instance.  
This method is deprecated and replaced by appUnavailableIndicator().
Parameters

No Parameters were identified for this method
Method

appUnavailableIndicator()

The framework invokes this method to indicate to the application that the service instance has detected that it is not responding.  On receipt of this indication, the application must end its current session with the service instance.  

Parameters

serviceID : in TpServiceID

Specifies the service for which the indication of unavailability was received.
Method

genFaultStatsRecordReq()

This method is used by the framework to solicit fault statistics from the client application, for example when the framework was asked for these statistics by a service instance by using the genFaultStatsRecordReq operation on the IpFwFaultManager interface. On receipt of this request, the client application must produce a fault statistics record, for the application during the specified time interval, which is returned to the framework using the genFaultStatsRecordRes operation on the IpFaultManager interface.  

Parameters

timePeriod : in TpTimeInterval

The period over which the fault statistics are to be generated. A null value leaves this to the discretion of the client application.
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