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This document contains a list of error corrections that should be made to the ETSI 120070 series of specifications.

Specs involved:
120070-5
This set of contributions contains a list of error corrections and clarifications that should be made to the ETSI 120070 series of specification documents.  Some of the items are plain errors that will cause problems with implementations or lead to an incorrect specification.  These items are marked in Bold.  Others are changes that we feel are necessary for removing any possible misunderstandings.

We feel that these changes are necessary in order to provide an understandable, readable and, above all, correct specification and ask the meeting to consider making whatever changes backwards compatibility will allow.

This document covers 120070-5: User Interaction.

120070-5
- USER INTERACTION

1. 5.2  Call Barring 1 Sequence Diagram.  The opening paragraph states: "... a prearranged event being received by the framework."  This is incorrect/misleading, as the User Interaction SCF, not the Framework, receives the event.

2. 5.3 Prepaid Sequence Diagram.  14) states that an announcement is being played but that is not what superviseCallRes does.  This is misleading and confusing.  The announcement is played within the network and the superviseCallRes is sent, but it doesn’t cause the announcement.

3. 8.1 The application can only pass in a call or a call leg into createUICall().  Passing in a leg may not be sufficient information to identify it as it was created in not only a different service instance, but in an entirely different service.  It should, if it isn’t already, be explicitly stated that call and call leg session IDs should be unique within the whole service.  This leads into the discussions ongoing between Andy Bennett and Eamonn Murray with regards to an interface between User Interaction and Call Control.

4. 8.1  The method description for destroyNotification references createNotification in a potentially confusing manner.  It should just say: "This method is used by the application to destroy previously created notification requests."

