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5.1.16
TpVersion

This data type is identical to TpString. It is used to uniquely identify the implemented version of the framework or an SCF. The syntax for this datatype is defined as:

P_<publishing body>_<version number>

Where:

<publishing body> is one of the strings listed in the table below.

	Character String Value
	Description

	PARLAY
	Specification released by The Parlay Group.

	ETSI
	Specification released by ETSI.

	3GPP
	Specification released by 3GPP.


<version number> consists of numbers separated by underscores (e.g. 3_1). It is recommended that not more than the two most significant numbers (major and minor version) of the version are used!
Examples of version strings are:

	Character String Value
	Description

	P_PARLAY_FW_3_1
	The Framework of Parlay v3.1

	P_ETSI_GCC_2_0
	The Generic Call Control SCF as released by ETSI with specification versions v2.0.x

	P_3GPP_DSC_4_3
	The Data Session Control SCF as released by 3GPP with specification versions v4.3.x.


Note that different version strings can be aliases of each other all pointing to the same SCF/Framework version.

5.4.4
Exceptions available to all methods on all interfaces

The following are the list of exception classes which are available to all interfaces of the API.

	Name
	Description

	P_APPLICATION_NOT_ACTIVATED
	An application is unauthorised to access information and request services with regards to users that have deactivated that particular application. 

 In case the request was for information related to multiple user identities the reference to user identities that are causing this exception will be returned in the extra information of the exception.

	P_INFORMATION_NOT_AVAILABLE
	The requested information is not available. A reason might be that the information is unavailable in the core network or that the application is unauthorised to access the information.An application is unauthorised to access information and request services with regards to users that have set their privacy flag regarding that particular service. In case the request was for information related to multiple user identities, the reference to user identities that are causing this exception will be returned in the extra information of the exception.

	P_INVALID_ADDRESS
	Invalid address specified

	P_INVALID_AMOUNT
	Invalid amount specified.

	P_INVALID_ASSIGNMENT_ID
	The assignment ID is invalid

	P_INVALID_CRITERIA
	Invalid criteria specified

	P_INVALID_CURRENCY
	Invalid currency specified.

	P_INVALID_EVENT_TYPE
	Invalid event type 

	P_INVALID_INTERFACE_NAME
	Invalid interface name

	P_INVALID_INTERFACE_TYPE
	The interface reference supplied by the client is the wrong type.

	P_INVALID_NETWORK_STATE
	Although the sequence of method calls is allowed by the gateway, the underlying protocol can not support it.

E.g., in some protocols some methods are only allowed by the protocol, when the call processing is suspended, e.g., after reporting an event that was monitored in interrupt mode.

	P_INVALID_SESSION_ID
	Invalid session ID.

	P_INVALID_TIME_AND_DATE_FORMAT
	Invalid date and time format provided

	P_SET_LENGTH_EXCEEDED
	The maximum set size is exceeded in a method parameter value.

	P_UNAUTHORISED_PARAMETER_VALUE
	A method parameter value  violates the Service Level Agreement

	P_UNKNOWN_SUBSCRIBER
	The subscriber is not known in the network or  the application is An application is unauthorised to access information and request services with regards to users that are not subscribed to the application.

  In case the request was for information related to multiple user identities, the reference to user identities that are causing this exception will be returned in the extra information of the exception.

	P_UNSUPPORTED_ADDRESS_PLAN
	An address contains an address plan which is not supported

	P_INVALID_VERSION
	An invalid version is specified.
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