Page 1



joint-API-group (Parlay, ETSI Project OSA, 3GPP TSG_CN WG5)
N5-021020

Meeting #21, Dublin, IRELAND, 28 – 31 October 2002

Source:
ETSI STF211 (Francois FISCHER)

Title:
Addition of status of methods to Mobility interfaces
Agenda Item:

Document for:
Decision
Category:


Work Item ID:
Parlay 3.3
Doc Summary:


Specs involved:

ETSI ES 201 915-6 v1.3.1

Reason for change:

There is no requirement in the standard about the necessity to implement all or only some of the methods defined for an interface.

Application developers will not know which methods will actually be available.

Proposed Change:

Add a statement that clarifies which methods are mandatory and which are optional.

8.3.1 Interface Class IpUserLocationEmergency 

Inherits from: IpService.
The application programmer can use this interface to obtain the location of users who initiate emergency calls. 

This interface shall be implemented by a User Location Emergency SCF.

The emergencyLocationReportReq() method, or the subscribeEmergencyLocationReports() and unSubscribeEmergencyLocationReports() methods shall be implemented as a minimum requirement.
	<<Interface>>

IpUserLocationEmergency

	

	emergencyLocationReportReq (appEmergencyLocation : in IpAppUserLocationEmergencyRef, request : in TpUserLocationEmergencyRequest) : TpAssignmentID

subscribeEmergencyLocationReports (appEmergencyLocation : in IpAppUserLocationEmergencyRef) : TpAssignmentID

unSubscribeEmergencyLocationReports (assignmentId : in TpAssignmentID) : void
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