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5.7
Price-related Data definitions

5.7.1
TpPrice

This data type is identical to a TpString. It specifies price information. This is defined as a string of characters (digits) in the following format:

DDDDDD.DD
5.7.2
TpAoCInfo

Defines the Sequence of Data Elements that specify the Advice Of Charge information to be sent to the terminal.

	Sequence Element Name
	Sequence Element Type
	Description

	ChargeOrder
	TpAoCOrder
	Charge order

	Currency
	TpString
	Currency unit according to ISO-4217:1995 [8]


5.7.3
TpAoCOrder

Defines the Tagged Choice of Data Elements that specify the charge plan for the call.

	
	Tag Element Type
	

	
	TpCallAoCOrderCategory
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CHARGE_ADVICE_INFO
	TpChargeAdviceInfo
	ChargeAdviceInfo 

	P_CHARGE_PER_TIME
	TpChargePerTime
	ChargePerTime

	P_CHARGE_NETWORK
	TpString
	NetworkCharge


5.7.4
TpCallAoCOrderCategory

	Name 
	Value
	Description

	P_CHARGE_ADVICE_INFO
	0
	Set of GSM Charge Advice Information elements according to 3GPP TS 22.024 [5]

	P_CHARGE_PER_TIME
	1
	Charge per time

	P_CHARGE_NETWORK
	2
	Operator specific charge plan specification, e.g. charging table name / charging table entry


5.7.5
TpChargeAdviceInfo

Defines the Sequence of Data Elements that specify the two sets of Advice of Charge parameters. The first set defines the current tariff. The second set may be used in case of a tariff switch in the network.

	Sequence Element Name
	Sequence Element Type
	Description

	CurrentCAI
	TpCAIElements
	Current tariff

	NextCAI
	TpCAIElements
	Next tariff after tariff switch


5.7.6
TpCAIElements

Defines the Sequence of Data Elements that specify the Charging Advice Information elements according to 3GPP TS 22.024 [5].

	Sequence Element Name
	Sequence Element Type
	Description

	UnitsPerInterval
	TpInt32
	Units per interval

	SecondsPerTimeInterval
	TpInt32
	Seconds per time interval

	ScalingFactor
	TpInt32
	Scaling factor

	UnitIncrement
	TpInt32
	Unit increment

	UnitsPerDataInterval
	TpInt32
	Units per data interval

	SegmentsPerDataInterval
	TpInt32
	Segments per data interval

	InitialSecsPerTimeInterval
	TpInt32
	Initial secs per time interval


5.7.7
TpChargePerTime

Defines the Sequence of Data Elements that specify the time based charging information.

	Sequence Element Name
	Sequence Element Type
	Description

	InitialCharge
	TpInt32
	Initial charge amount (in currency units * 0.0001)

	CurrentChargePerMinute
	TpInt32
	Current tariff (in currency units * 0.0001)

	NextChargePerMinute
	TpInt32
	Next tariff (in currency units * 0.0001) after tariff switch

Only used in setAdviceOfCharge()


5.7.8
TpLanguage

This data type is identical to a TpString, and defines the language. In case an indication for the language is not needed an empty string shall be used. In other cases valid language strings are defined in ISO 639 [11].
5.8
Data Types Common Across Call Control and Data Session Control

5.8.1
TpDataSessionQosClass
Defines the Quality of Service (QoS) classes for a data session.

	Name
	Value
	Description

	P_DATA_SESSION_QOS_CLASS_CONVERSATIONAL
	0
	Specifies the Conversational QoS class, as specified in 3G TS 23.107.

	P_DATA_SESSION_QOS_CLASS_STREAMING
	1
	Specifies the Streaming QoS class, as specified in 3G TS 23.107.

	P_DATA_SESSION_QOS_CLASS_INTERACTIVE
	2
	Specifies the Interactive QoS class, as specified in 3G TS 23.107.

	P_DATA_SESSION_QOS_CLASS_BACKGROUND
	3
	Specifies the Background QoS class, as specified in 3G TS 23.107.


Note: Because of commonality across multiple interface specifications, this data type is promoted from Data Session Control Data Types to Common Data Types. For backward compatibility reasons, the naming of the data type remains unmodified, and hence continues to refer to Data Session Control.
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