Page 1



joint-API-group (Parlay, ETSI Project OSA, 3GPP TSG_CN WG5)
N5-021116

Meeting #21, Dublin, IRELAND, 28 – 31 October 2002

	CR-Form-v7

	CHANGE REQUEST

	

	(

	29.198-08
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Promotion of TpDataSessionQosClass data type definition to the Common Data Types

	
	

	Source:
(

	Lucent Technologies

	
	

	Work item code:
(

	OSA2
	
	Date: (

	31/10/2002

	
	
	
	
	

	Category:
(

	
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	QoS class reporting functionality has been included in Multi Media Call Control, reusing a data type from Data Session Control. This has now become a common data type, and therefore needs to be removed from the Data Session Control specification.

	
	

	Summary of change:
(

	Propote data type definition of TpDataSessionQosClass to the Common Data Types

	
	

	Consequences if 
(

not approved:
	Duplication of data types, giving rise to maintenance problems.

	
	

	Clauses affected:
(

	11.2.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	Correlated with CR N5-021114


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

11


Data Definitions

All data types referenced but not defined in this clause are common data definitions which may be found in 3GPP TS 29.198-2.

11.1

Data Session Control Data Definitions

11.1.1

IpAppDataSession

Defines the address of an IpAppDataSession Interface.

11.1.2

IpAppDataSessionRef

Defines a Reference to type IpAppDataSession
11.1.3

IpAppDataSessionControlManager

Defines the address of an IpAppDataSessionControlManager Interface.

11.1.4

IpAppDataSessionControlManagerRef

Defines a Reference to type IpAppDataSessionControlManager.

11.1.5

IpDataSession

Defines the address of an IpDataSession Interface.

11.1.6

IpDataSessionRef

Defines a Reference to type IpDataSession.

11.1.7

IpDataSessionControlManager

Defines the address of an IpDataSessionControlManager Interface.

11.1.8

IpDataSessionControlManagerRef

Defines a Reference to type IpDataSessionControlManager.

11.2

Event Notification data definitions

11.2.1

TpDataSessionEventName

Defines the names of events being notified with a new call request. The following events are supported. The values may be combined by a logical 'OR' function when requesting the notifications. Additional events that can be requested / received during the call process are found in the TpDataSessionReportType data-type.  

	Name
	Value
	Description

	P_EVENT_NAME_UNDEFINED
	0
	Undefined

	P_EVENT_DSCS_SETUP 
	1
	The data session is going to be setup.

	P_EVENT_DSCS_ESTABLISHED
	2
	The data session is established by the network.

	P_EVENT_DSCS_QOS_CHANGED
	4
	A change in QoS class has taken place during the life of the data session.


11.2.2

TpDataSessionMonitorMode

Defines the mode that the call will monitor for events, or the mode that the call is in following a detected event.

	Name
	Value
	Description

	P_DATA_SESSION_MONITOR_MODE_INTERRUPT
	0
	The data session event is intercepted by the data session control service and data session establishment is interrupted. The application is notified of the event and data session establishment resumes following an appropriate API call or network event (such as a data session release)

	P_DATA_SESSION_MONITOR_MODE_NOTIFY
	1
	The data session event is detected by the data session control service but not intercepted. The application is notified of the event and data session establishment continues

	P_DATA_SESSION_MONITOR_MODE_DO_NOT_MONITOR
	2
	Do not monitor for the event


11.2.3

TpDataSessionEventCriteria

Defines the Sequence of Data Elements that specify the criteria for a event notification.

Of the addresses only the Plan and the AddrString are used for the purpose of matching the notifications against the criteria.

	Sequence Element Name
	Sequence Element Type
	Description

	DestinationAddress
	TpAddressRange
	Defines the destination address or address range for which the notification is requested.

	OriginatingAddress
	TpAddressRange
	Defines the origination address or a address range for which the notification is requested.

	DataSessionEventName
	TpDataSessionEventName
	Name of the event(s)

	MonitorMode
	TpDataSessionMonitorMode
	Defines the mode that the Data Session is in following the notification.
Monitor mode P_DATA_SESSION_MONITOR_MODE_DO_NOT_MONITOR is not a legal value here.


11.2.4

TpDataSessionEventInfo

Defines the Sequence of Data Elements that specify the information returned to the application in a Data Session event notification.

	Sequence Element Name
	Sequence Element Type
	Description

	DestinationAddress
	TpAddress
	Defines the destination address for which the notification is reported.

	OriginatingAddress
	TpAddress
	Defines the origination address for which the notification is reported.

	DataSessionEventName
	TpDataSessionEventName
	Name of the event(s)

	MonitorMode
	TpDataSessionMonitorMode
	Defines the mode in which the Data Session is reporting the notification.
Monitor mode P_DATA_SESSION_MONITOR_MODE_DO_NOT_MONITOR is not a legal value here.

	QoSClass
	TpDataSessionQosClass
	Defines the Quality of Service (QoS) class for the Data Session. QoSClass NULL is not a legal value when DataSessionEventName is set to P_EVENT_DSCS_QOS_CHANGED. For this particular event, the QoSClass defines the new QoS class effective after the change.




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


11.2.5

TpDataSessionChargePlan

Defines the Sequence of Data Elements that specify the charge plan for the call.

	Sequence Element Name
	Sequence Element Type
	Description

	ChargeOrderType
	TpDataSessionChargeOrder
	Charge order

	Currency
	TpString
	Currency unit according to ISO-4217:1995 [4]

	AdditionalInfo
	TpString
	Descriptive string which is sent to the billing system without prior evaluation. Could be included in the ticket.
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