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TpMultiMediaCallIdentifierSet is a datatype which is used and referenced in ES 201 915-4, but is not defined in that document, or in any other part of the OSA specification set. (The type is present in the IDL and WSDL code.)

The proposal is to Add TpMultiMediaCallIdentifierSet to the list of data types in clause 8.5 (Multi Media Call Control Data Types).

8.5.2.10 TpMultiMediaCallIdentifier

Defines the Sequence of Data Elements that unambiguously specify the MultiMediaCall object 

	Sequence Element Name
	Sequence Element Type
	Sequence Element Description

	MMCallReference
	IpMultiMediaCallRef
	This element specifies the interface reference for the call object.

	MMCallSessionID
	TpSessionID
	This element specifies the call session ID of the call created.


8.5.2.11 TpMultiMediaCallIdentifierSet

Defines  a Numbered Set of Data Elements of TpMultiMediaCallIdentifier

8.5.2.12 TpMultiMediaCallLegIdentifier

Defines the Sequence of Data Elements that unambiguously specify the Call Leg object 

	Sequence Element Name
	Sequence Element Type
	Sequence Element Description

	MMCallLegReference
	IpMultiMediaCallLegRef
	This element specifies the interface reference for the callLeg object.

	MMCallLegSessionID
	TpSessionID
	This element specifies the callLeg session ID of the call created.


8.5.2.13 TpMultiMediaCallLegIdentifierSet

Defines  a Numbered Set of Data Elements of TpMultiMediaCallLegIdentifier

