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Reason for Change:

The description of the IpAppCallControlManager.callEventNotify() and IpMultiPartyCallControlManager.reportNotification() were modified in OSA Rel-5 to provide for a null callback reference to be returned when the callback is specified with setCallbackWithSessionID().  However, the spec reads setCallback().

Update the specification to refer to the appropriate setCallbackWithSessionID() method.

Also, this problem exists on all objects where reportNotification() exists, so therefore similar language should be included for those API as well (User Interaction and Data Session Control).

Summary of Change:

This correction of referencing the correct API is necessary to avoid misleading the reader.

Consequences if not Approved:

The application can not remove a callback setup with IpService.setCallback() even when the callback becomes invalid for various reasons.

29.298-04: Multimedia

8.3.2

Method

reportMediaNotification()

This method is used to inform the application about the establishment of media streams.

If the corresponding monitor was in interrupt mode, then the application has to allow or deny the streams using

mediaStreamAllow() method.

Returns appInterface : Specifies a reference to the application interface which implements the callback interface for the

new call.

Returns appMultiMediaCallBack: Specifies references to the application interface which implements the callback

interface for the new multi-media call and/or new call leg. If the application has previously explicitly passed a reference to the callback interface using a setCallbackWithSessionID() invocation, this parameter may be set to null, or if supplied must be the same as that provided during the setCallbackWithSessionID().

This parameter may be null if the notification is being given in NOTIFY mode

Parameters

callReference : in TpMultiMediaCallIdentifier

Specifies the call interface on which the media streams were added or subtracted. It also gives the corresponding

sessionID.

callLegReferenceSet : in TpMultiMediaCallLegIdentifierSet

Specifies set of all callLeg references (interface and sessionID) for which the media streams were established or

subtracted.

First in the set is the reference to the originating callLeg. It indicates the call leg related to the originating party. In case

there is a destination call leg this will be the second leg in the set. from the notificationInfo can be found on whose

behalf the notification was sent.

However, this parameter will be null if the notification is being given in NOTIFY mode

mediaStreams : in TpMediaStreamSet

Specifies all the media streams that are established. Note that this can be more media streams than requested in the

createMediaNotification, e.g., when faststart is used in H.323 or in SIP when an INVITE method with SDP media

stream parameters is used.

type : in TpMediaStreamEventType

Refers to the type of event on the media stream, i.e., added or subtracted.

assignmentID : in TpAssignmentID

Specifies the assignment id which was returned by the createMediaNotification() method. The application can use

assignment id to associate events with event specific criteria and to act accordingly.

Returns

TpAppMultiMediaCallBack
29-198-04  CONFERENCING

9.3.2

Method conferenceCreated()

This method is called when a conference is created from an earlier resource reservation.

Returns appInterface: Specifies a reference to the application interface which implements the callback interface for the

new conference. If the application has previously explicitly passed a reference to the callback using a setCallbackWithSessionID() invocation, this parameter may be null, or if supplied must be the same as that provided during the setCallbackWithSessionID().
Parameters

conferenceCall : in TpConfCallIdentifier

Specifies the reference to the conference call interface to which the notification relates and the associated sessionID.

Returns

IpAppConfCallRef
