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1. Introduction

There are 2 method signatures where IpInterfaceRef is used as an input parameter when reference to a specific application interface derived from IpInterface and defined within the PAM specifications is meant to be passed in. Passing any other interface reference is an error but this will not be caught until runtime.

This proposal is to tighten the signature to specify the exact interface reference expected so that errors can be caught at runtime. There is no backward compatibilty issue here since all of the interfaces derive from IpInterfaceRef

2. Proposal

First two new interface definitions are defined for the two Application interfaces in Section 11

IpAppPAMEventHandlerRef

Defines a Reference to type IpAppPAMEventHandler.

IpAppPAMPreferenceCheckRef

Defines a Reference to type IpAppPAMPreferenceCheck.
Next we replace the use of IpInterfaceRef in two places. In section 8.2.3

	<<Interface>>

IpPAMEventHandler

	

	isRegistered (clientID : in TpPAMClientID, authToken : in TpPAMCredential) : TpBoolean

registerAppInterface (appInterface : in IpAppPAMEventHandlerRef, authToken : in TpPAMCredential) : TpPAMClientID

registerForEvent (clientID : in TpPAMClientID, eventList : in TpPAMEventInfoList, authToken : in TpPAMCredential) : TpPAMEventID

deregisterAppInterface (clientID : in TpPAMClientID, authToken : in TpPAMCredential) : void

deregisterFromEvent (eventID : in TpPAMEventID, authToken : in TpPAMCredential) : void




And then in 11.8.5

11.8.5 TpPAMPreferenceData

This is a tagged choice of data elements that specifies the preference data. The data depends on the type of preference being specified.
	
	Tag Element Type
	

	
	TpPAMPreferenceType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	PAM_ACCESS_LIST
	TpPAMAccessControlData
	AccessControl

	PAM_EXTERNAL_CONTROL
	IpAppPAMPreferenceCheckRef
	ExternalControlInterface
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