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Annex E (informative):
Description of of the Common Data definitions for 3GPP2 cdma2000 networks
This annex is intended to define the OSA API Stage 3 interface definitions and it provides the complete OSA specifications for cdma2000-based systems. It is an extension of OSA API specifications capabilities to enable operation in cdma2000 systems environment. They are in alignment with 3GPP2 Stage 1 requirements and Stage 2 architecture defined in [12], [13] and [14]. These requirements are expressed as additions to and/or exclusions from the Release 6 specification. The information given here is to be used by developers in 3GPP2 cdma2000 network architecture to interpret the 3GPP OSA specifications. 

General Exceptions

The term UMTS is not applicable for the cdma2000 family of standards. Nevertheless the term UMTS is used in 3GPP TR 21.905 (Vocabulary for 3GPP Specifications) mostly in the broader sense of "3G Wireless System". If not stated otherwise there are no additions or exclusions required. 

CAMEL and CAP mappings are not applicable for cdma2000 systems.

Specific Exceptions

Clause 1: Scope

There are no additions or exclusions. 

Clause 2: References
Normative references on 3GPP TS 23.078 and on 3GPP TS 29.078 are not applicable for cdma2000 systems. 

Clause 3: Definitions and abbreviations
There are no additions or exclusions. 

Clause 4: Common Data definitions
There are no additions or exclusions.

Clause 5: Common System Data definitions
There are no additions or exclusions.

Annex A (normative):OMG IDL Description of the Common Data definitions
There are no additions or exclusions.

Annex B (informative): W3C WSDL Description of the Common Data definitions
There are no additions or exclusions.

Annex C (informative): Java API Description of the Common Data definitions
There are no additions or exclusions.

Annex D (normative): Exception Hierarchy
There are no additions or exclusions.
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