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Change in Clause 10.1.3

10.1.30 TpServiceTypeName

This data type is identical to a TpString, and is defined as a string of characters that uniquely identifies the type of an SCF interface.  Other Network operator specific capabilities may also be used, but should be preceded by the string "SP_".  The following values are defined.

	Character String Value
	Description

	NULL
	An empty (NULL) string indicates no SCF name

	P_GENERIC_CALL_CONTROL
	The name of the Generic Call Control SCF

	P_MULTI_PARTY_CALL_CONTROL
	The name of the MultiParty Call Control SCF

	P_MULTI_MEDIA_CALL_CONTROL
	The name of the MultiMedia Call Control SCF

	P_CONFERENCE_CALL_CONTROL
	The name of the Conference Call Control SCF

	P_USER_INTERACTION
	The name of the User Interaction SCFs

	P_TERMINAL_CAPABILITIES
	The name of the Terminal Capabilities SCF

	P_USER_BINDING
	The name of the User Binding SCF

	P_USER_LOCATION
	The name of the User Location SCF

	P_USER_LOCATION_CAMEL
	The name of the Network User Location SCF

	P_USER_LOCATION_EMERGENCY
	The name of the User Location Emergency SCF

	P_USER_STATUS
	The name of the User Status SCF

	P_DATA_SESSION_CONTROL
	The name of the Data Session Control SCF

	P_GENERIC_MESSAGING
	The name of the Generic Messaging SCF

	P_CONNECTIVITY_MANAGER
	The name of the Connectivity Manager SCF

	P_CHARGING
	The name of the Charging SCF

	P_ACCOUNT_MANAGEMENT
	The name of the Account Management SCF

	P_POLICY_MANAGEMENT
	The name of the Policy Management provisioning SCF

	P_PAM_ACCESS
	The name of PAM presentity SCF

	P_PAM_EVENT_MANAGEMENT
	The name of PAM watcher SCF

	P_PAM_PROVISIONING
	The name of PAM provisioning SCF
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