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6.3.4
Interface Class IpAppCall 

Method

superviseCallRes()

This asynchronous method reports a call supervision event to the application when it has indicated its interest in these kind of events.

It is also called when the connection is terminated before the supervision event occurs. 

Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call
report : in TpCallSuperviseReport

Specifies the situation which triggered the sending of the call supervision response.
usedTime : in TpDuration

Specifies the used time for the call supervision (in milliseconds).
7.3.4
Interface Class IpAppMultiPartyCall 

Method

superviseRes()

This asynchronous method reports a call supervision event to the application when it has indicated its interest in these kind of events.

It is also called when the connection is terminated before the supervision event occurs. 
Parameters 

callSessionID : in TpSessionID

Specifies the call session ID of the call
report : in TpCallSuperviseReport

Specifies the situation which triggered the sending of the call supervision response.
usedTime : in TpDuration

Specifies the used time for the call supervision (in milliseconds).
7.3.6
Interface Class IpAppCallLeg 

Method

superviseRes()

This asynchronous method reports a call leg supervision event to the application when it has indicated its interest in these kind of events.

It is also called when the connection to a party  is terminated before the supervision event occurs. 
Parameters 

callLegSessionID : in TpSessionID

Specifies the call leg session ID of the call leg
report : in TpCallSuperviseReport

Specifies the situation which triggered the sending of the call leg supervision response.
usedTime : in TpDuration

Specifies the used time for the call leg supervision (in milliseconds).
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