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3GPP TS 22.127: "Service Requirement for the Open Services Access (OSA); Stage 1".
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3GPP TS 23.127: "Virtual Home Environment (VHE) / Open Service Access (OSA); Stage 2".

[4]
IETF RFC 3460: PCIM, "Policy Core Information Model (PCIM) Extensions"
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IETF RFC 2445: "Internet Calendaring and Scheduling Core Object Specification (iCalendar)".
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3GPP2 P.S0001-B: "Wireless IP Network Standard", Version 1.0, September 2000.

[7]
3GPP2 S.R0037-0:  "IP Network Architecture Model for cdma2000 Spread Spectrum Systems", Version 2.0, May 14, 2002.
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Draft 3GPP2 X.P0013: "IP Network for cdma2000 Spread Spectrum Systems 3GPP2 All IP Core Network, Enhancements For, Multimedia Domain", under development.

Annex B (informative):
Description of Policy Management for 3GPP2 cdma2000 networks
This annex is intended to define the OSA API Stage 3 interface definitions and it provides the complete OSA specifications. It is an extension of OSA API specifications capabilities to enable operation in cdma2000 systems environment. They are in alignment with 3GPP2 Stage 1 requirements and Stage 2 architecture defined in [6], [7] and [8]. These requirements are expressed as additions to and/or exclusions from the 3GPP Release 6 specification. The information given here is to be used by developers in 3GPP2 cdma2000 network architecture to interpret the 3GPP OSA specifications. 

General Exceptions

The term UMTS is not applicable for the cdma2000 family of standards. Nevertheless these terms are used (3GPP TR 21.905) mostly in the broader sense of "3G Wireless System". If not stated otherwise there are no additions or exclusions required.
CAMEL and CAP mappings are not applicable for cdma2000 systems.

Specific Exceptions
Clause 1: Scope

There are no additions or exclusions. 

Clause 2: References

Normative references on 3GPP TS 23.078 and on 3GPP TS 29.078 are not applicable for cdma2000 systems. 

Clause 3: Definitions and abbreviations

There are no additions or exclusions. 

Clause 4: Policy Management SCF

There are no additions or exclusions.

Clause 5: Sequence Diagrams

There are no additions or exclusions.

Clause 6 Class Diagrams

There are no additions or exclusions.

Clause 7: The Service Interface Specifications

There are no additions or exclusions.

Clause 8: Policy Management Interface Classes

There are no additions or exclusions.

Clause 9: State Transition Diagrams
There are no additions or exclusions.

Clause 10: Data Definitions 

There are no additions or exclusions.

Clause 11: Policy Management Exception Classes 

There are no additions or exclusions.

Annex A (normative):OMG IDL Description of Policy Management SCF

There are no additions or exclusions.

Annex C (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	April 2002
	--
	--
	--
	--
	Draft v100 submitted to TSG CN email list for Information
	--
	1.0.0

	June 2002
	CN_16
	NP-020195
	--
	--
	Draft v200 submitted to TSG CN#16 for Approval
	2.0.0
	5.0.0

	Sep 2002
	CN_17
	NP-020439
	001
	--
	Add text to clarify requirements on support of methods
	5.0.0
	5.1.0

	Sep 2002
	CN_17
	NP-020395
	002
	--
	Add text to clarify relationship between 3GPP and ETSI/Parlay OSA specifications
	5.0.0
	5.1.0

	Jun 2003
	CN_20
	NP-030250
	003
	--
	New Policy Evaluation SCF introduced
	5.1.0
	6.0.0
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