
joint-API-group (Parlay, ETSI Project OSA, 3GPP TSG_CN WG5)
N5-040021

Meeting #26, Atlanta, GA, USA, 16-20 February 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	29.198-02
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x

	

	Title:
(

	Add P_INVALID_TOKEN_RATE Exception in order to satisfy the token bucket based overload control methods requirements

	
	

	Source:
(

	China Unicom (Yunyong Zhang)

	
	

	Work item code:
(

	OSA3
	
	Date: (

	20/02/2004

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	REL-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The current specification does not provide the means to express exception of tokent bucket parameter.

The contribution is a proposal to satisfy the token bucket based overload control methods requirements.

To support P_INVALID_TOKEN_RATE exception in token bucket based overload control.

	
	

	Summary of change:
(

	New P_INVALID_TOKEN_RATE exception are introduced in clause 5.4.4.

	
	

	Consequences if 
(

not approved:
	Can not support token-bucket algorithm in overload control.

	
	

	Clauses affected:
(

	5.4.4

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	29.198-04-1/2/3

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Related CRs 29.198-04-1/2/3 provided.


How to create CRs using this form:

(======================Changes in 5.4.4====================(
5.4.4 Exceptions available to all methods on all interfaces

The following are the list of exception classes which are available to all interfaces of the API.

	Name
	Description

	P_APPLICATION_NOT_ACTIVATED
	An application is unauthorised to access information and request services with regards to users that have deactivated that particular application. 

 In case the request was for information related to multiple user identities the reference to user identities that are causing this exception will be returned in the extra information of the exception.

	P_INFORMATION_NOT_AVAILABLE
	The requested information is not available. A reason might be that the information is unavailable in the core network or that the application is unauthorised to access the information.An application is unauthorised to access information and request services with regards to users that have set their privacy flag regarding that particular service. In case the request was for information related to multiple user identities, the reference to user identities that are causing this exception will be returned in the extra information of the exception.

	P_INVALID_ADDRESS
	Invalid address specified

	P_INVALID_AMOUNT
	Invalid amount specified.

	P_INVALID_ASSIGNMENT_ID
	The assignment ID is invalid

	P_INVALID_CRITERIA
	Invalid criteria specified

	P_INVALID_CURRENCY
	Invalid currency specified.

	P_INVALID_EVENT_TYPE
	Invalid event type 

	P_INVALID_INTERFACE_NAME
	Invalid interface name

	P_INVALID_INTERFACE_TYPE
	The interface reference supplied by the client is the wrong type.

	P_INVALID_NETWORK_STATE
	Although the sequence of method calls is allowed by the gateway, the underlying protocol can not support it.

E.g., in some protocols some methods are only allowed by the protocol, when the call processing is suspended, e.g., after reporting an event that was monitored in interrupt mode.

	P_INVALID_SESSION_ID
	Invalid session ID.

	P_INVALID_TIME_AND_DATE_FORMAT
	Invalid date and time format provided

	P_UNAUTHORISED_PARAMETER_VALUE
	A method parameter value  violates the Service Level Agreement

	P_UNKNOWN_SUBSCRIBER
	The subscriber is not known in the network or  the application is An application is unauthorised to access information and request services with regards to users that are not subscribed to the application.

  In case the request was for information related to multiple user identities, the reference to user identities that are causing this exception will be returned in the extra information of the exception.

	P_UNSUPPORTED_ADDRESS_PLAN
	An address contains an address plan which is not supported

	P_INVALID_VERSION
	An invalid version is specified.

	P_INVALID_TOKEN_RATE
	An invalid token rate is specified.
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