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Change in Clause 10.4.22

10.4.22 TpSvcAvailStatusReason

Defines the reason why a SCF is unavailable.

	Name
	Value
	Description

	SVC_UNAVAILABLE_UNDEFINED
	0
	Undefined. A permanent failure. 1

	SVC_UNAVAILABLE_LOCAL_FAILURE
	1
	The Local API software or hardware has failed. A permanent failure.1 

	SVC_UNAVAILABLE_GATEWAY_FAILURE
	2
	The gateway API software or hardware has failed. A permanent failure.1 

	SVC_UNAVAILABLE_OVERLOADED
	3
	The Service Instance is fully overloaded. A temporary problem.2

	SVC_UNAVAILABLE_CLOSED
	4
	The service instance has closed itself (e.g. to protect from fraud or malicious attack). A permanent failure. 1 

	SVC_UNAVAILABLE_NO_RESPONSE
	5
	The Framework has detected that the service has failed: e.g. non-response from an activity test, failure to return heartbeats. A permanent failure. 1  

	SVC_UNAVAILABLE_SW_UPGRADE
	6
	The Service is unavailable due to SW upgrade or other similar maintenance.
A permanent failure. 1

	SVC_AVAILABLE
	7
	The Service has become available again


1 – The client application must act to reset its use of the specified service instance (using the normal mechanisms, such as the discovery and authentication interfaces, to stop use of this service instance and begin use of a different service instance).
2 - The "expected" recovery time could be defined within the SLA.
End of Change in Clause 10.4.22

Change in Clause 10.4.23

10.4.22 TpAppAvailStatusReason

Defines the reason why the Application is unavailable.

	Name
	Value
	Description

	APP_UNAVAILABLE_UNDEFINED
	0
	Undefined. A permanent failure. 1

	APP_UNAVAILABLE_LOCAL_FAILURE
	1
	A local failure in the Application has been detected. A permanent failure. 1


	APP_UNAVAILABLE_REMOTE_FAILURE
	2
	A remote failure to the application has been detected, e.g. a database is not working. A permanent failure. 1


	APP_UNAVAILABLE_OVERLOADED
	3
	The Application is fully overloaded. A temporary problem. 2

	APP_UNAVAILABLE_CLOSED
	4
	The Application has closed itself (e.g. to protect from fraud or malicious attack). A permanent failure. 1


	APP_UNAVAILABLE_NO_RESPONSE
	5
	The Framework has detected that the application has failed: e.g. non-response from an activity test, failure to return heartbeats. A permanent failure. 1 

	APP_UNAVAILABLE_SW_UPGRADE
	6
	The Application is unavailable due to SW upgrade or other similar maintenance. A permanent failure. 1


	APP_AVAILABLE
	7
	The Application has become available


1 – The client application is unable (or does not wish) to continue using the service instance.
2 - The "expected" recovery time could be defined within the SLA.
Change in Clause 10.4.23
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