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	Title:
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	Correct Java Code to conform with Java Rulebook in TS 29.198-01 and to remove errors

	
	

	Source:
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	Work item code:
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	Category:
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	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
(

	Java code, and a rulebook for developing it, were introduced into the OSA specifications in September 2003.  

Recently, errors in code production and misalignment with the published rules were identified in the December 2003 issue of the OSA specifications. 

Corrections to the code to align with the rulebook and to enable implementation of the December 2003 version of Release 5 are urgently requried. 

	
	

	Summary of change:
(

	Provide an updated, corrected and validated J2SE Java code package to accompany the specification. 

This code package is an integral part of the specification.

Note that there are no changes required to the specification document itself, other than the reference to the new code package. 

	
	

	Consequences if 
(

not approved:
	The existing J2SE code package will be inconsistent with the published Java rulebook.  It will be difficult to implement the existing Java code, and will therefore discourage companies from developing implementations which use the Java code part of the OSA specifications.

	
	

	Clauses affected:
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	Annex B 
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	Other specs
(

	X
	
	 Other core specifications
(

	All parts of TS 29.198 Release 5

	affected:
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	 Test specifications
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	 O&M Specifications
	

	
	

	Other comments:
(

	This CR forms part of a package introducing corrected J2SE code in all parts of TS 29.198 Rel-5.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Annex B (informative):
Java API Description of the Policy Management SCF

The Java API realisation of this specification is produced in accordance with the Java Realisation rules defined in Part 1 of this specification series. These rules aim to deliver for Java, a developer API, provided as a realisation, supporting a Java API that represents the UML specifications. The rules support the production of both J2SE and J2EE versions of the API from the common UML specifications.

The J2SE representation of this specification is provided as Java Code, contained in archive 2919813V540J2SE.ZIP that accompanies the present document.

The J2EE representation of this specification is provided as Java Code, contained in archive 2919813J2EE.ZIP that accompanies the present document.
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