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It is not clear whether the recordMessageReq() method should be used to play content to the user prior to recording or just to initiate recording.
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	Add a description against the recordMessageReq() method to explicitly state the context in which the method should be used, namely that it
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b) If the info parameter is null, the recordMessageReq() will just invoke recording at that point.
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8.5 Interface Class IpUICall 

Inherits from: IpUI.
The Call User Interaction Service Interface provides functions to send information to, or gather information from the user (or call party) to which a call leg is connected.  An application can use the Call User Interaction Service Interface only in conjunction with another service interface, which provides mechanisms to connect a call leg to a user. At present, only the Call Control service supports this capability.  















This interface, or the IpUI interface, shall be implemented by a Generic User Interaction SCF as a minimum requirement.  The minimum required methods of interface IpUI shall be implemented. 

	<<Interface>>

IpUICall

	

	recordMessageReq (userInteractionSessionID : in TpSessionID, info : in TpUIInfo, criteria : in TpUIMessageCriteria) : TpAssignmentID

deleteMessageReq (usrInteractionSessionID : in TpSessionID, messageID : in TpInt32) : TpAssignmentID

abortActionReq (userInteractionSessionID : in TpSessionID, assignmentID : in TpAssignmentID) : void

<<new>> getMessageReq (userInteractionSessionID : in TpSessionID, messageID : in TpInt32) : TpAssignmentID




8.5.1 Method recordMessageReq()

This asynchronous method allows the application to send user interaction content to the user followed by the recording of a subsequent user input. The recorded message can be played back at a later time with the sendInfoReq() method. If the info parameter is not populated the resource will simply invoke recording at that point in the dialogue.
Returns: assignmentID 

Specifies the ID assigned by the generic user interaction interface for a user interaction request. 

Parameters

userInteractionSessionID : in TpSessionID

Specifies the user interaction session ID of the user interaction. 
info : in TpUIInfo

Specifies the information to send to the user. This information can be either an ID (for pre-defined announcement or text), a text string, or an URL (indicating the information to be sent, e.g. an audio stream). 
criteria : in TpUIMessageCriteria

 Defines the criteria for recording of messages
Returns

TpAssignmentID

Raises

TpCommonExceptions, P_INVALID_SESSION_ID, P_INVALID_NETWORK_STATE, P_ILLEGAL_ID, P_ID_NOT_FOUND, P_INVALID_CRITERIA
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