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Change in Clause 8.1.1.1
8.1.1.1
Input message: SendSmsRequest

	Part name
	Part type
	Description

	Addresses
	xsd:anyURI [0..unbounded]
	Addresses to which the SMS will be sent

	SenderName
	xsd:string
	If present, it indicates the SMS sender name, i.e. the string that is displayed on the user's terminal as the originator of the message

	Charging
	common:ChargingInformation
	Charge to apply to this message (optional)

	Message
	xsd:string
	Text to be sent in SMS

	DeliveryReceiptNotificationFlag
	xsd:Boolean
	Optional field

true if it requires the delivery receipt notification 

false if it does not require the deliveyr notification

	
	
	


End of Change in Clause 8.1.1.1
Change in Clause 8.1.2.1

8.1.2.1
Input message: SendSmsLogoRequest

	Part name
	Part type
	Description

	Addresses
	xsd:anyURI [0..unbounded]
	Addresses to which the SMS logo will be sent

	SenderName
	xsd:string
	SMS sender name, i.e. the string that is displayed on the user's terminal as the originator of the message (optional)

	Charging
	common:ChargingInformation
	Charge to apply to this message (optional)

	Image
	xsd:base64Binary
	The image in jpeg, gif or png format. The image will be scaled to the proper format

	SmsFormat
	SmsFormat
	Possible values are: 'Ems' or 'SmartMessaging'

	DeliveryReceiptNotificationFlag
	xsd:Boolean
	Optional field 

true if it requires the  Delivery receipt notification 

false if it does not require the delivery receipt notification


End of Change in Clause 8.1.2.1

Change in Clause Clause 8.1.3.1
 8.1.3.1
Input message: SendSmsRingtoneRequest

	Part name
	Part type
	Description

	Addresses
	xsd:anyURI [0..unbounded]
	Addresses to which the SMS logo will be sent

	SenderName
	xsd:string
	SMS sender name, i.e. the string that is displayed on the user's terminal as the originator of the message (optional)

	Charging
	common:ChargingInformation
	Charge to apply to this message (optional)

	Ringtone
	xsd:string
	The ringtone in RTX format (see note above). (http://www.logomanager.co.uk/help/Edit/RTX.html)

	SmsFormat
	SmsFormat
	Possible values are: 'Ems' or 'SmartMessaging'

	DeliveryReceiptNotificationFlag
	xsd:Boolean
	Optional field

true if it requires the delivery receipt  notification 

false if it does not require the deliveyr notification(Optional)


End of Change in Clause 8.1.3.1

Change in Clause Clause 8.2.2

8.2.2
Operation: NotifySmsDeliveryReceipt
The notifySmsDeliveryReceipt method must be implemented by a Web Service at the application side. It will be invoked by the Parlay X server to notify the application when a SMS sent by an application has been delivered to the recipient. The notification will occur if and only if the status of the SMS is ‘delivered’  and the application has specified interest in notification when sending an SMS message. 
When a SMS message is sent to multiple addresses, the notification from the server must include delivery status for only those addresses where the message has been delivered at that instance. There should be only one notification per address for a particular message.

Addresses may include group URIs as defined in the Address List Management specification. If groups are not supported, a PolicyException (POL0006) will be returned to the application.

8.2.2.1
Input message: NotifySmsDeliveryReceiptRequest

	Part name
	Part type
	Description

	RegistrationIdentifier
	xsd:string 
	It identifies a sent SMS delivery request 

	DeliveryStatus
	DeliveryInformation [0..unbounded]
	It lists the variations on the delivery status of the SMS


8.2.2.2
Output message: NotifySmsDeliveryReceiptResponse

	Part name
	Part type
	Description

	None
	
	


8.2.2.3
Referenced faults

None.

End of Change in Clause 8.2.2
End of Document
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