Page 1



joint-API-group (Parlay, ETSI Project OSA, 3GPP TSG_CN WG5)
N5-040725
Meeting #29, Barcelona, SPAIN, 01-05 November 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	29.199-05
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x

	

	Title:
(

	PXWS Multimedia-Messaging, MessageNotificationManager 

	
	

	Source:
(

	Incomit, Telenor

	
	

	Work item code:
(

	OSA3
	
	Date: (

	10/21/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Requesting the MessageNotification is missing in the current specification

	
	

	Summary of change:
(

	Addition of the MessageNotificationManager interface

	
	

	Consequences if 
(

not approved:
	1- The Notifcation Interface can only be initiated off-line. 
2- Problems with Application portability among deployment. 
3- Propriatary notification management. 
4- Inconsistency with other ParlayX specification.

	
	

	Clauses affected:
(

	Changes 8.3, Addition 8.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document)

Changes in Clause 8.3
8.3
Interface: MessageNotification

8.3.1
Operation: NotifyMessageReception

This method will have to be implemented by a Web Service on the client application side. The registration of the URI for this application Web Service is done off-line.  This means that there is a registration mechanism in the Parlay X Gateway that binds different registrationIdentifier parameters to applications and their Web Service URIs.

A client application is notified that a new Message, sent to a specific Service Activation Number, has been received. Using the registrationIdentifier, the client application can apply appropriate service logic with specific behaviour.

8.3.1.1
Input message: NotifyMessageReceptionRequest

	Part name
	Part type
	Description

	RegistrationIdentifier
	xsd:string
	A handle connected to the off-line on-line registration of the notifications. This distinguishes registrations that point to the same application Web Service.

	Message
	MessageReference
	This parameter contains all the information associated with the received message.


8.3.1.2
Output message: NotifyMessageReceptionResponse

	Part name
	Part type
	Description

	None
	
	


8.3.1.3
Referenced faults

None.
End Changes in Clause 8.3
Clause 8.4

8.4
Interface: MessageNotificationManager

Notifications Manager is used to activate the Message notification to the applications. The number and duration of notifications may be requested as part of the setup of the notification or may be governed by service policies, or a combination of the two.

8.4.1
Operation: StartMessageNotification

Start the notification to the Application

8.4.1.1
Input message : StartMessageNotificationRequest

	Part name
	Part type
	Description

	Reference
	common:SimpleReference
	Notification endpoint definition

	SmsServiceActivation
Number
	xsd:anyURI 
	the destination address, e.g. shortcode, used to send the Message to, from a terminal ex. tel:shortcode or sip:all@mydomain.com

	Criteria
	xsd:string 
	Optional: the Criteria for routing the message to the appropriate application. The Criteria extends the subject of the message. The Criteria string can be a regex and not only an exact matching string. 


8.4.1.2
Output message : StartMessageNotificationResponse

	Part Name
	Part Type
	Description

	RegistrationIdentifier
	xsd:string
	The notification Identifier of request


8.4.1.3
Referenced Faults

ServiceException from [6]

· SVC0001 – Service error

· SVC0002 – Invalid input value

PolicyException from [6]

· POL0001 – Policy error

8.4.2
Operation : StopMessageNotification

Stop the notification to the Application

8.4.2.1
Input message : StopMessageNotificationRequest

	Part name
	Part type
	Description

	RegistrationIdentifier
	xsd:string
	The notification identifier of request to end


8.4.2.2
Output message : StopMessageNotificationResponse

	Part Name
	Part Type
	Description

	None
	
	


8.4.2.3
Referenced Faults

ServiceException from [6]

· SVC0001 – Service error

· SVC0002 – Invalid input value

PolicyException from [6]

· POL0001 – Policy error

End Clause 8.4
End of Document
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