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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 29.199-1 [6] apply.
Additionlly the following definition is needed:

Shortcode: a short telephone number, usually 4 to 6 digits long. This is represented by the 'tel:' URI defined in [6].
Whitespace: See definition for CFWS as defined in [13].
Where /what is Ref 13 please ?

See above it stopps at [7]

What means CFWS ? Is it defined in 3GPP TS 29.199-1 [6] and the following apply:
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TS 29.199-1 [6] and the following apply:

SMS
Short Message Service

SMS-C
Short Message Service - Center

8.2
Interface: SmsNotification
SmsNotification is the application side notification interface to which short messages are delivered.

8.2.1 Operation: NotifySmsReception
The notification is used to send a short message to the application. The notification will occur only if the SMS fulfils the criteria specified when starting the SMS notification. 

The notifySmsReception method must be implemented by a Web Service at the application side. It will be invoked by the Parlay X server to notify the application of the reception of an SMS. The notification will occur if and only if the SMS received fulfils the criteria specified in a provisioning step, identified by the correlator. The criteria must at least include an smsServiceActivationNumber, i.e. the SMS destination address that can be "monitored" by the application. The parameter senderAddress contains the address of the sender. The application can apply the appropriate service logic to process the SMS.

8.4
Interface: SmsNotificationManager

The short message notification manager enables applications to set up and tear down notifications for short messages, online.  The means to provision notifications offline are not specified here.
8.4.1
Operation: StartSmsNotification

Start notifications to the application for a given SMS Service activation number and criteria. 

The SMS Service activation number is an Address Data item as defined in 3GPP TS 29.199-1 [6]. A Shortcode is an example of an Address Data item.
The correlator provided in the reference must be unique for the application Web Service at the time the notification is initiated, otherwise a ServiceException (SVC0005) will be returned to the application..

If specified, criteria will be used to filter messages that are to be delivered to an application. If criteria are not provided, or is an empty string, then all messages for the SmsServiceActivationNumber will be delivered to the application. 
The SmsServiceActivationNumber and criteria combination must be unique. If a criteria overlaps then SVC0008 will be returned to the application and the notification will not be set up. Note that the use of criteria will allow different notification endpoints to receive notifications for the same SmsServiceActivationNumber. The combination of SmsServiceActivationNumber and criteria must be unique, so that a notification will be delivered to only one notification endpoint. If no match is found, the message will not be delivered to the application.
8.4.1.1
Input message: StartSmsNotificationRequest

	Part name
	Part type
	Description

	Reference
	common:SimpleReference
	Notification endpoint definition

	SmsServiceActivation
Number
	xsd:anyURI 
	the destination address to the short message

	Criteria
	xsd:string 
	Optional. The text to match against to determine the application to receive the notification. This text is matched against the first word in the message, defined as the initial characters after discarding any leading whitespace and ending with a whitespace or end of message. The matching shall be case-insensitive.


8.4.1.2
Output message: StartSmsNotificationResponse

	Part Name
	Part Type
	Description

	None
	
	


8.4.1.3
Referenced Faults

ServiceException from [6]

· SVC0001 – Service error

· SVC0002 – Invalid input value

· SVC0005 – Duplicate correlator

· SVC0008 – Overlapping Criteria

PolicyException from [6]

· POL0001 – Policy error

9
Fault definitions

9.1
ServiceException

9.1.1
SVC0280: Message too long

	Name
	Description

	Message Id
	SVC0280

	Text
	Message too long. Maximum length is %1 characters

	Variables
	%1 Number of characters allowed in a message


9.1.2
SVC0281: Unrecognized data format

	Name
	Description

	Message Id
	SVC0281

	Text
	Data format not recognized for message part %1

	Variables
	%1 Message part with the unrecognized data


9.1.3
SVC0282: void
	
	

	
	

	
	

	
	


This fault code is reserved and shall not be used,
9.1.4
SVC0283: Delivery Receipt Notification not supported

	Name
	Description

	Message Id
	SVC0283

	Text
	Delivery Receipt Notification not supported

	Variables
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