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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 29.199-1 [6] apply.
Additionlly the following definition is needed:

Shortcode: a short telephone number, usually 4 to 6 digits long. This is represented by the 'tel:' URI defined in [6].
8.2.1 Operation: NotifySmsReception
The notification is used to send a short message to the application. The notification will occur only if the SMS fulfils the criteria specified when starting the SMS notification. 

The notifySmsReception method must be implemented by a Web Service at the application side. It will be invoked by the Parlay X server to notify the application of the reception of an SMS. The notification will occur if and only if the SMS received fulfils the criteria specified in a provisioning step, identified by the correlator. The criteria must at least include an smsServiceActivationNumber, i.e. the SMS destination address that can be "monitored" by the application. The parameter senderAddress contains the address of the sender. The application can apply the appropriate service logic to process the SMS.
8.4
Interface: SmsNotificationManager

The short message notification manager enables applications to set up and tear down notifications for short messages, online.  The means to provision notifications offline are not specified here.
8.4.1
Operation: StartSmsNotification

Start notifications to the application for a given SMS Service activation number and criteria. 

The SMS Service activation number is an Address Data item as defined in 3GPP TS 29.199-1 [6]. A Shortcode is an example of an Address Data item.

The correlator provided in the reference must be unique for the application Web Service at the time the notification is initiated, otherwise a ServiceException (SVC0005) will be returned to the application..

If specified, criteria will be used to filter messages that are to be delivered to an application. If criteria are not provided, or is an empty string, then all messages for the SmsServiceActivationNumber will be delivered to the application. 
The SmsServiceActivationNumber and criteria combination must be unique. If a criteria or the beginning parts of a criteria overlaps then SVC0282 (should SVC0282 and SVC0230 (in part 5) be merged and put in part 1?) will be returned to the application and the notification will not be set up. Note that the use of criteria will allow different notification endpoints to receive notifications for the same SmsServiceActivationNumber. The combination of SmsServiceActivationNumber and criteria must be unique, so that a notification will be delivered to only one notification endpoint. If no match is found, the message will not be delivered to the application.
8.4.1.1
Input message: StartSmsNotificationRequest

	Part name
	Part type
	Description

	Reference
	common:SimpleReference
	Notification endpoint definition

	SmsServiceActivation
Number
	xsd:anyURI 
	the destination address to the short message

	Criteria
	xsd:string 
	Optional. The text to match against to determine the application to receive the notification. This text is matched against the first characters of the short message body text


Annex B (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	Dec 2003
	CN_21
	NP-030552
	--
	--
	Submitted to CN#22 for Information
	1.0.0
	

	Jan 2004
	--
	--
	--
	--
	Added The W3C WSDL representation of the APIs specified in the present document is contained in a set of files which accompany the present document:

px0326rpcenc.zip


px0326rpclit.zip
	1.0.1
	

	Jun 2004
	CN_24
	NP-040274
	--
	--
	Split into multi-part specification. 29.199-0n,  for n=1,2…9.

Submitted to CN#24 for Information
	1.0.3
	

	Sep 2004
	CN_25
	NP-040360
	--
	--
	Draft v200 submitted to TSG CN#25 for Approval. 
	2.0.0
	6.0.0

	Dec 2004
	CN_26
	NP-040487
	001
	--
	Add SmsNotificationManager interface to PXWS Short-Messaging
	6.0.0
	6.1.0

	Dec 2004
	CN_26
	NP-040609
	002
	1
	Add PXWS SMS Notification Delivery Reception
	6.0.0
	6.1.0

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


�When reading Section 5.1 in 29.199-01, this sentence seems to be redundant.  I propose to remove it.
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