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Change in Clause 2

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.127: "Service Requirement for the Open Services Access (OSA); Stage 1".

[3]
3GPP TS 23.198: "Open Service Access (OSA); Stage 2".

[4]
3GPP TS 22.101: "Service aspects; Service principles".

[5]
W3C Recommendation (2 May 2001): "XML Schema Part 2: Datatypes".

NOTE:
Available at http://www.w3.org/TR/2001/REC-xmlschema-2-20010502/.
[6]
3GPP TS 29.199-1: "Open Service Access (OSA); Parlay X Web Services; Part 1: Common".

[7]
W3C Note (11 December 2001): "SOAP Messages with Attachments".
NOTE:
http://www.w3.org/TR/SOAP-attachmentsAvailable at .

 [8]
3GPP TS 23.140 “Multimedia Messaging Service (MMS); Functional description; Stage 2”.

 [9]
RFC2822: “Internet Message Format”
NOTE:
Available at htpp://www.ietf.org/rfc/rfc2822.txt
End of Change in Clause 2

Change in Clause 3.1

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TS 29.199-1 [6] apply.
Additionlly the following definition is needed:

Shortcode: a short telephone number usually 4 to 6 digits long, this is represented by the 'tel:' URI defined in [6]. 
Whitespace: See definition for CFWS as defined in RFC2822 [9].
End of Change in Clause 3.1

Change in Clause 8.3.1

8.3.1
Operation: NotifyMessageReception

The notification is used to send a multimedia message to the application. The notification will occur only if the multimedia message fulfils the criteria specified when starting the multimedia message notification.

End of Change in Clause 8.3.1

Change in Clause 8.4 & 8.4.1 & 8.4.1.1

8.4
Interface: MessageNotificationManager

The multimedia message notification manager enables applications to set up and tear down notifications for multimedia messages, online.  The means to provision notifications offline are not specified here.

8.4.1
Operation: StartMessageNotification

Start notifications to the application for a given Message Service activation number and criteria. 

The Message Service activation number is an Address Data item as defined in 3GPP TS 29.199-1 [6]. A Shortcode is an example of an Address Data item.
The correlator provided in the reference must be unique for the application Web Service at the time the notification is initiated, otherwise a ServiceException (SVC0005) will be returned to the application..

If specified, criteria will be used to filter messages that are to be delivered to an application. If criteria are not provided, or is an empty string, then all messages for the MessageServiceActivationNumber will be delivered to the application. The MessageServiceActivationNumber and criteria combination must be unique. If a criteria overlaps then SVC0008 will be returned to the application and the notification will not be set up. Note that the use of criteria will allow different notification endpoints to receive notifications for the same MessageServiceActivationNumber. The combination of MessageServiceActivationNumber and criteria must be unique, so that a notification will be delivered to only one notification endpoint. If no match is found, the message will not be delivered to the application.
8.4.1.1
Input message: StartMessageNotificationRequest

	Part name
	Part type
	Description

	Reference
	common:SimpleReference
	Notification endpoint definition

	MessageServiceActivationNumber
	xsd:anyURI 
	the destination address of the multimedia message

	Criteria
	xsd:string 
	Optional. The text to match against to determine the application to receive the notification. This text is matched agains the first word, as defined as the initial characters after discarding any leading Whitespace and ending with a Whitespace or end of the string. The matching shall be case-insensitive.
If the subject of the multimedia message is present it shall be used as the string, if not the string is defined as the first plain/text part of the content (see 3GPP TS 23.140 [8]).


End of Change in Clause 8.4 & 8.4.1 & 8.4.1.1

Change in Clause 8.4.1.3

8.4.1.3
Referenced Faults

ServiceException from [6]

· SVC0001 – Service error

· SVC0002 – Invalid input value

· SVC0005 – Duplicate correlator

· SVC0008 –  Overlapping Criteria

PolicyException from [6]

· POL0001 – Policy error

End of Change in Clause 8.4.1.3

Change in Clause 9.1.1

9.1.1
Void

The fault code (SVC0230) is reserved and shall not be used,


	
	

	
	

	
	

	
	


Change in Clause 9.1.1

End of CR
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