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Change in Introduction

Introduction

The present document is part 1 of a multi-part TS covering the 3rd Generation Partnership Project; Technical Specification Group Core Network; Open Service Access (OSA); Parlay X Web Services, as identified below:

Part 1:
"Common";
Part 2:
"Third party call";
Part 3:
"Call Notification";

Part 4:
"Short Messaging";

Part 5:
"Multimedia Messaging";

Part 6:
"Payment";
Part 7:
"Account management";
Part 8:
"Terminal Status";

Part 9:
"Terminal location";

Part 10:
"Call handling";
Part 11:
"Audio call";
Part 12:
"Multimedia conference";
Part 13:
"Address list management";
Part 14:
"Presence".

The Mapping specification of the Parlay X Web Services (3GPP TS 29.199) to the Parlay/OSA APIs (3GPP TS 29.198) and, where applicable, to IMS, is also structured as above. A mapping of the Parlay X Web Services is however not applicable for all Parts (e.g. Part 13), but the numbering of Parts is kept.

Table: Overview of the Parlay X Web Services & OSA APIs mappings

	Parlay X Web Services 

(3GPP TS 29.199-family)
	OSA APIs (& IMS) mappings

(ETSI TR 102 397-family)

	29.199-01
	Common
	ETSI TR 102 397-01
	Common mapping

	29.199-02
	Third party call
	ETSI TR 102 397-02-1
	Generic Call Control mapping

	
	
	ETSI TR 102 397-02-2
	Multi-Party Call Control mapping

	29.199-03
	Call notification
	ETSI TR 102 397-03-1
	Generic Call Control mapping

	
	
	ETSI TR 102 397-03-2
	Multi-Party Call Control mapping

	29.199-04
	Short messaging
	ETSI TR 102 397-04-1
	User Interaction mapping

	
	
	ETSI TR 102 397-04-2
	Multi-Media Messaging mapping

	29.199-05
	Multimedia messaging
	ETSI TR 102 397-05-1
	User Interaction mapping

	
	
	ETSI TR 102 397-05-2
	Multi-Media Messaging mapping

	29.199-06
	Payment
	ETSI TR 102 397-06
	Charging mapping

	29.199-07
	Account management
	ETSI TR 102 397-07
	Account Management mapping

	29.199-08
	Terminal status
	ETSI TR 102 397-08
	Mobility User Status mapping

	29.199-09
	Terminal location
	ETSI TR 102 397-09-1
	Mobility User Location mapping

	
	
	ETSI TR 102 397-09-2
	Mobility User Location CAMEL mapping

	29.199-10
	Call handling
	ETSI TR 102 397-10-1
	Generic Call Control & User Interaction mapping

	
	
	ETSI TR 102 397-10-2
	Multi-Party Call Control & User Interaction mapping

	
	
	ETSI TR 102 397-10-3
	Policy Management mapping

	29.199-11
	Audio call
	ETSI TR 102 397-11-1
	Generic Call Control & User Interaction mapping

	
	
	ETSI TR 102 397-11-2
	Multi-Party Call Control & User Interaction mapping

	29.199-12
	Multimedia conference
	ETSI TR 102 397-12
	Multi-Media Call Control mapping

	29.199-13
	Address list management
	ETSI TR 102 397-13
	Not Applicable

	29.199-14
	Presence
	ETSI TR 102 397-14-1
	Presence & Availability Management mapping

	
	
	ETSI TR 102 397-14-2
	SIP/IMS Networks mapping
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